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EXHIBIT "A"

' Proposed Drilling Program
Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Federal #21-25Y
NE NW Section 25-T9S-R16E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C)

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well



O EXHIBI "A"
Proposed Drilling Program
Page 2

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following two attachments:

Drilling Program/Casing Design (EXHIBIT "D")
Geologic Prognosis (EXHIBIT "C")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon as the
BLM approves this APD.

b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the EMAI District Office within 30 days following
completion of the well for



Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
BALCRON OIL DIVISION

BALCRON FEDERAL #21-25Y

NE NW Section 25, T9S, R16E
DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A. The proposed well site is staked and four reference
stakes are present. 150'& 200' South and 200' & 250' East

B. The Federal #21-25Y is located approximately 15 miles
Southwesterly of Myton Utah, in the NE1/4 NW1/4 Section

25, T9S, R16E, SLB&M, Duchesne County, Utah. To reach the
21-25Y, proceed West from Myton, Utah along U.S. Highway
40 for 1.6 miles to the junction of this highway and Sand

Wash road; Proceed South along the Sand Wash road
approximately 11.4 miles to an intersection with the
Pariette Bench road, turn right and continue 2.7 miles to
road intersection; turn left and proceed 1.6 miles to
proposed access road sign. Follow flags 700 feet to
location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to map "B".

E. The existing roads will be maintained in the same or
better condition as existed prior to the commencement of
operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B" (shown in GREEN)

Approximately 700 feet of new road construction will be
required for access to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-

foot road running surface, crowned & ditched and/or sloped
and dipped.
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B. Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

C. Maximum grade - 8%

D. Turnouts - no turnouts will be required on this access
road.

E. Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

F. Culverts, cuts and fills - no culverts will be required.
There are no major cuts and/or fills on/along the proposed
access road route.

G. Surface materials - all construction materials will be
native material taken from onsite.

H. Gates, cattleguards or fence cuts - none required.

I. Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
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will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J. The proposed access road has been centerline flagged.

K. If a right-of-way is required please consider this APD
the application for said right-of-way.

3. Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

A. Water wells - none known.
B. Abandoned wells - see Map "C"
C. Temporarily abandoned wells - none known.
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - see Map "C".
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A. Existing

1. Tank batteries - see Map "C".
2. Production facilities - see Map "C".
3. Oil gathering lines - none.
4. Gas gathering lines - see Map "C".

B. New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout will be
submitted to the Authorized Officer via "Sundry Notice"
(Form 3160-5) for approval of subsequent installation
operations.

3. Production facilities will be accommodated on the
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existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be imperyious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12' and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be .confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

5. Location and Type of Water Supply

A. Water to be used for the drilling of these wells will be
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hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah.

B. No water well will be drilled on this location.

6. Source of Construction Materials

A. No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling
operations and pipeline construction is needed.

B. .All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction material for these location sites and
access .roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

C. All surface disturbance area is on B.L.M. lands.

D. There are no trees on this location.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve
pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within ninety (90) days
after termination of drilling and completion activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.

The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.
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C. Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with NTL-
2B, an application for approval of a permanent disposal
method and location, along with the required water
analysis, shall be submitted for the Authorized Officer's
approval. Failure to file an application within the time
frame allowed will be considered an incidence of
noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

G. The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

8. Ancillary Facilities:

None anticipated.

9. Wellsite Layout:

Page



A. Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles.

B. Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There will be three (3)
trailers on location during drilling operation.

C. A diagram showing the proposed production facility layout
will be submitted to the Authorized Officer via Sundry
Notice (Form 3160-5) for approval of subsequent
operations.

D. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid. The flare pit will be
located downwind of the prevailing wind between corner #5
and corner #6. Access will be from the West near corner
#3. Corner #2 and corner #8 will be rounded off to avoid a
rock ledge and a natural drainage.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

E. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
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fencing will be maintained until the pit is backfilled.

F. Any hydrocarbons on the pit wiil be removed from the pit
as soon as possible after drilling operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. If a plastic reinforced pit liner is used, it shall be
torn and perforated before backfilling of the reserve
pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
Energy Company will, restore the access road and
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location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or dished prior to
seeding.· Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, then roller
packing following the natural contours. Seed will be
drilled on contours at a depth no greater than one-half
inch (1/2"). In areas that cannot be drilled, seed
will be broadcast at double the seeding rate and
harrowed into soil. Certified seed will be used
whenever available.

Fall seeding will be completed after September 1 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed
surfaces will be reseeded with the following seed
mixture:

Pure Live Seed (PLS)
lbs./acre Seed Mix

1 Forage Kochia (Kochia prostrata)
5 Ephriam Crested Wheatgrass

(Agropyron cristatum Ephriam)
4 Russian Wildrye (Elymus junceus)
2 Fourwing Saltbush

(Atriplex canescens)

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 1 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B. Dry Hole/Abandoned Location
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1. On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(a) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
the time of abandonment.

2. All disturbed surfaces will be recontoured to the
approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Management
Vernal District Office

Vernal, Utah

12. Other Information:

A. Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 12 miles South of Myton
Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.
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The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.

The topsoils in the area range from a sandy clay (SM-ML)

type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 13 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion. MAG & *Ë

y

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment basin will be constructed according to
BLM specifications approximately 100 feet NE of
location corner #6 where flagged.

13. Lessee's or Operator's Representative:
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4. There are no reported restrictions or reservations

noted on the oil and gas lease.

5. A silt catchment basin will be constructed according to
BLM specifications approximately 100 feet NE of
location corner #6 where flagged.

13. Lessee's or Operator's Representative:

Balcron Oil
a division of Equitable Resources Energy Company
1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406)259-7860
FAX: (406)245-1361

Dave McCoskery, Drilling Engineer Home (406)248-3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron Oil, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Date Bobbie Schuman
Coordinator of Enviromental

and Regulatory Affairs
BALCRON OIL division of

Equitable Resources Energy
Company

Page
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Equitable Resources Energy Company
Balcron Oil Division

DRILLING PROGRAM

WELL NAME: Balcron Federal 21-25Y PROSPECT/FIELD: Monument Butte
LOCATION: NE NW Sec.25 Twn.98 Rge.16E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: 5650

HOLE SIZE INTERVAL

12 1/4" O to 260'
7 7/8" 260 to 5650'

CASING INTERVAL CASING

N RM O H

Surface Casing 0 260 8 5/8" 24 #|Ft J-55

Production Casing 0 5650 5 1/2" 15.50#|Ft J-55

(All Casing will be new, ST&C)

CEMENT PROGRAM

Surface 150 sacks 75% Class "G" 25% Poz with 2% CaCl and
1/4 #|Sk Flocele.
( Cement will be circulated td surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.
( Top of cement will be 2000')

PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD

TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 260 N.A. N.A. N.A.
Air/Air Mist|KCl Water 260 T.D. 8.7-8.9 N.A. N.A.

Drilling will be with air from surface to as deep as hole conditions
allow. 2% KC1 fluid will be used for the remainder of the hole.

COMMENTS

1.) No cores or DST's are planned.
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BALCRON OIL CO.

Operator: BALCRON OIL Well Name: Balcron Fed. 21-25Y

Project ID: Location: Monument Butte, Utah

Design Parameters: Design Factors:
Mud weight ,( 8.90 ppg) : 0.462 psi/ft Collapse : 1.125

Shut in surface pressure : 2047 psi Burst : 1.00

Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annuter gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

See
v e ni

ide rmined using air weight B0ody Yield : 1.50
0 bs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)

1 5, 650 5-1/2" 15.50 J-55 ST&C 5, 650 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2612 4040 1.547 2612 4810 1.84 87.58 202 2.31 J

Prepared by : McCoskery, Billings, MT
Date : 05-17-1993
Remarks :

Minimum segment length for the 5,650 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,612 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star steet recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. -Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version
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TAXE

United States Departrnent of the Interior u"
li-IE IIIMEORIMISBNER

11UREAU OF LAND AIANAGEhtliNT anammma m
MONTANA STATE OFFICli

222 NORTil 32ND STREET INIw.Pt.YTO:

P.O. ISOX 36800 HTM 12619-A et al
llII.I.lNCS, híONTANA 59107-G800

BLM BOMD NO. MTOS76
(922.31)

April 25, 1989
MOT I CE

Equitable Resources Energy Company
P. O. Box 21017 OIL AND GAS
Billings, Montana 59104

CORPORATE MERGER RECOGMIZED
RIDER TO MATÏOUWIDE BOND ACCEPTED

Acceptable evidence has been filed in this office concerning the merger
of Baleron Oil Company into Equitable Resources Energy Company, the
surviving corporation. Information provided shows that Balcron Oil
Company merged into Equitable Resources Energy Company, changing the
former entity's name to Balcron Oil, a Division of Equitable Resources
Energy Company. Please note that Divisions cannot hold leases,
therefore, after consultation with Balcron 011, this office is
recognizing only the merger action.

A rider was filed on April 20, 1989, to be made a part of $150,000
Nationwide Oil and Gas Bond No. 5547188 (BLM Bond No. MTOS76) with
Balcron Oil Company as principal and Safeco Insurance Company of America
as surety. By means of this rider, the surety consents to changing the
name on the bond from Balcron Oil Company to Equitable Resources Energy
Company. The rider is accepted effective April 20, 1989.

For our purposes, the merger is recognized effective April 20, 1989.

The oil and gas lease files and communitization agreement files
identified on the enclosed Exhibit A have been noted as to the meeger.
Other lease interests wL11 be transferred by.assignments from Ballard & '

Cronoble to Equitable Resources Energy Compan .

Cyt la L. Embretson, Chief
F ds Adjudication Section

1 Enclosure .
1-Exhibit A

cc: (w/encl.)
AF_S Denver (1)
All DMs (1 ea.)
BMO Section (1)
gggional Forester, Lakewood (2)
Regi..onal Forester, Missoula (2)
Bureau of Reclamation
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EXHIBIT "E" Page 2 of 4
-I BOND NO. 5547188

Form 3104-8 UNITED STATES
(July 1984)

.
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT -

STATE, NATIONWIDE,OR NATIONAL PETROLEUM RESERYE
IN ALASKA01L AND GAS BOND .

Act o/ February 25, 1920 (30 U.S.C. Sec. 181)
Act of August 7, 1947 (30 U.S.C. Sec.- 351) . - -

- Department of the Interior appropriationsAct, Fiscal Year 1981 (P.L. 96-114) ., '{.!
Other Oil and Gas Leasing Authorities as Applicable . 'Iriing,an

KNoW A L MEN BY THESE PRESENTs, That we
BALCRON OIL COMPANY

of 1601 Lewis Avenue, Billings, MT 59104

as principal, and
SAFECO INSURANCE COMPANY OF AMERICA

of 111 Presidential Blvd., Suite 231, Bala Cynwyd, PA 19004

as surety, are held and firmly bound unto the-United States of·America in the sum of ONE HUNDRED FIFTY
· THOUSAND AND 0 0/10 0 ----------·-------·- dollars (S 15 0 , OO0 . 0 0 ), in lawful money

of the United States, which sum may be increased or decreased by a rider hereto executed in the same manner as this bond, for
the use and benefit of (1) the United States; (2) the owner of any of the land subject to the coverage of this bond, who has -a-

statutory.right to compensation in connection with a reservation of the oil and gas deposits to the United States; and (3) any

lessee or permitiee under a lease or permit issued by the United States prior to the issuance of an oil and gas lease for the

same land subject to this bond, covering the use of the surface or the prospecting for, or development of, other mineral deposits
In any portion of such land, to be paid to the United States. For such payment, well and truly to be made, we bind ourselves,

and each of our heirs, executors, administrators, and successors, jointly and severally.

The coverage of this bond shall extend to all of the principal's holdings of federal oil and gas leases in the United States,
including Alaska, issued or acquired under the Acts cited in Schedule A.

(¯]
.The coverage of this bond extends only to the principal's holdings of federal oil and gas leases issued or acquired under

the Acts cited and in the States named in Schedule A and to any other State or States that may be named in a rider attached

hereto by the lessor with the consent of the surety.

O The coverage of this bond extends only·to the principal's holdings of federal oil and gas leases within the NationalPetro-
leum Reserve in A.laska.

SCHEDULE A
Mineral Leasing Act of February 25, 1920 (30 U.S.C. Sec. 181), Acquired Lands Leasing Act of August 7, 1947 (30 U.S,C. Sec. 351), and

other oli and gas leasing authorities as applicable.

NAMES OF STATES

ALL STATES

The conditions of the foregoing obligations are such that, tract, removë, and dispose of oil and gas deposits in or

whereas the said principal has an interest in oil and gas under the lands covered by the leases, operating agreements

leases issued under the Acts cited in this bond: (1) as . or designations and is obligated to comply with certain

lessee; (2) as, the approved holder of operating rights in covenants and agreements set forth in such instruments; and

all or part of the lands covered by such leases under operat-
ing agreements with the lessees; or (3) as designated oper-
_ator or agent under such leases pending approval of an
assignment or operating agreement; and

• WHEREAS the principal and surety agree that without notice
to the surety the coverage of this bond, in addition to the
present holdings of the principal, shall extend to and

WnsREAs the p:°ncipal is authorized to drill for, mine,ex- include:
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SURETY RIDER FECOINSURANCE COMPA YOFAMERICA
GENERAL INSURANCE COMPANY OF AMERICA
FIAST NATIONAL INSURANCE COMPANY

SAFECO OF AMERICA
HOME OFFICE: SAFECO PLAZA

SEATTLE, WASHINGTON 98185

To be attached to and form a part of

Type of Rond, Nationwide Oil and Gas Lease Bond

BondNo. 5547188 (BLM Bond No. MTO576)

dated effective
(MONTH. DAY,YEAR)

everuted by BALCRON OIL COMPANY as Principal
(PRINCIPAL)

and by SAFECO INSURANCE COMPANY OF AIERICA
. as Surety

(SURETY)

in favor of UNITED STATES DEPARTMENT OF THE INTERIOR, BUREAU OF LAND ..

(OBLIGEE) MANAGEMENT

In consideration of the mutual agreements herein contained the Principal and the Surety hereby consent to changing

The name of the Principal

From BALCRON OIL COMPANY

Tn. EQUITABLE RESOURCES ENE.RGY COMPANY

Nothing herein contained shall vary, alter or extend any provision or condition of this bond except as herein expressly stated.

This rider h: effective
(MONTH, DAY,YEAR)

Signed and Sealed 4/10/89
(MONTH, DAY,YEAR)

EDUITABLE RESOURCES ENERGY COMPANY
PRINCIPAL

Ry•

SAFF T URANCE CpgPANY OF AMERICA

Ry. / , / ,.. ..'t

a SURETY

R Oeo.tge Voiri he '
.

ATTORNEY-IN·FACT ·

·-44"tni?N1/nti



OWER FECO INSURANCE COMPANY OF AMbHICA

ENERAL INSURANCE COMPANY OF AMERICA
OF ATTORNEY HOME OFFICE: SAFECO PLA2A

SABECO
SEATTLE,WASHINGTON 98185 •

EXHIBIT "E" Page 4 of 4
3798

No.

KNOW ALL BY THESE PRESENTS:

That SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY OF AMERICA,each

a Washington corporation, does each hereby appoint

------------THOMAS L. VEHAR; R. GEORGEVOINCHET, Pittsburgh, Pennsylvania-------------

its true and lawful attorney(s)-in-fact, with full authority to execute on its behalf fidelity and surety bonds or undertakings

and other documents of a similar character issued in the course of its business, and to bind the respective company thereby.

IN WITNESS WHEREOF, SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY

OF AMERICA have each executed and attested these presents

this Ath day of September
. 19 87

.

CERTIFICATE

Extract from the By-Laws of SAFECO INSURANCE COMPANY OF AMERICA
and of GENERAL INSURANCE COMPANY OF AMERICA:

"Article V, Section 13. -- FIDELITYAND SURETY BONDS . . . the President, any Vice President, the Secretary, and any .

Assistant Vice President appointed for that purpose by the officer in charge of surety operations, shall each have authority

to appoint individuals as attorneys-in-fact or under other appropriate titles with authority to execute on behalf of the

company fidelity and surety bonds and other documents of similar character issued by the company in the course of its

business ... On any Instrument making or evidencing such appointment, the signatures may be affixed by facsimile. On any

instrument conferring such authority or on any bond or undertaking of the company, the seal, or a facsimile thereof, may be

impressed or affixed or in any other manner reproduced; provided, however, that the seal shall not be necessary to the

validity of any such.instrument or undertaking."

Extract from a Resolution of the Board of Directors of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA adopted July 28, 1970.

"On any certificate executed by the Secretary or an assistant secretary of the Company setting out,

(1) The provisions of Article V, Section 13 of the By-Laws, and
(ii) A copy of the power-of-attorney appointment, executed pursuant thereto, and

(iii) Certifying that said power-of-attorney appointment is in full force and effect,
the signature of the certifying officer may be by facsimile, and the seal of the Company may be a facsimile thereof."

1, Bob A. Dickey, Secretary of SAFECO 1NSURANCE COMPANY OF AMERICA and of GENERAL INSURANCE

ÇOMPANY OF AMERICA, do hereby certify that the foregoing extracts of the By-Laws and of a Resolution of the Board of

Directors of these corporations, and of a Power of Attorney issued pursuant thereto, are true and correct, and that both the

By-Laws, the Resolution and the Power of Attorney are still in full force and effect.

IN WITNESS WHEREOF, I have hereunto set my hand and affixed the facsimile seal of said corporation

this 10t13 day of April
, 19



EXHIlšIT "F"

ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION

P. O. Box 853 Bountiful, Utah 84011-0853
Tel: (801) 292-7061, 292-9668

May 6, 1993

Subject: CULTURAL RESOURCE EVALUATION OF NINE PROPOSED
WELL LOCATIONS IN THE CASTLE PEAK DRAW LOCALITY OF
DUCHESNE AND UINTAH COUNTIES, UTAH

Project: Balcron Oil Company -- 1993 Development Program for the
Monument Butte Lease Area Units: 41-18, 14-8, 21-13Y, 21-25Y,
41-21Y, 21-9, 44-14Y, 24-3Y, and 22-10Y

Project No.: BLCR-93-1

Permit No.: Dept. of Interior -- UT-92-54937

Utah State No.: UT-93-AF-158b

To: Ms. Ms. Bobbie Schuman, Balcron Oil Company, P.O. Box 21017, Billings,
Montana 59104

Mr. David Little, District Manager, Bureau of Land Management, 170 South 500
East, Vernal, Utah 8407&

Info: Antiquities Section, Division of State History, 34QRio Grande, Salt Lake City,
Utah
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CULTURAL RESOURCE EVALUATION

OF NINE PROPOSED WELL LOCATIONS IN THE

CASTLE PEAK DRAW LOCALITY

OF DUCHESNE AND UINTAH COUNTIES, UTAH

Report Prepared for BALCRON OIL COMPANY

Dept. of Interior Permit No.: UT-92-54937

AERC Project 1373 (BLCR-93-1)

Utah State Project No.: UT-93-AF-158b

Principal Investigator: F. Richard Hauck, Ph.D.
Author of Report: Glade Hadden

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
P.O. Box 853

Bountiful, Utah 84011-0853

May 6,
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ABSTRACT

Intensive cultural resource evaluations have been conducted for Balcron Oil Company of
seven proposed well locations on federal lands in the Castle Peak Draw locality of Duchesne and
Uintah Counties, Utah. The examinations of these nine locations involved a total of 119.1 acres
of which 29.1 acres (4 miles) includes eight separate access routes associated with Units 41-18,
14-8, 21-13Y, 21-25Y, 41-21Y, 21-9, 44-14Y and 24-3Y. The remaining 90 acres involves ten
acre parcels at all nine of the proposed Units (41-18, 14-8, 21-13Y, 21-25Y, 41,21Y, 21-9, 44-

14Y, 24-3Y and 22-10Y). These evaluations were conducted on May 3 and 4, 1993 by
archaeologist Glade Hadden under the supervisionof F. Richard Hauck.

No previously recorded significant or National Register eligible cultural resources will
be adversely affected by the proposed developments.

One newly identified cultural resource activity locus was evaluated and recorded during
the examinations. This site (42UN 2062) consists of a non-significant lithic scatter associated

with proposed Unit 44-14Y.

AERC recommends project clearance based on adherence to the stipulations noted in the
final sectionof this report.
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GENERALINFORMATION

On May 3 and 4. 1993, archaeologist Glade Hadden acting under the supervision of F.R.

Hauck, conducted intensive cultural resource evaluations for Balcron Oil Company of Billings,
Montana. These examinations involved nine separate well locations (41-18, 14-8, 21-13Y, 21-

25Y, 41-21Y, 21.-9, 44-14Y, 24-3Y and 22-10Y) and eight linear access route evaluations
totaling 4 miles associated with Units 41-18, 14-8, 21-13Y, 21-25Y, 41-21Y, 21-9, 44-14Y and
24-3Y. This project area is situated in the Castle Peak Draw locality of Duchesne and Uintah

Counties, Utah.

This project is situated on federal lands administered by the Diamond Mountain Resource
Area of the Vernal District of the Bureau of Land Management.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations requires an

archaeological evaluation in compliance with the Antiquities Act of 1906, the Reservoir Salvage

Act of 1960-as amended by P.L 93-291, Section 106 of the National Historic Preservation Act

of 1966-as amended, the National Environmental Policy Act of 1969, the Federal Land Policy

and Management Act of 1979, the Archaeological Resources Protection Act of 1979, the Native

American Religious Freedom Act of 1978, the Historic Preservation Act of 1980, and Executive
Order 11593.

In addition to documentingcultural identity and significance, mitigationrecommendations

relative to the preservation of cultural data and materials can be directed to the Vernal District

Office of the Bureau of Land Management relative to the locations on public lands, and to the
Antiquities Section of the Utah State Division of History. This work was done under U.S.
Department of Interior Permit for Utah UT-92-54937 which expires on January 31, 1994.

The nine evaluated well locations included nine 10 acre parcel evaluations for a total of
90 acres. A series of 15 to 20 meter-wide survey transects were walked within the 60 foot-wide

corridorsassociated with the eight access routes covering a total distance of 4 miles or some 29.1
acres. A total of 119.1 acres were examined during this inventory.

Pro.iect Location

The project location is in the Vernal District of the Bureau of Land Management. It is
situated on the Myton SE, Myton SW and Pariette Draw SW 7.5 minute topographic quads as
shownon the attached
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Unit 41-18 is situated in the NE - NE quarter of Section 18, Township 9 South, Range

17 East. Its access route extends for ca. .2 mile to the southwest from an existing road

traversing the northeastern corner of that section (see Map 1).

Unit 14-8 is in the SW - SW quarter of Section 8 of that same township and range. An

access route extends ca. .2 mile northeast from the same existing road to the location (see Map

1).

Unit 21-13Y is situated in Section 13, Township 9 South, Range 16 East. This unit is

situated in the NE - NW quarter of that section (see Map 1). Its access route extends ca. .5 mile
east along an existing jeep trail, then southeast onto the location.

Unit 21-25Y is in the NE - NW of section 25 of Township 9 South, Range 16 East. The

unit is accessible via a ca. .2
mile-long access that begins at an existing road which crosses the

NW corner of that section, añd extends to the southeast to the well location.

Unit 41-21Y is located in the NE - NE quarter of Section 21, Township 9 South, Range
16 East (see Map 2). Its l mile-long access begins at an existing roadway to the southwest of
the location (see Map 3).

Unit 21-9 is also located in Township 9 South, Range 16 East. It is situated in the NE -

NW quarter of Section 9 (see Map 3). This unit has a ca. .4 mile access route which will

connect the location with the existing road to the south of the location (see maps 2 and 3).

Unit 44-14Y is located in the SE - SE quarter of section 14, Township 9 South, Range
17 East. A ca. l mile access route links the unit with an existing one lane jeep trail to the west,

near the center of section14. This jeeptrail, in turn, connects with a road/pipeline corridor ca.

.5 mile to the north (see map 4).

Unit 24-3Y is situated in the SE - SW quarter of section 3, Township 9 South, Range 17

East. A ca. .5 mile access route connects the unit to the main Castle Peak / Pariette Bench road

to the south (see map 4).

Unit 22-10Y is in the SE - NW quarter of section 10 in that same township and range.

The unit is located immediately adjacent to the access route leading to unit 24-3Y (see map 4).

EnvironmentalDescription:

The project areas range within the 5100 to 5900 foot elevation zone above sea level.

Open rangeland terrain surfaces are associated with all locations.



The vegetation in the project area includes Chrysothamnus spp., Sarcobatus

vermiculatus, Ephedra viridis, Artemesia tridentata, Atriple× canescens, and

Bromus tectorum.

The geological associations within the project area consist of fluvial and lake deposits

which correlate with the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THEl,0CALITY

File Search

Records searches of the site files and maps at the Antiquities Section of the State Historic

Preservation Office in Salt Lake City were conductedon May 5, 1993. A similar search was

conducted in the Vernal District Office of the BLM on May 3, 1993. The National Register of
Historic Places has been consulted and no registered historic or prehistoric properties will be

affected by the proposed developments.

A variet) of known cultural sites are situated in the Castle Peak Draw locality. Most of
these prehistoric resources, including 42DC 349, 350. 351, 352, 353, 732, 761, 763 and 765

have been identified and recorded by AERC during previous evaluations (Hauck 1981, 1992a,

1992b, 1992c, 1992d). Additional sites previously recorded in this locality include Sites 42DC
423, 424, and 425 which were documented by Sagebrush (Polk 1982), 42DC 382 identified by
Grand River (Babcock 1981), and 42DC 539, 540, 541, 542, 543 and 556 recorded by BLM
Archaeologist Blaine Phillips in 1983.

One site identified in the project area during the search may be affected. Site 42DC 765

is a lithic scatter/rockshelter complex located by AERC during a previous evaluation for Balcron

in the area (Hauck 1992e). This site is located in section 8, adjacent to the proposed
development area for unit 14-8, ca. 100 meters from the impacted area (see map 1). Site 42DC

765, while not directly affected by the proposed development may be adversly affected by the
increased availability of access to the site.

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.

These cultures, as identified by their material remains, demonstrate a cultural developmental

process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude

in the Historic-Modern period which was initiated with the incursion of the Euro-American
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trappers, explorers, and settlers. Basically, each cultural stage -- with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands. -- features a more complex life-way and
socialorder than occurred during the earlier stage of development (Hauck 1991:53). For a more
comprehensive treatment of the prehistory and history of this region see Archaeological

Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro,iect Development Zone

Previous archaeological evaluations in the region have resulted in the identification and
recording of a variety of cultural resource sites having eligibility for potential nomination to the
National Register of Historic Places (NRHP). The majority of these sites are lithic scatters
containing cobble reduction materials. Open occupations are also known in this locality. Sites
associated with the open rangeland generally appear to have been occupied during the Middle
Archaic Stage with occasional indications of Paleoindian activity based on the recovery of
isolated Plano style projectile points. The north-south drainage canyons appear to contain the
majority of Late Prehistoric (Numa) sites probably because those canyou floors were

transportation corridors and convenient pastures for the Ute horse herds. Evidence of Formative

Stage occupation, i.e., the Fremont Culture, is rarely observed in the rangeland environment but
is common within the Green River and White River canyons and principal tributaries.

The majority of known sites in this project area are lithic scatters(42DC 349, 350, 353
and 763). Open occupationssuch as 42DC 352 are also present. Sites 42DC 351 and 761 are
rock shelters. Based on the recovery of a Folsom point and a Desert Side-notch arrow point,
a possible Paleoindian component and a more recent Numic component exist on Site 42DC 353.
Sites in the project locality generally appear to have been occupied during the Archaic Stage and
the Late Prehistoric Period.

Site density in Castle Peak Draw appears to range from six to over ten sites per section.
This moderate to high density decreases substantially on the benches.

FIELD EVALUATIONS

Methodology

Intensive evaluations were accomplished within each survey area by the archaeologist
walking 10 to 20 meter-wide transects within each ten acre parcel associated with a well location.
In addition, double 15 to 20 meter-wide transects were walked flanking the flagged centerline.
Thus, ca. 4 miles or 29.1 acres of public lands associated with the eight access routes and
another 90 acres associated with the nine well locations were examined by Glade Hadden acting
under the direction of F. Richard Hauck, the Principal Investigator.
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Observation of cultural materials results in intensive examinations to determine the nature

of the resource (isolate or activity locus). The analysis of each specific cultural site results in

its subsequently being sketched, photographed, and appropriately recorded on standard IMACS

forms. Cultural sites are then evaluated for significance utilizing the standards described below

and mitigation recommendations are considered as a means of preserving significant resources

which may be situated within the development zone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination

to the National Register of Historic Places have been outlined as follows in the National

Register's Criteria for Evaluation as established in Title 36 CFR 60.6:
The quality of significance in American ... archaeology ... and culture is

present in ... sites ... that possess integrity of location, design, setting, materials,
workmanship, feeling, and association and:
a. That are associated with events that have made a significant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons significant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or may be likely to yield, information important in
prehistory or liistory.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National

Register if it should advance our current state of knowledge relating to chronology, cultural

relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record

of Historic Places.

Results of the Inventory:

One non-significantprehistoric cultural resource activity locus was observed, evaluated

and recorded during the archaeological evaluations. This site has been subsequentlylisted in the

State and BLM files as 42UN 2062.

Site 42UN 2062 (see map 4) consists of a 20 x 100 meter lithic scatter that is
predominantly composed of locally procured Parachute Creek chert nodules,

primary and secondary flakes and a single non-diagnostic bifacially prepared



artifact. Detritus spread extends ca. 100 meters along the top of a bench

associated with well location 44-14Y, Most of the site lies within the proposed
development zone or access route for the unit. A small (ca. 2 x 10 meter)
concentration of 6 primary and secondary flakes is associated with the single
artifact. This small concentration lies entirely outside the proposed development
area for the well location but is within the proposed access route. A more widely

dispersed distribution of primary flakes and core fragments extending along the
bench indicates limited prehistoric lithic testing and procurement activity at this
site. Little'potential exists for buried deposits, and no other features were noted.
Site integrity is good to excellent, with the only noted impact agent being erosion,
however potential for extensive occupational strata and material deposits is low.
Temporal and cultural associadons for this site are presently unknown; no
diagnostic artifacts or exposed features were observed during the survey.

This site is a non-significant resource. There exists little potential for providing any
pertinent or valuable info.rmationon the prehistory of the region relative to criterion d of Title

36 CFR 60.6.

None of the previously recorded cultural sites in this project locality will be adversely
affected by the proposed developments, with the possible exception of site 42DC 765.

This site, while not directly affected, may be adversely impacted by the increased
availabilityof access provided by the development of unit 14-8.

No isolated diagnostic artifacts were observed or collected during the survey. A single
non-diagnostic artifact associated with site 42UN 2062 was collected.



CONCLUSIONANDRECOMMENDATIONS

The development and maintenance of these nine locations will not have any direct adverse
effect on any NRHP eligible cultural resources in this locality.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Company
relative to the development of the nine well locations noted above based upon adherence to the
following stipulations:

1. All vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from subsurface
deposits he exposed during construction work or if the need arises to relocate or
otherwise alter the location of the development areas.

Glade Hadden
Field Archaeologist

F. Richard Hauck, Ph.D.
President and Principal

Investigator
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Department of t nter.ior Authorizati o .U.9.3.A.F.1.5.8.b. .

,
Bureau of Land Management

Utah State Office Report Acceptable Yes __
No

(AERC FORMAT)
Mitigation Acceptable Yes

__
No

Summary Report of Comments:
Inspection for cultural Resources

MONUMENT BUTTES 9 WELL UN I TS
1. Report Title . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

BALCRON OIL CO. (14-8, 41-18, 24-3Y, 22-10Y, 44-14Y, 41-21Y, 21-9,
21-13Y, 21-25Y)

2. Development Company

0 5 06 1 9 9 3 -- UT-92-54937

3. Report Date . . . . . . . . 4. Antiquities Permit No.

AERC BLCR-93-1 Uintahans
Duchesne

5. Responsible Institution . . . . . . . . . . . . . . . . County

6. Fieldwork
O 9 S 1 7 E O 3 0 8 1 0 14

1 8
Location: TWN . . . . . RNG . . . . . Section. . . . . . . . . . . .

7. Resource 0 9 S 1 6 E O 9 1 3 2 1 2 5

Area TWN . . . . . RNG . . . . . Section. . . . . . . . . . . .

.D.M.

S. Description of Examination Procedures: The archeologist, Glade Hadden,
acting under the direction of F.R. Hauck intensively examined nine 10 acre well
parcels and associated access routes by walking a series of 10 to 20 metar-mide

transects within the locations and a.long the flagged access centerlines.

4 I
9. Linear Miles Surveyed . . . . . . . 10. Inventory Type . .

and/or
Definable Acres Surveyed . . . . . . . R = Reconnaissance

and/or I = Intensive
Legally Undefinable 1 1 9 . 1 S = Statistical Sample
Acres Surveyed . . . . . . .

11. Description of Findings: 12. Number Sites Found .1. . . . .

One cultural resource site was identified (No sites = 0)
during the survey. Site 42UN 2062 is a 13. Collectign: .Y.
lithic scatter. One biface was collected. Y = Yes, N = No)
This site is non-significant.

14. Actupl/Potential National Register Properties Affected:
The National Register of Historic Places (NRHP) has been consulted and no
registered properties will be affected by the proposed development.

15. Literature Search, Location/ Date: Utah SHPO 5-5-93 Vernal District
Office Records



10. Con lusion/ Recommendations:

AERC recommends that a cultural resource clearance be granted to Balcron Oil

Company for these proposed developments based on the following stipulations:

1. All vehicular traffic, personnel movement, construction and restoration
operations should be confined to the corridor examined as referenced in this
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from

disturbing any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from

subsurface deposits be exposed during construction work or if the need
arises to relocate or otherwise alter the location of the exploration area.

17. Signature of Administrator Administrator
& Fîeld Supervisor

UT 8100-3 (2/85}
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

DATE RECEIVED: 05/20/93

OPERATOR: EQUITABLE RESOURCES OPERATOR ACCT NO: N-
WELL NAME: BALCRON FEDERAL 21-25Y

API NO. ASSIGNED: - -

LEASE TYPE: FED LEASE NO: p
LOCATION: NENW 25 - TO9S - R16E DUCHESNE COUNTY,
FIELD: MONUMENT BUTTE (105) FIELD CODE: \(V)

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.. Unit:
Bond

(Number
, ) R649-3-2. General.

Potash (Y(N)
Oil shale (Y R649-3-3. Exception.
Water pergit

(Number 43 - ) Drilling Unit.
RDCC Review (YN Board Cause no:

' (Date: ) Date:

COMMENTS: Jy"¯

STIPULATIONS: ('A A

CONFIDENTIAL
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EQUITABLERESOURCES

74 ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 [
Billings, MT 59104 FAX: (406) 245-1361

June 2, 1993

-- VIA FEDERAL EXPRESS --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

As requested, enclosed is a copy of the State Water Use
Authorization (Water User Claim No. 43-9974) which is the water
source we proþose to use for drilling the wells on the enclosed
list. Also enclosed as requested is an explanation of the
composition of the thrifty lite cement including water, all
additives, and stating its yield.

Am I correct in assuming that the 30-day posting period began
as of the date the Notice of Staking was received by your office
(May 3 according to the date agreed upon at the onsite
inspections held May 5-6) as required and stated by 43 CFR
3162.3-1(g) rather.than the May 20 date the APD was received by
your office? Ïf my interpretation of 43 CFR 3162.3-1(g) is
incorrect, I would appreciate a call to discuss this.

If you need further information or have any questions, please
call.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and



OState of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

June 16, 1993

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Gentlemen:

Re: Balcron Federal #21-25Y Well, 198 feet from the north line, 2302 feet from the west
line, NE 1/4 NW 1/4, Section 25, Township 9 South, Range 16 East, Duchesne
County, Utah

Pursuant to Utah Admin. R. 649-3-3, Exception to Location and Siting of Wells and
Utah Admin. R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back,
approval to drill the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oil and
Gas Conservation General Rules.

2. Notification within 24 hours after drilling operations commence.

3. Submittal of Entity Action Form, Form 6, withinfive working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R.J. Firth, Associate
Director, (Home)
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Page 2
Equitable Resources Energy Company
Balcron Federal #21-25Y Well
June 16, 1993

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of drilling operations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality, Division of
Drinking Water/Sanitation, regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-013-31394.

Sincerely,

R.J. F rth
Associate Director, Oil and Gas

Idc
Enclosures
cc: Bureau of Land Management

Duchesne County Assessor
J.L. Thompson
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EQU\TABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Bo× 21017 FAX: (406) 245-1365

Billings, MT 59104 FAX: (406) 245-1361

DIVISIONOi

June 16, 1993

-- VIA FAX --

Tammy Searing
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Tammy:

RE: Balcron Federal #21-25Y (7-O/.?-2'lyy4
NE NW Section 25, T9S, R16E
Duchesne County, Utah

We hereby request an Exception to Location for the referenced
well. The location was moved in response to a request from the
Bureau of Land Management.

If you have any questions or need further information, please
give me a call.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs



k EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365
Billings, MT 59104 FAX: (406) 245-1361

July 2, 1993

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Federal #21-25Y
NE NW Section 25, T9S, R16E
Duchesne County, Utah

Enclosed is a sundry notice reporting a change in the proposed
location of the referenced wellsite. The location was moved in
accordance with a request from the Vernal District Bureau of
Land Management. We have already received an approved APD and
exception to location from the State of Utah on this wellsite.
If this change requires another exception to location, please
consider this letter as a request for that change.

If you have any questions or need further information, please
give me a call.

Sincerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

losures

JUL 0 6 1993

OfVISIONOF
DASo



FORMo S OF UTAH

DIVISIONOF GAS AND MINING
5. Lease Designation and Serial Number

Federal #U-64380

SUNDRYNOTICES AND REPORTS ON WELLS n"/Indian,AllotteeorTribeName:

7. Unit Agreement Name:
Do not use this form for proposals to drill new wells,deepen existingwells,or to reenter plugged and abandoned wells.

Use APPUCATIONFOR PERMITTO DRILLOR DEEPEN formfor such proposals. fû
1. Type of Well: OIL GAS O OTHER:

8. WellName and Number:

Balcron Federal #21-25Y

2. Name of Operator: 9. API WellNumber:

Equitable Resources Energy Company, Balcron Oil Division 43-019-31394

3. Address and Telephone Number: 10. Fieldand Pool, or Wildcat

P.O. Box 21017' Billings, MT 59104 (406) 259-7860 Monument Butte/Green River
4. Locationof Well

Footages: 500' FNL, 1980' FWL county: Duchesne
oo,s.o..T,ax.: NE NWSection 25, T9S, R16E stat.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandonment O New Construction O Abandonment O New Construction

O Casing Repair O Pull or Alter Casing O Casing Repair O Puli or Alter casing
O Change of Plans O Recompletion O Change of Plans O Shoot or Acidize

O conversionto injection O Shoot or Acidize O Conversion to injection O Vent or Flare

O Fracture Treat O Vent or Flare O FractureTreat O Water Shut-Off

O Multiplecompletion O Water Shut-Off Other location change

O other
Date of work completion

Approximate date work will start Report resultsof Multiple Completions and Rooompletione to different reservoirson WELL
COMPLETIONOR RECOMPLET10N AND LOG form.

* Must be accompanted by a cement verificationreport.

12. DESCRIBEPROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwellis directionally drilled,give subsurface locatlons and measured and true
verticaldepths for all markets and zones pertinentto this work.)

The location of this wellsite has been changed (correct location above) since
the previous proposed location fell too close to a lease line. The location
was changed in accordance with a request from the Bureau of Land Management, .

Vernal District. A new survey plat and cut and fill diagram are attached.
Please consider this as part of the previously-submitted and approved Application
for Permit to Drill.

la Coordinator of Environmental
Name&Signature: Ele: and Regulatory Affairsat.: 7/2/93

Rnhhio Schuman
(This space for State use only)

JL L ú l993
(12\92) (See Instructions on Reverse Side) DMSIONOF

GAS&



T9S, R16E,S.L.B.& M. EOUITABLERESOURCESENERGYCO.

BASISOFBEARING N 89°51'W (GLO) WELLLOCATION,BALCRONFEDERAL#21-25Y,
LOCATEDASSHOWNIN THENE1/4 NW1/4
OF SECTION25, T9S,R16E,S.LB.& M,
DUCHESNECOUNTYUTAH.

1980.0'
I
I
I

BALCRONFEDERAL#21-25Y
WELLLOCATION
ELEVUNGRADED
GROUND5692.5 N

25
THISIS TOCERTIFYTHATTHEABOVEPLATWAS
PREPAREDFROMFIELDNO SURVEYS
MADEBY MEOR UNDER D THAT
THESAMEARETRUE ST OF
MYKNOWLEDGEAND - NO .

--- -------- --------------- --------------- --- ----

. | 154
I

REGISTE SURVEYOR
TSE

0F ...•

TRISTATELANDSURVEYlNG& CONSULTING
38 EAST100 NORTH,VERNAL,UTAH84078

N 89°52' W (GLO) (801) 781-2501

scALE: 1" = 1000' 30"YETEBT SS ZD

X = SECTIONCORNERSLOCATED out: 6/25/93 wEAm: CLEAR& WARM
BASISOFBEARINGS;G.LO.PLAT1911
BASISOFELEV;U.S.C.S.7-1/2 min QUAD(MYTONSE) NOTES: FILEI _ggyg
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BALCRONFEDERAL

WELL#2125Y
JL t 6 1993
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Forms 3160-3 SUBMIT IN CATE* Form approved.

(November 1983) (other instrue tas on Budget Bureau No. 1004-0136

(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR U. LEASE DESIGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT U-64380

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK Û.17INDIAN,ALLOTTEMOETRIBENAxa

n/a
18. TYPE OF WORK

DRILL DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. Trrmorwar,U A/S
°w'.'os Œ °v^."..= O oz...

LNNELE UNLTHILE O 6· -- ==== =*==

2. N&MB OF OPERATOR
wm up g gg) CTOn Federal

EQUITABLERESOURCESENERGY·COMPANY 9. WEI,I, NO.

3. ADDRESS OF OPERATOR
#21-25Y

P.O. Box 21017; Billings, MT 59104 JRakron nil Divisinn)
to. risco man room, OE WILDCAT

4. LOCATION OP WELL (Report location clearly and in accordance with any State requirements.•> Monument Butte/Green Riv
At aurface goe qq
NE NWMUnitt Section 25, T9S, R16E -198-4' FNL, FWL "°A°a"a'à'air"3a°"aa".Ï°
At proposed prod. zone

Seç†,ion 25,T9S, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OR POST OrricE* 12. COUNTY OE PARISR 18. STATE

Approximately 15 miles SWof Myton, Utah Duchesne j UTAH
10. DISTANCE FROM PROPosso* 16. No. or Acass IN LEAss 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS 1FELL
PROPERTY OB LEASE LINE, FT.
(Also to nearest drlg. Unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DarTit 20. notAnz on CABLE TooLs

TO NEAREST WELL, DRILLING, COMPLETED,
on neu.o ro.. ON THIS LEA.., n. >6x.OÁ¾k'5650 ' Rotary

21. stayArtons (Show whether DF, RT, GR. etc.) 22. APPROX. DATE WORK WILL START*

GL 5684.9' Idutie 1, 1993
23. PROPOSED CASING AND CEMENTING PROGRAM

SIES OF ROLE BIzS OF CA81NG WEIGitT PER FOOT SETTING DEPTII QUANTITY OF CEMENT

See attached for details.

EXHIBITS ATTACHED RECE!UFri

"A" PROPOSEDDRILLING PROGRAM "H" 80PE SCHEMATIC
"B" PROPOSEDSURFACEUSE PROGRAM "I" RIG LAYOUT
"C" GEOLOGICPROGNOSIS "J" EXISTING ROADS(Map
"D" DRILLING PROGRAM/CASINGDESIGN "K" PLANNEDACCESS (Map ) ,,

"E" EVIDENCEOF BONDCOVERAGE "L" EXISTING WELLS(Map C) 6 96
"F" ARCHEOLOGYREPORT "M" CUT & FILL DIAGRAM
"G" SURVEYPLAT.

DMSIONOF

.SELFCERTIFICATION:I herebycertify that I amauthorized, by proper lease interest owner
ondSLg

operations associatedwith the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being providedby Equitable ResourcesEnergy Cœpanyas principal and Safeco InsuranceConpanyof kerica as
surety underBudBondNo.MT0576 (Nationwide Oil &GasBond#5547188)whowill be responsible for cœpliance
with all of the tennsandconditionsof that portion of the lease associated with this application.
IN ABOVE SPACE DESCRIBE PROPOBRD PROGRAx: It proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

Coordinator of Environmental
and Regulatory Affairs DATE

V. Me rhumn
(This space for Federal or State oince use)

PERiflT70 i (P tT PATP

9 1993
APPROVED B TITLE DATE

CONOITIONS OF APPROVAL, 17 ANT :

NOTICEOF APPROVAL
80 -217)

- )$ *SeeInstructionsOn ReverseSide - y,

TN'•- " " " Section 1001, makes it a crime for any person knowinely an I willfully to make to any department or agency of 'he
unia.. any false. fictitious or fra ant stateronts or reprr ,tations a any matter within its



WELLLOCATIONINFORMATION

Company/Operator: Equitable Resources Energy Company

API Number 43-013-31394

WellName & Number: 21-25Y

Lease Number: U-64380

Location: NENW Sec. 25 T.9 S. R.16 E.

Surface Ownership:Federal

Date NOS Received May 3, 1993

Date APD Received May 20, 1993

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight(48) hours prior to constructionof location and access
roads.

Location Completion - priorto movingon the drillingrig.

Spud Notice - at least twenty-four(24) hours priorto spuddingthe well.

Casing String and - at least twenty-four(24) hours priorto running casing and cementingall
Cementing casing strings.

BOP and Related - at least twenty-four(24) hours priorto initiatingpressure tests.
Equipment Tests

First Productlon - withinfive (5) business days afternewwell begins or productionresumes
Notice afterwell has been offproduction for morethan ninety(90) days.

For more specificdetailson notificationrequirements,pleasecheck the Conditionsof Approval for
Notice to Drilland Surface Use



SurfaceUse Plan of Operations

"Ifa plastic reinforcedliner is used, it willbe a minimumof 12 milthicknesswithsufficientbedding
(eitherstraw or dirt) to cover any rocks. The linerwilloverlapthe pit walls and be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that couldpuncturethe liner willbe
disposed of in the pit. More stringentprotective requirementsmaybe deemed necessary by the A.O."

Salt Desert Shrub - Fall seeding is preferred and willbe done afterSeptember 15 and before ground
freezes. Spring seeding willbe done prior to April15.

Oil productiontanks and a topsoilpile willbe placedon the south side of the location to help visually
screen human activityfrom ferruginous hawk nests.

Ifhistoric, archaeological,or paleontological resourcesare uncovered during ground disturbing activities,
Balcron willsuspend alloperationsthat wouldfurther disturb such materials and immediately contact the
BLMAuthorized Officer.

The requested emergencypit is hereby approvedunder NTL-2B,SectionVI,subject to the following
Conditions of Approval:

1. The emergencypit shallbe plumbed so produced water can enter only in emergencies.

2. The emergency pit shallbe fenced and the fence maintainedto preventlivestock and wildllfe
entry. Thefence must be kept tautat alltimes. The pitshallbe fenced according to the
minimumstandards listed for the drillingreservepit under Polnt 9E of the Multi-pointSurface
Use and Operation Plan.

3. Any fluids shallbe removedwithin48 hours of theirentry,and disposed of In an approved
manner.

4. The emergency pit shallbe bermed or otherwiseconstructedand maintainedto prevent
entrance of surface water.

5. Tum downs shallbe put on the ends of pipes to direct fluids downward instead of against the
wallof the pit.

6. The pit shallbe kept free of trash.

The reserve pit willbe constructedso as to be capable of holding 12,000 bbis. of fluid and willbe
constructed in an elongatedtechnicat the northside of the welllocation to minimizesoildisturbanceof
the naturaldrainage. The flare pit (notshownon cut sheet) willbe located downwind of the prevailing
windeast of comer 6. Access willbe from the east between comers #7 and #8. The south side of the
location willhave the drainage reroutedto divert aroundthe welllocation but willbe retumed to the near
normaldrainage pattem once the location is



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),

Onshore Oil and Gas Orders, and the approved plan of operations. The

operator is fully responsible for the actions of his subcontractors. A copy

of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being
constructed and/or when well is being drilled. Contact the appropriate

Surface Management Agency for information.
I

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq

Zones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this
office. Copies of State of Utah form OGC-8-X are acceptable. If

noticeable water flows are detected, submit samples to this office
along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by

BLM at onsite) encountered during drilling, will be recorded by depth

and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of

Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., for a 2M system and individual
components shall be operable as designed. Chart recorders shall be

used for all pressure tests.

Test charts, with individual test results identified, shall be
maintained on location while drilling and shall be made available to
a BLM representative upon request.

The Vernal District Office shall be notified, at least 24 hours prior

to initiating the pressure tests, in order to have a BLM
representative on location during pressure



3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimum of one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be
isolated and/or protected by having a cement top for the production
casing at least 200 ft. above the base of the usable water zone,
identified at ± 1,800 ft. If gilsonite is encountered while drilling,
it shall be isolated and/or protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior
to the running and cementing of all-casing strings, is order to have
a BLM representative on location while running and cementing all
casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will not
be used in drilling, testing, or completion operations.

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protection
of fresh water aquifers.

5. Coring, Loqqing and Testing Program

Daily drilling and completion progress reports shall be submitted to
this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the AO. However, DSTs may be allowed to continue at
night if the test was initiated during daylight hours and the rate of
flow is stabilized and if adequate lighting is available (i.e.,
lighting which is adequate for visibility and vaporproof for safe
operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe
to ± 1,600 ft. and shall be utilized to determine the bond quality
for the production casing. Submit a field copy of the CBL to this



Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with 43

CFR 3164. Two copies of all logs, core descriptions, core analyses,
well-test data, geologic summaries, sample description, and all other
surveys or data obtained and compiled during the drilling, workover,
and/or completion operations, will be filed with Form 3160-4.

Samples (cuttings, fluids, and/or gases) will be submitted when
requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well to
be placed in a suspended status without prior approval of the AO. If
operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work
hours (7:45 a.m.-4:30 p.m., Monday through Friday except holidays),
at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5

using form MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance
with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be
construed for oil wells as the date on which liquid hydrocarbons are
first sold or shipped from a temporary storage facility, such as a
test tank, and for which a run ticket is required to be generated or,
the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas
wells as the date on which associated liquid hydrocarbons are first
sold or shipped from a temporary storage facility, such as a test
tank, and for which a run ticket is required to be generated or, the
date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will
be notified when the well is placed in a producing status. Such
notification will be sent by telegram or other written communication,
not later than five (5) days following the date on which the well is
placed on



Gas produced from this well may not be vented or flared beyond an
initial authorized test period of 30 days or 50 MMCF following its
completion, whichever occurs first, without the prior written
approval of the Authorized Officer. Should gas be vented or flared
without approval beyond the authorized test period, the operator may
be directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted and
the operator shall be required to compensate the lessor for that
portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2,

3162.7 3, and 3162.7- shall be submitted to the appropriate District
Office within thirty (30) days of installation or first production,
whichever occurs first. All site security regulations as specified
in Onshore Oil & Gas Order No. 3 shall be adhered to. All product
lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be obtained
from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of
the well for abandonment. This report will indicate where plugs were
placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work
required by the approved APD or approved abandonment notice has been
completed to the satisfaction of the AO or his representative, or the
appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank
battery.

All off-lease storage, off-lease measurement, or commingling onlease
or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from the
wellhead to the meter and within 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or



The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first three months on new meter installations and at
least quarterly thereafter. The AO will be provided with a date and
time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will
conform with Onshore Oil & Gas Order No. 4 for liquid hydrocarbons
and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the operating
regulations at Title 43 CFR 3162.4-1(c), requires that "not later
than the 5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a well which has been off
production for more than 90 days, the operator shall notify the
authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of .the date on which
such production has begun or resumed."

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000 per
violation for each day such violation continues, not to exceed a
maximum of 20 days. See section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature
date. An extension period may be granted, if requested, prior to the
expiration of the original approval



In the event after-hours approvals are necessary, please contact one
of the following individuals:

Gerald E. Kenczka (801) 781-il90

Petroleum Engineer

Ed Forsman (801) 789-7077

Petroleum Engineer

BLM FAX Machine (801)



EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily
hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes
Oil and gas service company wastes, such as empty drums, drum
rinsate, vacuum truck rinsate, sandblast media, painting wastes,
spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting
or containing nonexempt waste

Refinery wastes
Liquid and solid wastes generated by crude oil and tank bottom
reclaimers

Used equipment lubrication oils
Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes
Boiler refractory bricks

Incinerator ash
Laboratory wastes

Sanitary wastes
Pesticide wastes
Radioactive tracer wastes
Drums, insulation and miscellaneous
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

NAME OF COMPANY: BALCRON 43-013-31394

WELL NAME: BALCON FEDERAL 21-25Y

Section 25 Township 9S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED: Date 9/8/93

Time

How DRY HOLE

Drilling will commence

Reported by DENNIS INGRAM-DOGM

Telephone #

Date 9/10/93 SIGNED
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Form 3160-5 UNITED STATES .
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
" i,'¡,","'a ch

310 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designalíon and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATIONFOR PERMIT-" for sucli proposals

7. If Unit or CA. Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Well

11 e O&er
8. Well Name and No.

2. Name of Operator Bal CTOn Federal 21-25Y

Equitable Resources Energy Coinpany (Bal cron 0il Division) 9. AP1 WelI No.

3. Address and Telephone No,

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10, Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MODUment Bütte/Green RiV€f

NE NWSection 25, T9Si R16E
' 11. County or Parish, Slate

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRlATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORÌ,OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent O Abandonment O Changeof Plans

O a....,,,,io. O sewc......co..

Subsequent Repon O rios,s., s.ca O Non-Roudne Fracturing

O c...., ace.., O Water Shut-Off

O Final Abandonment Notice O suer.., e..... O 0...........2.32.6..

Other Change in rig O DisposeWater
(Nole: Reportresullsar mukipiccompletiononWell

('ompletion or Recompletion Itcport and I.ogiorm.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinentdetails, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

Sive subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well will be drilled by Molen Drilling Rig #1 rather
Rig #17 as indicated in the APD. Attached are EXHI T
which are to replace those Exhibits in the AP

14. I hereby e foregoin is e and correct Oordi nator of Environmental
¿pg ,

and Regulatory Affairs oate September 8, 1993

(This space iral t te o see use)

Approved by Title Date

Conditions of approval, if any:

|

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wlufuny to make to any department or agency of the United States any false, fictitious or fraudulent statements |
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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EXHIBIT "D"
Page 1 of 2

Equitable Resources Energy Company
Balcron Oil Division

DRILLING PROGRAM

WELL NAME: Monument Butte Area PROSPECT/FIELD: Monument Butte
LOCATION: Twn.98°Rge.16E & 17E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: SEE APD COVERSHEET

HOLE SIZE INTERVAL

12 1/4" O to 260'
7 7/8" 260 to T.D.

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 #|Ft J-55
Production Casing 0 T.D. 5 1/2" 15.50#|Ft J-55

(All Casing will be new, ST&C)

CEMENT PROGRAM

Surface 150 sacks 75% Class "G" 25% Poz with 2% CaCl and
1/4 #|Sk Flocele.
( Cement will be circulated to surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.

PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 260 N.A. N.A. N.A.
Air/Air Mist|KC1 Water 260 T.D. 8.7-8.9 N.A. N.A.

depending on the drilling contractor either:
a.) Drilling will be with air from surface to as deep as ho3mditions

allow. 2% KCl fluid will be used for the remainder of the hole.
b.) Drilling will be done using 2% KCl wiker and gel.

COMMEN

o cores or DST's are planned.

SEPi Û1993

DMM/8/27/93 DIVISIONOF
OIL,GAS&
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EXHIBIT "D"
Page 2 of 2

BALCRON OIL CO.

Operator: BALCRON OIL Well Name: MONUMENTBUTTEAREA

Project ID: Location: Monument Butte, Utah

Design Parameters: Design Factors:
Mud weight ( 9.63 ppg) : 0.500 psi/ft Cottapse : 1.125
Shut in surface pressure : _2280 psi Burst : 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psifft Buttress : 1.60 (J)
Tensite load is determined using air weight Body Yield : 1.50 (B)
Service rating is **Sweet" Overputt : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) .

(feet) (in.)

SFC *
SEE APD

1 TO TD 5-1/2" 15.50 J-55 ST&C COVER SHEET 4.825

Collapse Burst Min Int Yield · Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi)
.

(kips) (kips)

1 2850 4040 1.418 2850 4810 1.69 88.35 202 2.29 J

Prepared by : McCoskery, Billings, MT
Date : 11-30-1992 (Revised 8/30/93)
Remarks :

The mud gradient and bottom hole pressures (for burst) are 0.500 psi/ft and
2,850 psi, respectively.

NOTE: The design factors used in this casing string design are as shown abovè. As a general guide-

line, Lone star steel recomends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 • 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are basedgen a 1990 pricing modet. (Version 1.0G)

DIVISIONOFOIL,GAS&
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Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudgeptirBure

a ch 31 9 3

BUREAU OF LAND MANAGEMENT 5. Lease Designadon and Serial No.

U-64380
SUNDRY ÑOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a
Use "APPLICATIONFOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
I. Type of Well

°vän O °w".il O om., 8. Well Name and No.

2. Name of Operator Balcron Federal 21-25Y

Equitable Resources Energy Colupany j8alcron Oil Division) 9. API Well No.

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MODUment Butte/Green RiVer

NE NWSection 25, T9S, R16E ' 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nodce of Intent Abandonment Change of Plans

O a....,,coon O s.w cousin.cuan
Subsequent Repon Plugging Back Non-Routine Fracturing

O casi., aer.., O Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to injecdon

other spud of wel l O Dispose Water
(Note: Report resulta of multiplecompletion on Well

Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates. including estimated date of starting any proposed work, if well is directionally drined,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was spud at 10:30 a.m. 9/7/93 - dry hole spud.

3EP 1 0 1993

DIVISIONOF
Olt, GAS&MININ

14. I hereby the foregoi is true and correct ÛOordinator of Environmental
24,,4 RW7dh vide and Regulatory Affairs September 8, 1993

(This space ral it o ce use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurilidiction.
*See Instruction on Reverse



Form 3160-5 UNITED STATES
FORM APPROVED

(June1990) DEPARTMENT OF THE INTERIOR
"" ,"J'gaNoh 310 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If1ndian, AllottecorTribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TR/PLICATE aja
1. Type of Well

O °van O °w','n O o..,
8. Well Name and No.

2. Name of Operator
Bal CTOn Federal 21-25Y

Equitable Resources Energy Company (Balcron Oil Division) 9. API Well No.

3. Address and Telephone No.
...

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec,, T., R., M., or Survey Description) MOnument Butte/Green RiVer

NE NWSection 25, T9S, R16E H. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

Ð Nodce of Iment Abandonment Change of Plans

O accompt.co. O New Construction

Subsequent Repon Plugging Back
Non-Routine Fracturing

O Casing Repair Water Shut-Off

O Final Abandonment Notice O a.rin, c..is, O convers,..,oinsecco.

Other change in ririlling Disposewater
(Note: Reportrestiksof multipiccompletiononWell

water sour ce Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

I

Operator plans to use the Joe Shields water source (Application 57708, Permit
47-1674) for the source of drilling water for this well.

I CONFlDFþ¾k
3EP 13$93

ACCEPTED BYTHE STATE
OF UTM DMSiON OF DMSION OF

14. I hereby c e foregoing rue and correct COO i

N

Title and Regulatory Aff rs oat, 9/9/93

Approved by
Title

Date

Conditions of approval, if any:

Tído 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



STATE OF UTAII
DIVlSI0tl Of GIL, GASAND MINING OPERAfon EQUITAUBLE/BALCRON OPERATORACCT. NO. N 9890
ENTITY ACTION FORH - FORM 6 ADDRESS

ACfl0N CURRENT NEW API NUMßER WELLNAME WF1 10CATT0t! SPUD EFFECTIVECODE ENTITY HO. ENTITY NO. -
• QQ SC TP RG COUNTY DATE DATE

A 99999 11530 43-013-31394 BALCRON FEDERAL 21-25Y NENW 25 9S 16E DUCHESNE 9-8-93

WELL 1 COMMENTS: *ORIGINAL ENTITY FORM BEÍNG MAILED BY EQUITABLE/BALCRON ASAP. (RELAYED ENTITY # OVER THE PHONE)

O WELL 2 CONHENTS:

WELL 3 CDHMENTS:

WELL 4 COMMENTS:

0
WELL 5 CONNENTS:

ACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only) I . CORDOVA (DDIGT()
B - Add new well to existing entity (group or unit well) Signature
C - Re-assign well from one existing entity to another existing entity
a - Re-assion well from one existing entity to a new entity AISIIN. IdiAIntST 10-14-93
E - Other (explain in comments section) . Title Date °

NOTE: Use COMNENTsection to explain why each Action Code was selected. Phone No. ( )



SEP 24 '93 09:41AM BA ON OIL DIV P.1/1

DAILY OPERATING REPORT

BALORONPERERB&AB e&&¾
Locations NE NW section 25, ?98, Ri6E
Ducheane County, Utah
500' PNL, 1980' FWL
PTDt 8650' formation: Green River
Konument Butte Field
Blevationes 5684.9' GL
Contractors Molen Drilling Rig 1Operatort Saloron/BREC
Spud: 9-7-93 - dry hole spud
Casing: 8-5/8" 282' XB

9-2-93 Finish location & road.
9-7-92 Move Leon Ross Air Drilling on & drill surface hole to275*. SPUD 10:30 a.m. 9-7-92.

9-8-92 Run 8-5/8" esg & cmt by Halliburton. Guide shoe -

.70';1 jt 8-5/8" 24# shoe jt 45.20'; insert; 5 jts 8-5/8" 24#csq 226.05*. Molen KB 13'. Set © 282', Centralizers.Omt by Halliburton w/150 sxe Class "G" 2% CCL & 1/4#/sxflocele. Good ciro had 5 bble omt return. Plug down 2p.m. 9-8-93.
CC: $30,932

9-21-93 TD: 282'
Present operation: shut down until Thursday
MIRU. NU BOP & manifold. Shut down until Thursdaymorning.
DC: $488 CC: $31,420

9-24-93 TD: 984* (702') Day 1
Formation: Uintah
MW 8.4 VIS 27 pH 11
Present operation: Drilling
Test BOP & manifold to 2000# - OK. Surface cag would nottest. Run test plug in & pressure to 1500# - OK. Drillomt, drill ahead, & survey.
DC: $10,738 CC:



P.1/1»LF ¿Y '93 08: b1HM BHLCRON OIL DIV

O
Page 1 of 1

Balcron Oil
DAILYOPERATINGREPORTDATSt 9/27/93

**PARTNER'S REPORT**

BALORON FEDERAL ARA- ST Operator: Baloron/EREC
BOC WI: 50%
Locations NE NW Section 25, TBS, R165---TIGHT NOLE•-- Duchoane county, Utah
Prospect: Green River

9-25-93 TD: 2,135' (1,151') Day 2
Formation: Green River
MW 8.4 VIs 27 pH 10
Present Operation: Drilling
Drill, survey, clean & paint. Had hole in pit liner but found it& repaired it - OK now.
DC: $14,658 CC: $56,816

9-26-93 TD: 2,854' (729') Day 3
Formation: Green River
MW 8.3 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, trip for bit. Cone locked up, had 155 total hra onhit. Drill ahead.
DC: $10,258 CC: $67,074

9-27-93 TD: 3,623' (759') Day 4
Formation: Green River
MW 8.4 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, clean & paint,
DC: $10,039 CC: $77,113



SEP 30 '93 09·52AM BA R L DIV P.1/1

(IF

DAILY OPERATING REPORT

BADORORRROBRAL #01•251 •--TIGHT NOLE--

Locationt HE NW Section 25, 798, RL68
Duchesne County, Utah

9-26-93 TD: 2,864' (729') Day 3
Formation: Green River
MW 8.3 VIS 26 pH 10
Present operation: Drilling
Drill, survey, trip for bit. Cone locked up, had 155

total hrs on bit. Drill ahead.
DC: $10,258 CC: $67,074

9-27-93 TD: 3,623* (759') Day 4
Formation: Green River
MW 8.4 VIS 26 pH 10
Present operation: Drilling
Drill, survey, clean & paint.
DC: $10,039 CC: $77,113

9-28-93 TD: 4,232' (609') Day 5
Formation: Green River
MW 8.3 VIS 24 pH 9.4
Present operation: Drilling
Drill, survey, & clean on rig.
DC: $8,670 CC: $85,783

9-29-93 TD: 4,740' (508') Day &
Formation: Douglas - 3
MW 8.3 VIS 26 pH 9.4
Present Operation: Drilling
Drilling & survey.
DC: $6,973 CC: $92,756

9-30-93 TD: 5,275' (535') Day 7
Formation: Green River

MW 8.3 VIS 26 pH 9.4
Present operation: Drilling
Drill, survey, & rig service.
DC: $6,419 CC:



OCT 01 '93 09:58AM BA OF L DIV P.1/1

Page 1 of 1

Balcron Oil
DAILY OPERATING REPORT

DATE: 10/1/93

**PARTNERS' REPORT***

BALCRONFEDERAL #21-9Y Operatort BREC/Baloron
BOD WI: 50%

--TIGHT HOLE-- Locations NE NW Section 9, T98, R161
Duchesne County, Utah

Prospect: Monument Butte

9-30-93 Completion
Start pumping $ 2 p.m. 9-30-93. 74" stroke - 4 SPM
DC: $856

BALCRON FEDERAL #21-25Y Operator: Baloron/EREC
BOC WIs 50%
Location: NE NW Section 25, TSB, 21611

---TIGHT HOLE--- Duchesne County, Utah
Prospects Green River

10-1-93 TD: 5,650' (375') Day 8
Formation: Green River/Black Shale
NW 8.3 VIS 28 pH 9.4
Present operation: Ciro, WO loggers.
Drill to TD © 5650' 4:15 a.m. 10-1-93. Circ & cond to log.
DC: $6,104 CC:



OCT 09 792 09:5.dCM B N OIL DIV P.1/1

DAILY OPERATING REPORT

BALCRON FEDERAL #21-25Y ---TIGHT NOLE---
Location: NE NW Section 25, TSS, R16E
Duchesne County, Utah

10-2-93 TD: 5,650' (0') Day 10
MW 8.3 VIS 28 pH 9.4
Present Operation: RU RIH 5-1/2" cag,
Cire for logs, TOH to log. Strap pipe, RU HLS loggers.
TIH w/drill collars & WP, WOO. Finish tIH to LD string.
Circ & cond to run 5-1/2" cag. LD string, RU to run 5-
1/2" esg.
DC: $18,028.86 CC: $123,307.61

10-3-93 TD: 5,650' (0') Day 11
Present Operation: RDMO
Run 5-1/2" esg. 130 $ts new 15.5#, K-55, LT&C, 1-3, BRD
APO esg (5621.94'. Set 6 5636.94' KB. PETD: 5592.24'
KB.
130 jts 5621.94'
Guide shoe 1.00'
Float 1.00,
Rig KB 13.00'
Shoe joint 44.70'
PBTD: 5392.24 KB
Circ 5-1/2" ceg, cmt w/lead 215 sxs Highlight "G , 12% D-
20, 1% D=79, 1/4#|SX D~112, 5% D-44, 2% D-46, 1/4#|SX D-
29. Tail omt'd w/ 294 sxa Class "G", 6% D-60, 28 D-136.
Displaced w/133 bb1s fresh water, bump plug </1400#.
Plug down § 11:30 a.m., release float hold. ND, set slip
& clean mud tanks. Rig released G 3:30 p.m. 10-2-93.
DC: $46,015.24 CC: $169,322.85

10-4-93 Completion
Location clean up. RU Schlumberger & run Bond Log from
PETD to 3500' and from 2120' to 1680'. Cemert Top 8
1800' KB.
DC: $4,654

10-7-93 Completion
MIRU Basin Well service Rig #2. TIH w/2-7/8" t ig', EUE,
J-55, SRD, 6.5#, 180 jts. Tag PBTD $ 5532' KT. Ciro
hole clean w/122 bbl of KCL wtr. TOOH w|tbg scraper &
bit. RU Schlumberger to perf 4632'-40 6 holes; 4 54'-58'
4 holes, 4790'-94' 4 holes. RD schlumberger, "IH w/BP
retrieving head, packer, SN, & 2-7/8" tbg. Sat BP O
4814' KB, set packer @ 4757' KB.
DC:



1 406 245 1361
OCT ES '53 03-1SPM N OIL DIV P.5/S

DAILY OPERATING REPORT

--TIGET HOLE---
Locations NE NW section 25, T98, R168
Duchesne county, Utah

10-14-93 Completion
CP - 0. RU Schlumberger to perf 4367f-711 KB. RD Schlumberger.
TIH w/5-1/2" RBP, 1 jt 2-7/8" tbg, one 5-1/2" packer SN, & 2-7/8n
tbg. Set BP O 4425' KB, set packer § 4300' KB, RU Western to
breakdown perfs 43677-71'. Refer to treatment report attached.
Flowed back 22 BW, RD Western. TOOH w/tbg & packer. SWIFN. Load
to recover 445 BW.
DC: $7,559

10-15-93 Completion
RU Western to frac refer to treatment report attached. Pressure
test surface equipment to 4800 psi - OK. Frac well w 11,340# 16/30
sand in 166 bb1s fluid. Load to recover 611 BW. S IFN.
DC' $15,440

10-16-93 Completion
CP - 500 psi. Bleed well down, flow back 1 SW. TIH w BP retrieving
head, 1 Jt 2-7/8" tbg, 5-1/2" packer, SN & 2-7/8" tLg, tag sand 6
3971' KB. Cire well clean to 4410' KB, set packer § 4300' KB.
Made 13 swab runs, recovered 57 BF, 52 wtr, 5 oil. Last 2 runs,
wait 30 min, 200' of fluid entry 1/2 hr. Last 2 cons 10% oil.
Release packer, tag sand 4 4405' KB, circ clean to BP (4425'KB)
release BP & TOOH w/ttg, SN, pacRer, 1 jt tbg, retrieving head &
BP. SWIFN. Load to recover 559 BW.
DC: $2,309

10-18-93 Completion
CP - 50 psi. TIH w/production string as follows:
1 jt 2-7/8" thg EUE J-55, Brd 6.5 set @ 4868.54'KB
1 perf sub 2-7/8" x 4' 4.10 4638.19'KB
1 seat nipple 1.15 4E34.09/KB
15 jts 2-7/8" tog EUE J-55, Ord 6.5# 471.83 4632.94'KB
1 tog anchor 2-1/2" x 5-1/2" 2.75 4:61.11'KB
141 jts 2-7/8" tbg EUE J-55 Brd 6.5# 4346.36 4:58.36'KB
ND BOP,s et tbg anchor w/11" on tension. NU wellheid. TIH w/the
following:
1 BHP 2-1/2" x 1-1/2" x 16' RHAC w/CB & PA plunger
192 rods 3/4" x 25' plain
one 3/4" x 8' pony
one 3/4" x 6' pony
one 1-1/4" x 16' polish rod SM
Pressure tbg to 1000 psi - OK. Clamp rods off. R3MO - load to
recover 559 BW.
DC: $8,750

10-28-93 Surface Equipment Hookup. Start pumping 4:30 P.M.
DC:



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bure

a ch
31004 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-64380
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allouce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement DesignatÏon
SUBMIT IN TRIPLICATE ,¡g

1. Type of Well

11
Wac11

Other
8. Well Name and No.

2. Name or operator Bal cron Federal 21-25Y
Equitable Resources Energy Company (Balcron Oil Division) 9.APIWellNo.

3. Address and Telephone No.

P.0. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MORUment BUtte/Green Ri Ver

NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

N tice of Intent Abandonment Change of Plans

O accompleños O New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

O cas,asaen.., O Water Shut-Off

O Final Abandonment Notice Ahering Casing Conversion to Injecnon

Other RepÎßœœOt ¶Í g far Dispose Water
(Note: Reportresultsof multiplecompletionon Well

Completion or Recompletion Report and 1.ogform.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Wewill be using a cœpletian rig an this æll.

GOT0 6 1993

DMSION OF
iL,GAS &MINW

14. I hereby certi foregoing is te and correct ÛOordi nator of Environmental

Signed Tide and Regulatory Affairs DateŒŒ 4 1W3

(This space ral or4ta o cc use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction, i

*See Instruction on Reverse



1 406 245 1361
,
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. - P.2/2

.OCT 12 '93 09:35AM B .ON OIL DIV

| ÿ2 ÂVe == w aBAldRON Ott DIVBION

017

Date of Treatment
WellN e ¿L -

e ' -DV SEC.Z TWN NReid #f(MIA / ounty. O /
_ State

Formation/Perforations

Treatment type: M# /-TAC
TotalNumberofHoleaTreatmentCompony: £5227

dgyVolume Fluid Cono, she \blume

Gal,
Gol,

TOTALFLUIDPUMPED got Acid
00E fluid

TOTALSANDVOL. de d Ibs, /Á/ 3& sand
Ibs, / sand
Ibs. I sond
Ibs, / bauxite

Flushed well with gol, of X old
ballseolerswerepurriped,W9800\lqqtl9nseen?§atrelsof LoodtoNeooverÄf f BLTR.

Avg, Treating Pressure =
.. pai, max = NW pal, min = ÄNÑO pal.

AV@.Îf66tlñ§ale= $# bpm, max= An Ž bpm, min. A2 a V bpm,
ISIP-..MM psi,5min.= /'//A pil,10mln,=2//. pel,ismin.agi pal,Wellwillbeshofinfor -hrs, beforebringingbackfluid



OCT 14 '93 09:06AM BP ON OIL DIV P.1/1

v smi
DAILY OPERATING REPORT

(CI 14 693BALCRON FEDERAL #21-2AX --•TIGHT HOLE---
Locations NE NW Bootion 25, T98r 216E
Duchesne County, Utah DNISIONOF

Olt.GAS&MINING10-8-93 Completion
RU Western, Zone 1 (4790-94'). Press up 4000#, would not
break down, Release packer, retreive BP, move to zone II
(4654-68'), would not break down, 4000#. Release packer,
retreive BP, move to 3one III (4632-40'), Broke Lown
3800# - 2400#, Rate 4.0 BPM, started balls, 4000# balled
off, ISIP 1400#, Injection test 3000#, 28 bbl. Rate 4.4
BPM, ISIP 1450#, Noved packer & BP down to Bone I to Epot
acid. Spoted acid, press 4000#. Won't go. Reverse scid
out. Mover packer & BP to Bone II, broke down but
communicated w/Zone III. Moved packer abova Zone 3II,
treated both zones (See treatment report). TOH wjBP,
packer, tbg, RU Cutter Wireline to reperforate Zone I
(4790-94') 2 SPF. Perforate well, RD Wire Line, TIH
w/packer & tbg. SWIFN. Fluid to recover 182.8 bbls.
DC: $7,270

10-9-93 Completion
Finish TIH w/packer & tbg. Set packer @ 4751', RU
Western, Test line 5000#.Break down 4200# - 2500#, 41bl,
rate 4.0 BPM, start ball sealers, 2400#, 12 bbl, rate @
4.0 BPM. Balls on 2900 #, 32 bble, rate § 4.4 BPM, ISIP
2100#. Surge balls, start injection test, 2700#, 4.6
BPM. 5 min 1800# SIP, 10 min 1650# SIP, 15 min 1600#
SIP. RD Western. TOH w/packer & tbg. Fluid to reccver
54.5 bbls. (This zone did not ball out).
DC: $2,014

10-11-93 completion
RU Western to frac. Refer to Treatment Report attached. Pressure
test surface equipment to 4000 psi - OK. RD Western. SWIFN. Loadto recover 580 BW.
DC: $21,723

10-12-93 Completion
CP - 1228 psi. Flow back 20 BW. TIH w/1 jt 2-7/8" thy, 5-1/2"
packer, SN, & 2-7/8" tbg. Tag sand fill § 5316' KB, set packer @
4600'. Made 34 ewab runs, recovered 130 BW, trace of oil, & sand.
SWIFN.
DC: $1,940

10-1;iB3 Completion
CP - 0, TP - 50#. Fluid level § 3200'. Made 5 swab runs,
recovered 22 BW, 9 oil. Swabbed down to SN 1st 9 run . Made 1 run
every 1/2 hr from 9 a.m. to 12 noon, 200' of entry run. Unset
packer, circ hole clean to 5565'. TooH w|tbg & packer. Load to
recover 428 BW.
DC:



1 406 245 1361
OCT 15 '93 11:33AM RON OIL DIV P.2/2

g g"o^Œc"NRCES TREAfMENTREPOlif
AM.CirONOll. DIVISION

Date ofTreofment: 9 ~ÊL

WellNome di ...1.

/~ÄA? SEC.
N^ TWN..?A RNG, /Á$

Fleid County'Áì¾Åd·tuL State /A
Formation/Perforations: 57

Treatmenttype: /T'C^Ä en TotalNumber ofHoles Ÿ
Treotment Company : Sand Cherocteristlos
Volume Fluid Cono. Size \blume

'

Gal.
Gol.
Gol.

Gat / 4
Gal. /
Got . . / #
Gol . /

TOTALFLUIDPUMPED: gol Acid
Onl fluid

TOTALSANDVOL,i Ibs. I sond
Ibs. / send

«lbs. / sand
Ibs. / bauxite

Rushed well with got of
ball sealerswere pumped. Was ball action seen? /gr // //

Borrelsof Loadto Recover BLIR.
Avg. Treoting Þressure - A psi, max = 4t'fde pst min =. - PSI
Avg.Treatin Rote = /d bpm, max= AJ bpm, min= bpm.
ISlP= A psi, 5 min.= pst 10 min,._ psi, 15min Pal.
Wellwillbe shutin for hrs, before bringingback fluid.
REMARKS:, 4Ë ABO j'4/ ,1 / / AT



1 406 245 1361
P.2/2

West in ompany atment Report
Date

.

• li' 93 District LAAntip F. Receipt n'); Operator Ûduted Ôn Çç.Lease r)( ML WellNo. i - kr FieldAdu au ßer7/t< Location Jak - 7 'Î f ' Á'/MCounty and LNA State 9 7 StageNumber ThiszoneO T is Well git
OGO NGO NO 000 WOO \WO Miso,Q OepthTD/PS Formation yl42 Ñnx¾xxamak"'aa Tubing Size WT. - Set at: - Type Packer Set At

,,

7•-GesingSize È¢, WT.IL Set From $3ymyt To To UnerSize - Wi. --LinerSet Prom - . To - Open Holo:Size -· From To - CasingPedo ationsSize « 'IHolesPerFoot Intervals 43/07- (' |Previous Treatment A//g Prior Prodvetlen #
Pad Used: Yesg NoD Pad Type. ( Jtf4t^
Treating FluidType: FoamD WaterQAcid0 0110 Treat. FluidVol. JyB. Gat.BaseFivid Type (X/hil(, f Base FluidVol. y ‡¼ Gal'

Tu ing Cap **
Foam Qual.: % MitcheitDSlurryDSurfaceQDownheigQTotalPropQiy, V Lbe' Os logCap, /¾9Prop Type; Sandy WP·10 WP-30 Baux,0 Othe'

N '.4F Cap.Prop MaanSizes,TypesandQuantities14(10 - // J v'
Op n HoleCap.HoleLoadedWith eÑ ¿ yd M TreatVia; TubingD Casingg Angl,D Tubing&Anul.QFlui toL.cadBallSealers: In "' Stagesof -
Pad Volume H.Typesand NumberofPumpsUsed - /00 reetingFl

o 3
AuxiliaryMateriate

.gggy .

TreatingPteggere-Poi 6tu 8 3. CO B 8 Rate Ni Rate
Com entiÞumped PM pp 744 GM Pumped A N$7Þ Annulus Stago Totet S(ape Tola( Štago TÖfoE

73L rJkn ~
- k roV

MP 4

7'20 hva I
INuf Audel

Treating Pressure:Min. At t Max. ?Jo Avg, o CustomerRepresentativent Ô¾ tÍt de WInj.Rate en Treating Flvld RateonFlush / WesternRepresentative·¶ B AMy 4Avg,Inj.Mate l',4 .S.O.P. 0Ò Flush Dens,(b.igal / Distribution $^M ON
, ..

Final Shut in Frenewe
,

,

in
, Minglesparatore MaximumPresaute 0 0 (4

Aecommendation10



Dut·wood Johnson 3118 AVENUE F

Petroleum Geologist
BILLINGS, MONT4A8N7A259102

OCT1 8 n'

DIVISION -

OIL,GAS& MIN

October 13, 1993

State oF Utah
Division of Oil, Gas S Mining
355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180

Reference:
Balcron Federal No. 21-25Y
NE¾NW¾ Sec. 25-T9S-R16E f.Ô/f...ff
Duchesne County, Utah

Gentlemen:

Enclosed are two copies of the geological report on the
referenced well.

If you have any questions, please contact me.

Sincer ly,

Durwood J neon

DJ/jb
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GEOLOGICAL WELLSITE REPORT

Balcron Oil Company
Federal No. 21-25Y

NE¼NW¾ Sec. 25-T9S-R16E
Duchesne County, Utah

I
i
I
i
i
I
i

Durwood Johnson

i Petroleum Geologist
3118 Avenue F
Billings, MT 59102
(408) 658-4782

i
i
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l
DATA SHEET

OPERATOR: Balcron Oil Company

W WELL NAME: Federal No. 21-25Y

I LOCATION: NE¾NW¼ (500' Fnl-1980' fwl) Section 25, Township
9 South, Range 18 East, Duchesne County, Utah

AREA: Monument Butte Fieldi ELEVATIONS: Ground 5890' KB 5703'

DRILLED OUT: September 23, 1993 © 2:15 PM

REACHE0 T.O.: October 1, 1993 @ 4:15 AM

COMPLETED: October 2, 1993 © 11:30 AM

STATUS: Cased for oil completion

HOLE SIZE: 124" Surface-282' 7 7/8" 282-5650'

TOTAL DEPTH: 5850' Oriller 5852' Logger

ORILLING FLUID: Kol Water BSC-T.O.

SURFACE CSG.: 8 jts (269.15') 8 5/8", 24 lb, K-55 set at 282'
KB. Cemented with 150 exs Class "G", 2% CaCl2'
k lb/sx cello flakes.

PRODUCTION CSG.: Ran 130 jts (5821.94') 58", 15.5 lb, K-55, LTSC,
R-3. Set @ 5838.94' KB. Cemented with 215 exs

i Highlight "G", 12% 0-20, 1% 0-79, N lb/sx 0-112,
5% 0-44, 2% 0-48, X 1b/sx D-29. Teiled with 294
exs Class "G", 8% D-SO, 2% 0-138. Plug down ©
11:30 AM 10-2-93.

DSTs S CORES: None.

LOGGING: Halliburton Engineer: Eratt Vernal, Utah
1: OLL w/MSFL BSC-T.O.
2: LOT/CNL w/Gr S Cal 3800-T.0.

MUD LOGGING: Manaco Services Loggers: Crocker, HofFman

CONTRACTOR: Molen Drilling Rig 1 Chuck Doornek, Toolpusher

SUPERVISION: Al Plunkett, Billy Froman

GEOLOGIST: Durwood Johnson
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T9S, R16E,S.L.B.&rM. EOUITABLERESOURCESENERGYCO.
BASISOFBEARING N 89'51 W

°

(GLO) ELL LOCATION.BALCRONFEDERALf21-25Y.
,, LOCATEDASSHOWNIN THENE1/4 NW1/4" OFSECTION25. T9S.R16E.S.L.B.& M.
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i
FORMATION TOPS

I
GR-OLL KB 5703' Depth Datum Reference Well *

TERTIARY

Unita Surface

Green River 1324 +4379

2nd Garden Gulch 3584 +2139 54' High

Yellow Marker 4180 +1523 80' High

Douglas Creek 4331 +1372 82' High

R-1 Sand 4387 +1338

R-5 Sand 4509 +1194 64' High

2nd Douglas Creek 4582 +1141 83' High

G-1 Sand 4629 +1074 89' High

Green Marker 4694 +1009 64' High

G-3 Sandstone 4778 + 927 SO' High

Carbonate Marker 5188 + 517 84' High

B-3 Sandstone 5388 + 315

8-4 Sandstone 5470 + 233 NP

i Uteland Carbonate 5820 + 83 NP

* Reference Well:

i Lomax Federal 9-23
NE'/4SE'/4 Sec. 23-TSS-R18E
Duchesne County, Utah
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i
WELL HISTORY

Day Date Depth Operation Activity Presious 24 Hrs. 6:OOAM-8:OOAM

i 1993
1 9-24 990 Drilling Complete rigging up. Test BOPs,

Held 0.K. Pick up 5 0Cs and test cas-

i ing to 2000 psi. Trip in hole with Bit
1. Orill cement 210-282'. Drill out @
2:15 PM 9-23-93. Orill from 282 to 990'.
Made 708' in 15 3/4 hrs.

I 2 9-25 2135 Drilling Drill and survey 990 to 2135'. Made
1145' in 22 3/4 hrs.

3 9-26 2885 Drilling Drill and survey from 2135 to 2417'.
Trip For Bit 2. Cut drilling line.
Drill from 2417 to 2865'. Made 730' in
19 1/4 hrs.

4 9-27 3635 Drilling Orill and survey from 2885 to 3825'.
Made 780' in 23 hrs.

5 9-28 4232 Drilling Drill and survey From 3825 to 4232'.
Made 807' in 23 1/2 hrs.

8 9-29 4739 Drilling Drill and survey from 4232 to 4739'.
Made 507' in 23 1/2 hre,

7 9-30 5273 Drilling Drill and survey from 4739 to 5273'.
Made 534' in 23 1/2 hrs.

8 10-2 5850 Circu- Drill and survey from 5273 to 5850'.
lating Reached TO @ 4:15 PM 10-1-93. Made

i 377' in 21 1/2 hrs. Circulate for
logging. WOL.

I 9 10-3 5650 Tripping WOL. Trip out to log. SLM 5882.12'-
Board 5881.18'. Rig up loggers. Log-
ging. Rig down loggers. Trip in drill
collars S weight pipes. WOO. Trip to
TD. Circulate. Trip out laying down.

10 10-3 Rig up to run 5½" production casing.

I Run casing. Cement. Plug down @ 11:30
AM. Rig released @ 3:30 PM 10-2-93.

I
i
I
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Balcron Federal No. 21-25Y

NENNWNSec. 25-T9S-R16E
Duchesne County, Utah

SAMPLE DESCRIPTION

Geologist at wellsite at 1000 feet. Samples legged and caught by
Monaco Loggers. Sample quality is Fair to good unless noted
otherwise. Sample descriptions are adjusted to Dual Induction

i depths with shows underlined. Samples caught at the following
intervals:

I 50' 1500-3800
20' 3800-5850

GREEN RIVER 1324 (+4379)

1800-1850 Marl, tan, light brown, dolomitic, dense; grades to

I Dolomite, crypto-microcrystalline, reddish ten. light
brown, very argillaceous, dense; streaks Shale, light
gray, reddish tan, dolomitic.

1850-1700 Dolomite, crypto-microcrystalline, tan, light brown,
brown, argillaceous, dense; grades to Marl, as above;
Shale, as above.

1700-1850 Dolomite, micro-cryptocrystalline, reddish tan, brown,
limey, very argillaceous; grades to Marl; streeks

i Shale, ten, light gray-tan, dolomitic; @ 1800
increased Shale, light gray-brown, dolomitic.

I 1850-1950 Dolomite, crypto-microcrystalline, tan, brown,
gray-tan, very argillaceous; grades to Marl, limey;
streaks Shale, light gray-tan, dolomitic.

1950-2000 Shale, light gray, pale dark green, chunky, slightly
dolomitic; Dolomite and Marl, as above.

I 2000-2050 Dolomite, crypto-microcystalline, bright tan, reddish
brown, very argillaceous to shaly; grades to Marl;
Shale, as above.

2050-2100 Dolomite, as above, becomes primarily microcrystal-
line, limey; Marl, as above; streaks Shale, gray-tan,
tan, dolomitic.

2100-2150 Dolomite, crypto-microcrystalline, gray-brown, brown,
bright ten, shaly, limy; grades to Marl, gray-brown,
brown.



2150-2350 Marl, gray-brown, dolomitic, dense; streaks Dolomite,
as above.

I 2350-2400 Marl, as above; streaks Limestone, earthy, micro-
crystalline, bright ten, cream-tan, ergillaceous;
streaks Dolomite, cryptocrystalline, light brown, red-

i brown, earthy, limy, argillaceous to shaly; trace
Sandstone, very Fine grained, tan, silty, good
sorting, non-calcareous, appears tight, several

I clusters with light tan stain, bright whitish yellow
Fluorescencet Fairly strong bright light yellow cut.

2400-2450 Shale, light-medium gray, chunky, slightly to moder-

I ately calcareous; streaks Limestone, earthy, light
gray, argillaceous; streaks Sandstone, very Fine
grained, light gray-white, fair-good sorting, sub-

I angular, calcareous, no visible porosity, trace brown
stain, fluorescence and cut as above.

2450-2500 Shale, light gray, greenish cast, platy, soft; streaks
Limestone, as above, pale ten, dolomitic; influx Marl,
light gray-tan, brown, argillaceous, dense; grades to
Dolomite, crypto-microcrystalline, argillaceous,
dense.

2500-2550 Marl, gray-brown, brown, dolomitic, dense; streaks

i Dolomite, cryptocrystalline, reddish-tan, earthy,
argillaceous; steeks Shale, light gray, gray-green,
silty in part, dolomitic; trace Sandstone, very Fine
grained, white-light gray, sub-rounded, fair to good
sorting, no visible porosity, no show.

2550-2600 Marl, as above¡ grades to argillaceous Dolomite, as
above.

2800-2850 Dolomite, crypto-microcrystalline, bright reddish-tan,
earthy, limy, argillaceous, dense; grades to Marl.

2850-2700 Shale, light -medium gray, greenish cast, non-cal-
careous to slightly calcareous; streaks Siltstone,
light gray, light grayish white, slightly calcareous;
occasionally grades to Sandstone, very Fine grained,
light gray, sub-rounded to sub-engular, good sorting,
appears tight, no show.

2700-2750 Marl, ten, gray-tan; grades to Dolomite, crypto-

I crystalline, argillaceous, dense; trace Limestone,
cryptocrystalline, earthy, cream, dolomitic, argil-
laceous.

2750-2800 Dolomite, earthy, microcrystalline, reddish ten,
argillaceous, limy streaks; grades to Marl.

I



2800-2850 Siltstone, light gray, slight salt and pepper appear-
ance, moderately calcareous in part, argillaceous;
Shale, light gray, gray-green, platy, slightly cal-
careous.

2850-2900 Siltstone, grades to very Fine grained Sandstone,

i light gray, grayish white, good sorting, argillaceous,
calcareous in part, appears tight, no show; streaks
Shale, light gray, slight greenish cast, platy,
sub-waxy in part, slightly calcareous in part.I 2900-2950 Dolomite, cryptocrystalline, dark brown, argillaceous
to shaly, limy in part, dense; occasional streaks

i Limestone, cryptocrystalline, occasionally micro-
orystalline, cream, tan, earthy in part, argillaceous,
dense.

2950-3000 Limestone, microcrystalline, cream, tan, light brown,
earthy, argillaceous, dolomitic in part, soFt; streaks
Dolomite, as above.

3000-3050 Shale, medium gray, gray-green, platy, slightly cal-
careous in part; streaks Limestone, as above.

3050-3100 Shale, medium-dark gry, occasionally grayish-green,
platy, slightly calcareous, silty in part; streaks

i Siltstone, gray, gray-tan, argillaceous, tight; grades
to Sandstone, very fine grained, white, light gray,
good sorting, sub-angular to sub-rounded, possible
poor porosity, no show; trace Limestone, as above, few
loose pellets.

3100-3150 Limestone, microcrystalline, cream, pale tan, earthy,

i Fragmental in part, few fossil fragments, slightly
argillaceous; streaks Shale, as above; trace Dolo-
mite, micro-oryptocrystalline, tan, argillaceous,
dense.

3159-3200 Limestone, as above; influx Shale, gray-green, light
gray, green, sub-waxy, silty in part, very slightly
calcareous in part.

3200-3250 Shale, pale gray-green, platy, sub-waxy, very slightly
calcareous; streaks Limestone, earthy, tan, soFt.

3250-3300 Shale, gray-green, light to medium gray, platy, occas-

i ionally silty, very slightly calcareous; occasional
streaks Limestone, as above.

3300-3350 Shale, medium gray, platy, siltyin part; streaks
Siltstone; occasionally grades to Sandstone,very fine
grained, gray-tan, slightly calcareous, argillaceous,
appears tight, no show.



i
3350-3400 Limestone, microcystalline, slight sucrosic appear-

ance, light brown, tan, argillaceous, soFt; streaks
Dolomite, cryptocrystalline, dark brown, gray-brown,
limy in part, very argillaceous to shaly, dense.

3400-3450 Shale, light gray, gray-green, silty in part, slightly

I calcareous to non-calcareous; grades to Siltstone,
light gray, argillaceous, calcareous in part, tight;
streaks Limestone, as above.

3450-3500 Dolomite, cryptocrystalline, dark brown, argillaceous
to shely, dense; Shale light-medium gray, gray-green,
platy, silty in part; streaks Limestone, as above;
trace Siltstone-very Fine grained Sandstone, as above.

3500-3550 Shale, pale green, light gray-green, chunky, sub-waxy,

i very slightly calcareous in part; inFlux Sandstone,
very Fine grained, white, light gray, good sorting,
slightly to moderately calcareous, appears tight, no
stain, no show.

2ND GARDEN GULCH 3584 (+2139)

i 3550-3800 Limestone, crypte-microcrystalline, ten, pale ten-
cream, slightly argillaceous, tight; Sandstone, very
fine-fine grained, white, fair-good sorting, sub-

I angular; trace fair porosity, Few specks dark brown-
black residual stain, several clusters with spotty
brown stain, no fluorescence dry, immediate Flashing
whitish yellow cut becoming a slow cloudy out with
several clusters yielding light yellow streaming out,
aFter chlorathane clusters have a spotty to even brown

3800-3840 Shel , pale green, light gray, sub-platy, silty in
part, slightly calcareous in part; streaks Silt-

i stone-very fine grained Sandstone, light gray, argil-
laceous, slightly calcareous.

3840-3860 Shale, light gray, gray-green, platy, silty in part;
steaks Siltstone, light gray, gray, argillaceous,
siliceous, sharp; streaks Sandstone, very Fine
grained, light gray, tan, silty, primarily tight,

I trace poor porosity, Faint questionable tan stain,
scattered dull yellow Fluorescence, becomes bright
yellow in chlorathane, Few clusters yield instant

i Fair-good light yellow cut, generally a slow Faint
out.

3880-3880 Shale, gray, gray-green, gray-tan, chunky, very siltyi in part; influx Limestone, cryptocrystalline, tan,
light brown, earthy; streaks Siltstone, light gray,
argillaceous, slightly calcareous.



i
3880-3700 Shale, as above; influx Sandstone, very Fine grained,

tan, good sorting, sub-angular, streaks poor porosity,
light tan stain with Few dark brown specks, light yel-
low fluorescence with a greenish cast, good instant
whitish yellow cut.

I 3700-3720 Shale, light gray, green, sub-waxy, slightly cal-
careous; streaks Limestone, cryptocrystalline, tan,
cream-tan, dense; streaks Siltstone, light gray,

I argillaceous, slightly calcareous, tight; streaks
Sandstone, as above, fluorescence and out, as above.

3720-3780 Shale, light gray-green, light to medium gray, sub-

I platy, silty in part, smooth appearance; streaks
Shale, reddish-brown, dark gray-brown, sub-platy, very
dolomitic in part; interbedded Siltstone, light gray,

i gray, argillaceous, calcareous; @ 3740 increased
Siltstone, white, light gray, argillaceous, slightly
calcareous.

3780-3780 Shale, as above; streaks Shale, dark gray-brown,
reddish brown, dull red, dolomitic in part; grades to
shaly Dolomite.

3780-3820 Siltstone, light greenish-gray, light gray, argil-
laceous in part; occasionally grades to Sandstone,

I argillaceous, slightly calcareous, no visible
porosity, no show; @ 3800 influx Shale, reddish-
tan, light red, slightly calcareous to limy.

3820-3880 Shale, as above; interbedded Siltstone, light gray,
cream; grades to Sandstone, very Fine grained, tight,
no show.

3880-3900 Siltstone-very Fine grained Sandstone, light gray,
gray-green, white, good sorting, argillaceous to shaly

i in part, tight, no show; streaks Shale, light gray,
gray-green, pale gray, chunky, sub-platy, waxy in
part.

3880-3900 Sandstone, very fine grained, light gray, gray-tan,
sub-angular, fair-good sorting, primarily tight;
streaks poor-Fair porosity, scattered Faint light tan

i stain, dark brown specks, dull yellow fluorescence -

wet, bright yellow Fluorescence - dry, fair light
yellow out.

3900-3940 Sandstone, light gray, very fine grained, occasion-

ally fine grained, good sorting, sub-angular, Fair
porosity, no apparent stain, few black and dark brown
speaks, Faint dull yellow-yellow-pold Fluorescence - wet
light yellow-yellow fluorescence - dry, Fair instant
streaming out, Siltstone and Shale, as above.



i
3940-3980 Limestone, cryptocrystalline, dark brown, argil-

laceous-shaly; grades to calcareous Shale; Shale,
gray-tan, light gray, sub-platy, slightly calcareous.

3980-3980 Shale, pale-medium gray, gray-green, sub-waxy, cal-
careous in part, silty; streaks Siltstone, light gray,
argillaceous, calcareous.

3980-4000 Siltatone-very fine grained Sandstone, white, light
gray, argillaceous, calcareous, appears tight, no
show; streaks Limestone, cryptocrystalline, reddish-
brown, argillaceous; grades to limy Shale; Shale, as

4000-4040

mesetone,

cryptoorystalline, reddish-brown, bright
tan; grades to limy Shale; streaks Shale, 1Lght-
medium gray, sub-waxy, slightly calcareous.

4040-4060 Shale, dark gray-brown, dark gray, chunky, carbon-
aceous, limy in part.

I 4060-4080 Shale, light brown, gray, gray-tan, platy, chunky; oc-
casional streaks Limestone, earthy, microcrystal-
line, bright tan, argillaceous.

4080-4100 Shale, pale gray, gray-green, sub-waxy; streaks

i Sandstone, very Fine grained, white, light gray,
silty, argillaceous, calcareous, appears tight.

4100-4120 Shale, as above; influx Siltstone-very Fine grained
Sandstone, light gray-white, calcareous in part,
primarily tight; streaks poor porosity,no show;
streaks Shale, reddish-brown, bright tan, blocky,
limy; grades to shaly Limestone.

4120-4160 Siltstone-very fine grained Sandstone, light gray,

i slightly calcareous, argillaceous, appears tight, no
show; influx Shale, pale green, platy, flaky; E 4140
occasional streaks Shale, brown, reddish-brown,

I
chunky, platy, slightly calcareous in part.

4180-4180 Shale, brown, gray-brown, limy in part, carbon-
aceous, soft; streaks Limestone, microcrystalline,
bright tan, argillaceous to shely; Shale, as above.

YELLOW MARKER 4180 (+1523)

4180-4200 Shale, pale gray, gray, gray-green, reddish-brown,
sub-waxy, silty in part, calcareous in part; streaks
Siltstone, light gray, white; grades to Sandstone,

i very fine grained, good sorting, sub-angular to sub-
rounded, trace poor porosity, no show.



i
4200-4220 Shale, light-medium gray, gray-green, sub-waxy, silty

in part; occasional streaks Siltstone, light gray,
argillaceous, calcareous; influx Shale, reddish-
brown, silty, moderately calcareous. Cavings?

4220-4260 Siltstone-vgry Fine grained Sandstone, white, good

i sorting, argillaceous, slightly calcareous, appears
tLght; interbedded Shale, medium gray, pale gray-
green, waxy, calcareous in part; @ 4240 decrease in
Shale.

I 4260-4280 Sandstone, very Fine grained, silty, good sorting,
sub-angular to sub-rounded, sli.ghtly calcareous,

I appears primarily tight, streaks poor porosity, no
show; occasional streaks Shale, as above.

I 4280-4320 Shale, gray-green, pale green, sub-waxy, silty in
part; occasional streaks Siltstone-very fine grained
Sandstone, as above, no visible porosity, no show.

DOUGLAS CREEK 4331 (+1372)

4320-4340 Shale, light brown, gray-brown, ten, platy, moder-
ately calcareous, carbonaceous, chunky; streaks
Limestone, earthy, light brown, tan, argillaceous to
shaly.

4340-4380 Shale, light gray, gray-green, sub-waxy, chunky,
platy, slightly calcareous, silty in part; occas-
ional streaks Siltstone, white, light gray, slight-
ly calcareous, argillaceous.

4360-4380 Sandstone, very fine grained, light gray, cream, tan,

i good sorting, sub-rounded to sub-engular, friable,
streaks poor to fair porosity, even light tan, tan
stain, bright whitish yellow Fluorescence with

i greenish cast,Fair to good light yellow streaming cut
streaks Shale, as above.

4380-4420 Siltstone, light gray, gray, argillaceous, calcareous

i in part; Shale, light gray, gray-tan, sub-waxy, silty
in part; o 4400 slight increased Shale, gray-green,

4420-4440 S e, light gray, gray-green, platy, sub-waxy, silty
in part; streaks Siltstone, light gray, white,

I argillaceous, tight, no show; occasional streaks
Shale, reddish-brown, blocky, chunky, moderately
calcareous to limy in part.

I 4440-4480 Shale, pale gray-green, light gray, sub-wexy, silty in
part; streaks Siltstone, as above; trace Limestone,
earthy, cream, soft; © 4480 increased Siltstone-very

i



II
i Fine grained Sandstone, white, light gray, clear, Fair

sorting, sub-angular, primarily tight, no show.

I 4480-4500 Shale, as above; streaks Siltstone-very Fine grained
Sandstonee, light gray, white, good sorting, sub-
angular to sub-rounded, slightly calcareous, appears

i tight, no show.

R-5 SANDSTONE 4509 (+1194)

4500-4540 Siltstone-very Fine grained Sandstone, white, light
gray, good sorting, slightly calcareous, primarily
tight, possible streaks oF poor porosity, no show;

i streaks Shale, pale gray, grayish-green, sub-waxy,
platy; streaks Shale, reddish-brown, dark brown,
platy, moderately calcareous to limy; grades to shaly
Limestone; © 4520 slight increased Shale, as above.

4540-4580 Shale, ten, light to dark brown, moderately cal-
careous to limy; steaks Siltstone-very fine grained
Sandstone, as above.

4580-4580 Siltstone, light gray, white; occasionally grades to

i very ine grained Sandstone, calcareous, appears
tight, no show; Shale, light-medium gray, silty; trace
Limestone, cryptocrystalline, cream, tan, argil-
laceous, dense.

4580-4820 Shale, light to medium gray, gry-green, platy, sub-
waxy.

4820-4840 Sandstone, very Fine-fine grained, tan, light brown,
good sorting, sub-angular, appears primarily tight,

i streaks poor porosity, light tan to light brown stain,
dull yellow Fluorescence with greenish cast - wet,
light yellow to yellow fluorescence - dry, Fairly
rapid light yellow persistent out, Shale, as above.

4840-4860 Sandstone, as above, appears Fairly tight, possible
poor porosity, stain, fluorescence and cut, as above.

4860-4700 Shale, dark brown, gray-brown, blocky, platy, mod-
erstely calcareous to limy; occasionally grades to

i shaly Limestone; @ 4880 streaks Limestone, crypto-
crystalline, tan, light brown, dense, argillaceous.

I 4700-4720 Shale, pale gray, light gray-green, platy, sub-
waxy, silty in part; streaks Siltstone, gray-tan,
light gray, white, argillaceous, slightly calcare-

4720-4740 Sh le, as above; inFlux Siltstone, light gray, white,
argillaceous, calcareous, no show; streaks Limestone,



l
earthy, light gray-cream, tan, argillaceous and silty.

4740-4780 Siltstone, as above; streaks Shale, as above; Shale,
reddish-brown, reddish-tan, moderately calcareous to
limy; trace Limestone, as above.

I 4780-4780 Siltstone, light gray-white, argillaceous, calcareous;
occasionally grades to very Fine grained Sandstone,
tight; streaks Shale, reddish-brown, bright tan, limy;
abundant Shale, light gray, grey-green, sub-waxy,
silty in part.

G-3 SANDSTONE 4778 (+927)

4780-4794 Sanestone, very fine grained, occasionally fine
grained, tan, light grayish-tan, good sorting, sub-

I rounded, appears fairly tight, streaks poor to fair
porosity, light tan to light brown stain, light yel-
low to dull yellow Fluorescence with greenish cast,
Fairly rapid light yellow out.

4794-4800 Shale, pale-medium gray, gray-green, sub-wa×y, silty
in part; streaks Siltstone, light grayish-white,

i calcareous, argillaceous in part; occasionally grades
to very fine grained Sandstone, tight.

I 4800-4820 Shale, pale gray, cream, light greenish gray, sub-
waxy, slightly calcareous in part; streaks Siltstone,
light gray, grayish white, argillaceous, slightly
calcareous; occasionally grades to very Fine grained

i Sandstone, well sorted, sub-angular, calcareous,
tight.

4820-4840 Shale, gray-tan, waxy, moderately calcareous.

4840-4880 Shale, brown, gray-brown, chunky, platy, waxy in part,
moderately calcareous in part, limy streaks.

4880-4900 Shale, medium-light gray, sub-waxy, occasionally
silty, slightly calcareous in part.

4900-4920 Shale, as above; streaks Sandstone, very Fine-fine
grained, cream, tan, sub-engular to sub-rounded, fair

i to good sorting, appears tight, trace poor porosity,
scattered even ten-brown, dark brown stain, light yel-
low to dull yellow fluorescence, instant Fair whitish
yellow streaming out.

4920-4940 Shale, as above; trace Sandstone, as above, stain,
fluorescence and out, as above.

4940-4980 Shale, light gray, light gray-brown, grayish-tan,
waxy, carbonaceous, silty in part.

i



i
4980-5000 Shale, black, dark brown, gray-brown, platy, chunky,

petroliFerous, moderately calcareous to limy; oc-
casionally grades to shaly Limestone.

- 5000-5020 Shale, black, chunky, petroliFerous, calcareous, limy
streaks, very soft.

5020-5080 Shale, black, dark brown, platy, flaky, slightly
calcareous with streaks moderately calcareous to limy,
petroliferous.I 5080-5100 Shale, gray-tan, waxy, slightly calcareous, occasional
limy streaks.

5100-5180 Shale, dark gray, brown, dark brown, chunky, platy,
moderately calcareous to limy, soFt in part; @ 5120

i trace Limestone, cryptocrystalline, dark brown, argil-
laceous.

CARBONATE MARKER 5188 (+517)

i 5180-5200 Shale, as above; streaks Limestone, cryptocrystalline,
gray-brown, brown, dense, argillaceous; influx Shale,
pale green, chunky, waxy, silty in part.

5200-5220 Shale, pale gray, gray-green, sub-waxy, silty in part;

I grades to Siltstone, green, calcareous, very argill-
acous; streaks Siltstone, light gray, cream, cal-
careous, waxy, argillaceous.

5220-5240 Siltstone, light gray, green, white, calcareous in
part; occasionally grades to very fine Sandstone,
tight; streaks Shale, pale grey-green, pale-medium
gray, waxy.

5240-5280 Shale, gray-green, pale gray, sub-waxy, slightly

I calcareous; streaks Shale, dark brown, black, blocky,
platy.

5280-5300 Siltstone, light gray, gray-green, white, argil-
laceous in part, slightly calcareous; occasionally
grades to Sandstone, very fine grained; streaks Shale,

5300-5320 a e ele gray, green, waxy; streaks Shale, dark
gray, black, chunky, flaky, slightly calcareous to

i limy, petroliFerous; streaks Siltstone, light gray,
gray-tan, argillaceous calcareous.

5320-5340 Shale, pale-medium gray, chunky, waxy; inFlux Silt-
stone-very fine grained Sandstaae, as above, no show.



i
5340-5360 Sandstone, very Fine-fine grained, white, clear, fair

sorting, sub-angular to sub-rounded, streaks poor-Fair

porosity, no show - primarily loose quartz grains.

5360-5380 Siltstone, light gray, gray, argillaceous, calcareous;
streaks Sandstone, as above; streaks Shale, pale gray,
chunky, silty in part.

5380-5400 Siltstone and Shale, se above; streaks Sandstone, very

i
fine-fine grained, white, clear, Fair sorting, sub-
angular to sub-rounded, loose quartz grains common;
possible poor porosity, trace ten stain, dull yellow
fluorescence, poor-Fair light yellow cut.

5400-5420 Shale, medium gray, gray-green, silty in part; streaks
Siltstone, as above.

5420-5440 Shale, light gray, silty and sandy in part; steaks
Siltstone-very Fine grained Sandstone, light gray,

I white, fair sorting, angular - loose quartz grains
common.

5440-5480 Shale, green, gray-green, waxy, silty in part.

B-4 SANDSTONE 5470 (+233)

i 5460-5480 Shale, as above; influx loose very fine-fine quartz
grains, sub-rounded, Fair-good sorting, possible
poor-fair porosity, few clusters have Faint tan stain,

i
scattered bright yellow Fluorescence, bright 1Lght
yellow out.

5480-5500 Sandstone, fine-medium grained, clear, light gray,

I tan, fair sorting, sub-angular to sub-rounded,
primarily loose quartz grains - some white clay in
sample maybe matrix material, primarily contact silica

i cement, streaks fair porosity, pale tan staint bright
whitish yellow fluorescence - bluish cast, rapid
whitish yellow thin streaming out.

5500-5520 Shale, light gray, gray-green, waxy in part, loose
fine grained quartz common; trace stain, fluor-
escence and out, as above.

5520-5540 Shale, pale gray, lumpy, soFt, silty in part, loose
quartz, as above, no show.

5540-5580 Shale, gray-brown, dark gray, platy in part, silty
streaks; streaks Limestone, cryptocrystalline, brown,
dense, argillaceous; Shale, as above.

I 5580-5580 Shale, brown, as above; influx Shale, pale gray,
gray-tan, green, waxy in part; streaks Siltstone,

i



i
I-

light grayish-white, argillaceous, calcareous,

i 5580-5800 Shale, light-medium gray, gray-tan, waxy, occasion-
al streaks Siltstaae, as above,

i 5600-5820 Shale, dull gray-brown, gray-tan, waxy, slightly
calcareous in part.

UTELAND CARBONATE MARKER 5820 (+83)

5620-5850 Shale, dark gray-brown, blocky, moderately calcareous;
grades to Limestone, cryptocrystalline, black, argil-
laceous, disseminated pyrite, petroliFerous, no
visible porosity, scattered dull yellow Fluorescence,
very Faint out; © 5840 decrease in Limestone, as
above.

I
i
i
I
i
i
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Form 3160-5 ' UNITED STATES FORM APPROVED

(June 0990) DEPARTMENT OF THE INTERIOR
BudExetirc

:
MaNo 100 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designadon and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir· n/a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Weu

O °w'en O °w','n O om.,
8. Well Name and No.

2. Name of operator 883 CPOn Federal 21-25Y

Equitable Resources Energy Company (Balcron Oil Division) 9. API Well No.

3. Address and Telephone No.
/43-{)13-31¾

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T.. R., M., or Survey Description) MOnUment SUtte/Ûreen Ri VOP

NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O souceor in.... O Abandonment Change of Plans

Recompletion New Construction

Subsequent Repon O elassin,esca O Non-Routine Fracturing

O Cning Repair Water Shut-Off

O Final Abandonment Notice Ahering Cning Convmion to Injecdon

Other First Productian Dispose Water
(Note: Rcportresultsof multipiccompletiononWell

Comp1ctionor Recompletion Report and Log form ;

13. Describe Proposed or Completed Operations (Ctearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Eirst productio an this wll ms 10-2ß-93 at 4:30 p.m.

OlL, GAS ¡MNG

14. I hereby ce forc8oing is t e an correct ÛOordinator of Environmental

Signed Tide ûnd RegulatOry AffairS
·

Date

(This space for eral or State oltice use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudExpi

e
re na

i
310 0133

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUN DRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir' n/a
Use "APPLICATIONFOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMITIN TRIPLICATE
. n/a

1. Type of Well

O °w"u O °'.1, O o..,
8. Well Name and No.

2. Name of Operator
.

BRÎCTOn Federal 21-25Y

Equitable Resources Energy Company (Balcron Oil Division) 9.APlWeRNo.

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Ficid and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T.. R., M., or Survey Description) MODUment BUtt€/ßteen RiVer

NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRlATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TŸPE OF SUSMISSION TYPE OF ACTION

O son.. or i...... O Abandonment Change of Plans

.

O a.comst.co. O New Construmion

Subsequent Repon O ri.,,in, sace O son-ao.uneer.«2,ins
O Casing Repair O Water Shut-Off

O m..!«»..4...... None. .

O se.,s., c.... O cons...<onto inreason

Ð os., site securityDiwan O o.sposewater
(Note: Rcportresuluoi multip1ccompletiononWell

('ompletion or Recompletion Report and 1.ogform.)

I 13. Describe Proposed or Completed Operations (Cicarly state a I pertinent details, and give pertinent dates, including estimaled date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached is the Site Security Diagran for this æll.

DIVISiON OF
OIL,GAS&MINING

14. I hereby ce at the foregoin8 is rue and correct LOordinator of Environmental

Sign Title and Regulatory Affairs °

oate 11-2½3
lIGlil

(This space ate of ce use)

Approved by Titin Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse



EquitÊeResources Energy Co any
Balcron Federal 21-25Y

Production Facility Diagram

Balcron Federal 21-25Y
ACCESs NENW Sec. 25, T9S,R16E

ROAD
, DUchesne County, Utah

\/ Federal Lease #U-64380

DIKE
198' FNL, 2302' FWL

NORTH

1 400
Bbl #5

#2 TANK
100

gasIIne :"x Bbl
WATER

4" load line

#7 #3 400
-- a· Bbl

¯ TANK
VALVEDESCRIPTION

DURING DURING
PROD. SALES

VALVE4/2 OPEN CLOSED
VALVE#3 CLOSED OPEN , e
VALVEN OPEN CLOSED E 6 i
VALVE CLOSED CLOSED 2 2 "

VALVE CLOSED CLOSED $ $ $ Old
VALVE#7 CLOSED OPEN $ 2 i Reserve
VALVE4/8 CLOSED CLOSED a i .g

WELLHEAD

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION
1601 LewisAvenue
P.O. Box21017
BIlllngs,MT 59104-1017

DIAGRAMNOTTO SCALE (406)
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Form 3160-5 UNITE TATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bure

a ch
31100403135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

ri U-64380
SUNDRY NOTICES AND REPORTs ofWEtis 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir' n/a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1. Type of Well
OW

11
Wa

H Other
8. Well Name and No.

2. Name of Operator ÑOS4POfh SgÏ
Equitable Resources Energy Company (Balcron Oil Division) 9. API Well No.

3. Address and Telephone No.

P.0. Box 21017; Billings, MT 59104 (406) 259-7860 10. Ficid and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description> Monument Butte/Green River
NE NWSection 25, T9S, R16E 11. countyor varish.state

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent O Abandonment Change of Plans

O Recomp edon New Constnicdon

Subsequent Repon Plugging Back Non-Routine Fracturing

O casia,a=,.i, O Water Shut-Off

O Final Abandonment Notice Aherin Casi Convmion to lajecdon

B Other 'Ons"ÃoreOrder #7 O oisposewater
(Note: Reportresultant multiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly stale a 1pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

Bivesubsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Any water produced by this well will be held in a produced water tank and
trucked to a commercial disposal facility. The primary facility to be used is
the R.N. Industries produced water disposal facility located in Section 9,
T2S, R2Win Duchesne County, Utah. A copy of the State-issued permit for that
facility is on file at the Vernal Bureau of Land Management. If for some
reason the operator is unable to use this primary disposal facility, the
produced water will be trucked to another State-approved disposal facility.
If applicable, Operator has received approved Right-of-Way access to this well
location from the Vernal Bureau of Land Management.

14. I hereby cert¡f at of rejoins C d r of Env mental
November 30, 1993

(This spa9e fr e aralr t o ce use)

C t
onsbyf

approval,
í/f Title

of Utah D vie en of

Title 18 U.S.C. Section 1001, makes it a crime for any person knowin81yand willfully to make to any department or agen e tés any i is fictitio audulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



STATÊOF UTAH
DIVI,SION OF OIL, GAS AND MINING

REPORTOF NATERENCOUNTEREDDURINGDRILLING - FORM7 (V89) I 6})

1. Well name and number: Palcræ Federal #21-25Y

API number: 43413-313¾ --

2. Well location: QQE l¾ section i township95 range 16E county Duchesne

3. Well operator: F1pitable Resources Ibergy Cœµny, Palcron 011 Divisiæ
Address: P.O. Eox 21017, Billinpp,MF 5910'+ phone: (406) 259-7860

4. Drilling contractor: ItlenDrilling
. P.O. Box 2222 phone: (406) 252-2591Address.

m111am,Mr 59103

5. Water encountered (continue on reverse side if necessary)

Depth Volume Quality
from to (flow rate or head) (fresh or salty)

Nomater maamteml

6. Formation tops: See Geologic Report sent separately.

If an analysis has been made of the water encountered, please attach a copy of the
report to this form.

I certify that this report is true and complete to the best of my knowledge.

Name Eobbie * Signature ///2 /L

Ti tle tor of huma d Date ll-3¾3
Ilr,torv Attairs



Form 3160-4
.

Form approveli.
(Nofeptber 1983) U D STATES SWMG IN DUPU . Budget Bureau No. 1004-0137

(formerly 9-330)
e er in

Expires August 31, 1985

DEPARTMENT OF THE INTERIOR ,. I.E.tSW DESH.NmuN AND SEmi. NO.

BUREAUOF LANDMANAGEMENT U-64380
0. IV INDIAN, ALLOTTEE OR TRIBM NAME

WELLCOMPLETIOWR RECOMPLETION REPORT AND LOG *

la. TYPE OF WELL: 011. Gas --- -

b. TYPE OF COMP ©
a :r.t i :I.. DRY ( ther AME

2. NAME OF OPERATOR

Fquitable Resources Ibergy Cœpmy, Ealccan 0.E Division o. war.l. No.

3. ADDRESE Or UPERATon .
21-25Y

P.O. PaK 21017, Rillingi ME 59104 (406) 259-7860 1Û. FIELD AND POOL, OR WILDCAT

4. 1.00 N or wsi,L (Report location clearly and in accordance teith any ßtate requirements)° Ebrillent Eutte/Green River
At surface gi K, 19 ' M 11. see.. T., n., M., on nLocK AND aunvsY

OR AREA

At top prod. interval reported below

At total depa
NE l¾ Section 25, T)S, R16E

14. PERMIT NO. DATE ISSL ED 12. COUNTY OR 13. STATE
PARISH43-013-31394 5-28-93 Oxiesr e UTAH

15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COntPL. (R€Ødy $0 prod.) 18. ELEVATIONS (DF, RKB, RT, GB, ETC.)• 1Û, ELEV. CASINGHEAD

9-7-93 10-2-93 10-26M)3 5684.9' n/a
.

20. TorAL DEPTH, MD A TVD 2Î. PI.UO, BACK T.D., MD A TVD 22. IF .itt I.TIPLE COMPL., 23. FN'TERVALS ROTARY TOOLS CABLE TOOLS

5650' 5392.24' KB n/a | \ SFC - 2D Ì
24. PRODUCING INTERVAL(S), OF THIS CO.itlLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECÝÏONAI

SURVET MADE

4632'-4640' 4790'4794'
4654'-·4658' 4367'4371' Green river Na

26. TYPE ELECTRIC AND OTHER LOGS RUN 2'{. Was wmLL CORED

DI.L MIRD, gg...gg.g No
28. CASI G RECORD (Report an strings act in tocN)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD)- 1101.E SIZE CEMENTING RECORD A.%fOUNT PULLED

8-5/8" 2¥# 282' KB 17-1/4" 150 sxe "G" + aririitives n/s
5-1/2" 15.5# 5636,94' KB 7-7/8" ?,15 sxs Ifilite "G" n/s

?,94exa "G" + aritiit ives

29. LINER RECORD 30. TUBING RECORD

81EE TOP (MD) BOTTOh! (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH BET (MD) PACKER SET (MD)

n/a 2-7/8" ¿868,74' n/9

31. PaarORATION RECORD (Ìn‡€rvoÉ,Si%€ Gnd WMM ff) 82. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
4632'-4640' (6 boles) DEPTH INTERVAL (MD) AMOUNT AND KIND OF MÅTERIAL USED

4654'-4658' (4 holes) 4632'-4790' 35,00Di/16/30 sarrl w/398 bbis 2%ICL wtr.
4790'-4794' (4 holes)

. -

· 4367',4371.' 11,340// 16/30 sard w/166 bbla 2%ICL wtr.4367'-4371' (2 SPF)

33.* PRODUCTION
PATa FIRsT PaoDUCTroN PRODUCTION METHOD (Fl0t0Ang, gGo lif‡, pumping-Biro Gud type Of pump) WELL STATUs (Producing or

10-28-93 Rnp - 1-1/2" Insert Rmp Producing
DATE OF TEST HOURS TESTED CHOKm SIZE PROD'N. FOR OIL-BBL. GAS-MCF. WATER--BBL. GAS-OIL RATIO

11-½3 24 n/a 20 300 45 15
184W. TUBING PREBB. CASING PRESSt'RE CALCULATED OII.-BBL. GAS--MCF. WATUR--HBL. OIL GRAVITT•API (CORR.)

24-Houa RATE 20 300 45 34
34. DISPOSITION OF GAS (ßoid, used for fuel, vented, etc.) Tast w:TNassza BT

Used for fuel· Inle Griffin
35. LIST OF ATTACHatENTS

30. I hereby cert that the foregol and attached information is complete and correct as determined from all available records

Coordinator of Ihviramerital arr1
avr.Nan TITLE Re tOIV AffairS DATE

.l]ÏlÍ.83ÀlLiikill*(SeeInstructionsand Spaces fer Additional Data on ReverseSide)
l'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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Fonn3160-5 UNITEDSTATES FORM APPROVED
(June 1990) DEPARTMENTOF THE INTERIOR BudgetBureau No.1004-0135

BUREAUOF LANDMANAGEMEI Expires:March 31, 1993
5. LeaseDesignationand Serial No.

SUNDRY NOTICESAND REPOMS ON WELLS 6. IfIndian,AllotteeorTribe Name

Donotuse this form for proposals to drill or to deepen or reentry to a dllfüëft1Mrvoir
Use "APPLICATION FOR PERMIT -" for such proposals n/a

i. Ifünlioruegreemenibesignathn
SUBMITINTRIPLICATE

1. TypeofWell

Oil O a.. O nia
Well Well Other 8. WellNameand No.

2. NameofOperator Balcron Federal #21-25Y

EQUITABLERESOURCES ENERGYCOMPANY,BALCRONOILDIVISION 9. APIWelNo.
3. Addressand TelephoneNo. 43413-31394

P.O. Box 21017; Billings,MT59104 (406) 259-7860 10. Fleidand Pool, or ExploraloryArea
4. LocationofWell(Footage,Sec.,T.,R.,M.,orSurvey Description) Monument Butte treenRiver

SURFACE: NE NWSection 25, T9S, R16E 11. County orParlsh, State
TD: 500' FNL& 1980'FWL

DuchesneCounty,Utah

12. CHECKAPPROPRIATEBOX(s) TO INDICATENATUREOF NOTICE,REPORT,OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Noticeof Inknt O Abandonment O ChangeofPlans

O a.cami.ti== O NewConstruction

SubsequentRepos O PluggIngBack O Non-RoutineFractudng

O CasingRepalr O WalerShut-Off

O FinalAbandonmentNotice AlteringCasing O cons.siane ini...

Other O es.w.2,
AmendmenttoCompletion Report ,,,aoumay,wamenw.

Corr¢eien « Aeompelm F¾ptri md Legforrrt)

13. DescribeProposedorCompletedOperations(Clearlystate allpertineiltdetalls,and givepertinentdates, includingestimateddateofstarunganypioposedwork.Ifwellis
directionallydrllied,givesubsurfaœIacatlonsand measuredand trueverlicaldepthsforallmarkersand zonespertinenttothiswork.)"

Attached aretheGeologcialMarkemand theirMeasured Depths tobe amendedon
theoriginalcompletionreportsubmittedon 11-29-93.

14. Iherenedc

Title Regulatoryand Environmental Specialist Date 12-8-94

(Thisspace forFederalorStale ofliceuse)

Approvedby Title Date
Conditionsofapproval,#any.

Title18 U.S.C.Section 1001, makesita crlmefor any person knowinglyand wlllfullytomaketoanydepartmentor agencyoftheUnlledStates anyfalse,fictitiousorfraudulent
statementsor representatlonsas lo any matterwlthinlis jurlsdiction.
*See hatmction on Reverse



EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Federal #21-25Y
NE SW Section 25, T9S, R16E

Duchesne County Utah

Amendment to Completion Report
Submitted on 11-29-93

GEOLOGICAL MARKERS

NAME MEASURED DEPTH

Green River 1324'
Horse Bench Sandstone 1948'
Second Garden Gulch 3564'
"Y" Marker 4180'
Douglas Creek Marker 4330'
Second Douglas Creek 4562'
Green Marker 4694'
Carbonate Marker 5185'
Utebutte Lower Sand 5620'
Red-1 4367'
Green-1 4629'
Green-3 4781'



FORIVI 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 7 of 11355 West North Temple, 3 Tried, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMRER• N9890

BALCRON O1L DIVI S ION REPORTPERIOD (MONTH/YEAR):
EQUITABLE RESOURCES ENERGY
1601 LEWlS AVE
BILLINGS MT 59102-4126

AMmDED UPO O onguismcl.mgea

Well Name Producing Well Days Production Volumes
atity Lecatiort Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)

OY0TE FEDERAL 21-5
4304732260 11500 OSS 25E § GRRV

700Y0TE FEDERAL 13-5
430473226111600 OSS 2§E § GRRV

t/ŸEDERAL 22-10Y
430133139511501 095 17E to GRRv

vfEDERAL Al-21Y
A301531392 11505 095 16E 21 GRRV

yrEDERAL 44-14Y
§30473243811506 095 176 14 GRRV

v/FEDERAL 21-13Y
91331400 ,11510 095 16E 13 GRRV

v' eDERAL 21-9Y
4301337,396 11513 09& 16E 9 GRRV

:Aksafd4Ligl-25Y,
4)Ol331394 ' 11530 9ÿ5 16E 25 GRRV
MONUMENTFEDERAL 11-25
430473245511625 085 17E 25 GRRV
ALLEN FEDERAL 31-6G
4 01331442 11642 098 17E & GRRV
dALCRON FEDERAL Al-19Y
43û4732504, - 11651 095

'
48E 19

.
GRRV

LibALCRON,MONUMENTSTATE 14-2
- 4301331425, 11656 095 17E 2 GRRV
vfEDERAL $4-4Y

4301331452 11G79 oÿS 17E 4 GRRV

TOTALS

: hereby certify that this report is true and complete to the best of my knowledge. Date·.

4ame and Signature: Telephone Number•



(Iþ ' (Iþ
MITABLE • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 g

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 )V FÛ

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of Oil and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only ouricompany name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



FORM e S OF UTAH

DIVISION OF GlL, GAS AND MINING
5. Lease Designation and Serial Number:

See attached listing
6. If Indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UnitAgreement Name:

Do not use thisformfor proposals to drillnew wells, deepen existingwells, or to reenter plugged and abandoned welI• See attached l i sti ngUse APPUCATIONFOR PERMITTO DRIL1.ORDEEPENformfor such proposals.

8. WellName and Number:
1. Type or well: OIL GAS OTHER: -See attached listing See attached listing
2. Name of Operator: 9. APIWellNumber:

See attached listingEquitable Resources Energy CornpanY, Balcron Oil Division
3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Locationof Well

,,: See attached listing county: See attached list
oo, s.c..T..n..u.: st.t.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Suben in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or Alter Casing

O changeof Plans O Recomplete O Change of Plans O Reperforate
O convertto Injection O Reperforat• O convertto injection O ventor Flare
O Fracture Treat or Acidiz• O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiplecompletion O Water Shut-Off g Other Operator name change
O Other

Date of work completion
Approximate date work will start Report results of Muttiple Compienons and RooompleUons to different reservoirson WELL

coMPumON OR RECOMPLETION REPORT AND LOG form.
* Must be accompanied by a cement verificationreport.

12. DESCRIBEPADPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
verticaldepths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator namechange
only. It affects the wells on the attached listing.

Regulatory and
Name&Signatum: Twe: Environmental Specialist oat.: March 27 1996

Bobbie Schuman
(Thie space for State use only)

(4\94) (See Instructionson Reverse



UTAH - ALL

BalcronCoyote Fed. #42-6X Coyote Basin SE NE 6 8S 25E Uintah UT OSI Green River U-017439-B 43-047-32346 198T FNL,682' FEL Vemal Coyote Basinalcron Coyote Fed. #44-6 Coyote Basin SE SE 6 SS 25E Uintah UT PND Green River U-017439B 43-047-32421 560' FSL,760' FEL Vemal_ Coyote BasinIcronFederal #12-20Y 8 MileFlat N. SW NW 20 9S 18E Uintah UT Oil Green River U-64917 43-047-32617 1980°FNL,660' FWL Vemaln Federal #12-22Y 8 MileFlat N. SW NW 22 8S 17E Duchense UT Oil Green River U-66191 43-013-31476 2105' FNL, 660' FWL VemaUPriv.sfc.BalcronFederal #21-13Y MonumentBulie NE NW 13 9S 16E Duchesne UT Oil Green River U-64805 43-013-31400 703' FNL, 1831' FWL VemalggerenFederal #21-25Y MonumentButte NE NW 25 9S 16E Duchesne UT Oil Green River U-64380 43-013-31994 500' FNL, 1980' FWL VemalBalcronFederal #21-9Y MonumentButte NE NW 9 9S 16E Duchesne UT Oil Green River U-65207 4&4)13-31396 476' FNL,2051' FWL VemalBalcronFederal #22-10Y MonumentButte SE NW 10 9S 17E Duchesne UT Oil Green River U-65210 43-013-31395 1980° FNL,1980' FWL VemalBalcronFederal #24-3Y Monument Butte SE SW 3 9S 17E Duchesne UT Oil Green River U-64381 43-013-31397 562' FSL, 1887 FWL VemalBalcron Federal #31-14Y Undesignated NWNE 14 9S 19E Uintah UT PND WASATCH U-66193 500' FNL,2740' FWL Vemal/Priv.sfc.Balcron Federal #31-19Y 8 Mile Flat N. NWNE 19 9S 18E Duchesne UT Oil Green River U-65635 43-047-32614 660' FNL,1880' FEL VemalBalcronFederal #31-5Y 8 MileFlat N. NWNE 5 9S 18E Uintah UT Oil Green River U-65970 43-047-32503 660' FNL, 1980' FEL VemalBalcronFederal #32-19Y 8 MileFlat N. SW NE 19 9S 18E Uintah UT Oil Green River U-65635 43-047-32615 1980' FNL,1980' FEL VemBalcron Federal #41-19Y Monument Butte NE NE 19 9S 17E Duchesne UT Oli Green River U-65967 43-047-32504 660' FSL, 660' FEL VemalBalcronFederal #41-21Y MonumentButte NE NE 21 9S 16E Duchesne UT Oil Green River U-64379 43-013-31392 970' FNL,894' FEL VemalBalcron Federal #42-19Y 8 MileFlat N. SE NE 19 SS 18E Uintah UT Oil Green River U-65635 434)47-32016 2100' FNL,500' FEL VemalBalcronFederal #44-14Y MonumentButte SE SE 14 9S 17E Uintah UT Oil Green River U-64806 43-047-32438 1008' FSL, 832' FEL VemalBalcronFederal #44-4Y 8 MileFlat N. SE SE 4 SS 17E Ouchesne UT Oil Green River U-65635 43-013-31452 660' FNL,600' FËL ÄmBalcronMonumentFed. #11-10-9-17Y NWNW 10 9S 17E Duchesne UT PND Green River VemalBalcron MonumentFed. #11-20-9-18Y MonumentButte NWNW 20 9S 18E Uintah UT OIL Green River Ud4917 43-047-32712 500' FNI,500' FWL VemalBalcron Monument Fed. #11-22-8-17Y Monument Butte NWNW 22 8S 17E Duchesne UT OIL Green River U-66191 43-013-31539 635' FNL,658' FWL VemalBalcronMonument Fed. #11-25 Monument Butte NWNW 25 BS 17E Uintab UT Oil Green River U-67845 43-047-32455 739' FNL,648' FWL VemalBalcron Monument Fed. #11-6 Monument Butte NWNW 6 9S 17E Duchesne UT WIW Green River U-020252-A 43-013-31362 804' FNL,696' FWL Äm nahBalcronMonumentFed. #11-7J MonumentButte NWNW 7 SS 17E Duchesne UT COMPL-WIWGreen River UA4426 43-013-31492 681' FNL, 447' FWL Vemal JonahBalcron MonumentFed. #12-10-9-17Y MonumentButte SW NW 10 9S 17E Duchesne UT COMPL Green River U-65210 43-013-31536 1994' FNL,618' FWL VertmlBalcronMonunientFed. #12•11J Monument Butte SW NW 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31417 2128' FNL,689' FWL Vemal JonahBalcron MonumentFed. #12-12J MonumentButte SW NW 12 9S 16E Duchesne UT WIW Green River Ud96550 43-013-31410 739' FNL,648' FWL Vemal JonahBalcronMonumentFed. #12-14J MonumentButte SW NW 14 9S 16E Duchesne UT PNO Green River U-096547 43-013-31488 2004' FNL,658' FWL Vemal JonahBalcronMonument Fed. #12-17 MonumentButte SW NW 17 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31431 1980' FNL,660' FWL Vemal BelugaBalcron Monument Fed. #12-25 Undesignated SW NW 25 SS 17E Uintah UT \Oil Green River U-67845 43-047-32526 1486'FNL,875.7' FWL VemalBalcron Monument Fed. #12-7J Monument Butte SW NW 7 9S 17E Duchesne UT Oil Green River U-44426 43-013-31493 1965' FNL,620' FWL Vemal JonahBalcron MonumentFed. #13-11J MonumentButte NWSW 11 OS 16E Duchesne UT Oil Green River U-096547 43-013-15790 1819' FSL, 658' FWL Vemal JonahBalcronMonumentFed. #13-5 MonumentButte NWSW 5 9S 17E Duchesne UT WIW Green River U-020252 43-013-31370 1980' FSL, 660' FWL Vemal JonahBalcron Monument Fed. #13-8 Monument Butte NWSW 8 9S 17E Duchesne UT Oil Green River UTU-74108 43-013-31382 2060' FSL, 694' FWL Vemal BelugaBalcronMonument Fed. #14-11 MonumentButta SW SW 11 9S 16E Duchesne UT WIW Green River U-096547 43-013-31374 1048' FSL, 446' FWL Vemal Jonah

Page



(Iþ (il
Diiision of Gil, Gas and Mining
OPERATORCHANGEHORKSHEET "°"

1 -SJ
Attach all documentation received by the division regarding this change. I 8-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

O Change of Operator (well sold) O Designation of Agent 5
O Designation of Operator kmWpenator2Æameschm(@0M4 IL

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROH(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS BŒ 59102-4126

phone (406 )259-7860 phone (406 )259-7860
account no. N9890 - account no. N9890

Hell(S) (attach additional page if needed)

Name:**SEE ATTACHED** API:Û jŠŠ Entity: Sec___Twp Rng Lease Type:
Name: API: Entity: Sec_ Twp Rng__ Lease Type:
Name: API: Entity: Sec__ Twp Rng__ Lease Type:
Name: API: Entity: Sec_ Twp Rng_ Lease Type:
Name: API: Entity: Sec__ Twp _Rng Lease Type:
Name: API: Entity: Sec

_
Twp_ _Rng _

Lease Type:
Name: API: Entity: Sec__ Twp___Rng

_
Lease Type:

OPERATORCHANGEDOCUMENTATION

-1. (Rule R615-8-10) Sundry or other legal docume tation has been received from former
operator (Attach to this form). (g// p/,g d yf4

2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form).

3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number: .

4. (For Indian and Federal Hells ONLYTThe BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the di1 and Gas Information System (Hang/IBM) &

6. Cardex file has been updated for each well listed above. (lC//-Ýá
7. Well file labels have been updated for each well listed above.(9W/A

8. Changes have been included on the monthly "Operator, Address, and Account changes"memo
for distribution to State Lands and the Tax Commission. (t/,/o †Q

4-9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



(Iþ (Iþ '

OPERATOR CHANGEWORKSHEET(CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeENR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Nere
entity changes made? (yes/ o (If entity assignments were changed, attach copies of
Form 6, Entity Action Formr.

At 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BO D VERIFICATION (Fee wells only)

1. <Rule R615-3-1) The new operator of inty fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no)
Today's date 19 . If yes, division response was made by letter
dated 19 .

LEASE INTEREST OHNER NOTIFICATIONRESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has.been
notified by letter dated 19_ , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Co e o do um nts h e beg sent t te Lands for changes involving State leases.

All attachments to this form have been microfilmed. Date: O O 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The otiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS



O O
Form 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR ""Ex ire

aNo.3t004 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a

Use "APPLICATION FOR PERMIT-" for such proposals
7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
I. Type of Well

OW
II

WaCsil
Other 8. Well Name and No.

2. Name of Operator BRICTOn Fed. #21-25Y
Equitable Resources Energy Company 9. API Well No.

3. Address and Telephone No. 43-013-31394
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) È¾t ktte/M RiV€f

NE NW Section 25, T9S, R16E li. countyor Parish, State

500 ' FNL & 1980 ' FWL Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s)TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Constnicdon

Subsequent Repon Plugging Back Non-Routine Fracturing
O c.s.., a=,.., O Water Shut-Off

Final Abandonment Notice Ahering Cuang Conversion to Injection
O one, O oisposewater

(Note: Reportresultsof multiplecompletionon Well
Completion or Recompletion Report and 1.ogform.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Additional perforatians ete added to the Green River Fomatian as fonows:
3919'-3929' (3 holes) 3897'-3903' (2 holes)
3884'-3895' (2 boles) 3690'-370'4' (7 holes)

'lhe perforatians ære broke dom as follows:
3690' - 3704' with 1512 gilians 2%ECLwater.
3884' - 3929' with 1806 gallans 2%ECDwatec.

3he perfcratians wte fractured as fonows:
3690' - 3929' with 117,300# 16/30 nesh sarrl with 29,736 gallans 2%ECLgelled water.

She m11 was put back au production an 8-30-95 at 5:30 p.m.

(This space for Federal o State office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, lictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instructlon on Reverse



e 0
EQUITABLERESOURCES 1
ENERGYCOMPANY
WESTERNREGION GÀS MINING Office: {406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361

April 15, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Balcron Federal #21-25Y
NE NW Section 25, TSS, RI6E
Duchesne County, Utah
API #43-013-31394

Enclosed is a sundry notice for the recompletion of the subject well. A sundry
was originally submitted in error for the incorrect well, the Monument Federal
#21-25, so I have also attached a separate sundry notice requesting that the
original sundry be withdrawn and the new recompletion sundry be accepted for
the proper well.

Please feel free to contact me if you require any further information.

Sincerely,

Molly Conrad
Operations Secretary

/me

Enclosures

cc: Bobbie



0CT 1 0 1997

October 7, 1997
' RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy B - U

/pb
encls.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



FORM o STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING
5 Lease Designation and Sortal Number:

See Attached
SUNDRY NOTICES AND REPORTS ON WELŒ 0.Ifindian,AllotteeorTribeName:

7. Unit Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.Use APPUCATlON FOR PERMlT TO DRILLOR DEEPEN fonn for such proposals. See Attached
8. Well Name and Number1. Type of Woll: OIL@ GAS O OTHER:

See Attached
2. Name of Operalor

0. API Well Number:
Inland Production Company f CT 1 3 1997 See Attached

3. Address and Telephone Number:
10. Fleid and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Foot.o..: See Attached Exhibit county:
oo, see..T.,n.,u.: stat.:

"· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Subenit in Duplicate) (Submit Original Fonn Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or After Casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto lajection O Reperforate O convertto injection O ventor Flare
O Fracture Treat or Acidize O ventor Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiple Completion O watershut-off ŒOther Change of Operator
U Other Change of Operator

Date of work completion 9-30-97'
Approximate date work will start

Report results of Multiple Completione and Rooompleuone to ditterent reservoirs on WELL
COMPLEDON OARECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verificallon report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearty state all pertinent detalia, and give portinent dates. If well is directionally drilled, give subsurface locadons and measured and kuevertical depths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the termsand conditions of the leases for operations conducted on the leased lg6'ri'þóftionthereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

a signatur.: CHRISA.POTWR,ATTORNEY-IN-FACT Dak:

(Thi..p.o. for stas. u.. only)

(4\94) (See Instructions on Reverse



INLAND
Inland Resources Change of Operator

WELLNAME LOCATION COUNTY ST FIELD NAMÉ API NUMBER LEASE NO. AGEEMENT
L1ÑÄI T0ÑFEDERAL #1 SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086AL WÄlÏÕÑFËÕÏÑÄL Ñ2 WÑŠ Ä§S. 1ŠE ÕÜÙÑËŠÑË UT MONUMENT BUTTE (J) 43-013-15793-00 ÌUO96550 UTU72086AWALTON FEDERAL #34-11 S\NSl¯ 119S 16E DUCHEgE UT MONUMENT BUTTE (J) 43-013-31003-00 UTUO96550 UTU72086ALWALTON FEDERAL #4 SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086ALLEN FEDERAL #31-6G NWNE 6 9S 17E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31442-00 UTUO20252AÁEÕRÕÑÌËÒERÃL Ñ21d5Y NËÑW139S 16E DUCHEŠÑE ÜT MONÜMENT BÙTTE (Ù) 43 01Š-31400-00UTÙ64ŠÕ5ÂEÕRON FEDERAL #21-25Y NENW 259S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31394-00 UTU64380ALCRON FEDERAL #44-14Y SESE 149S 17E UINTAH UT MONUMENT BUTTE (U) 43-047-32438-00 UTU64806ÀSÏLE PEÄkFE0ERAL N24-10A SËSW 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30555-00 UTU72107ÁSÌLE PÉAÑSTÄTE #43A6 NÉSE 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30594-00 891008243CLWJORGENSON STATE #16-4 NESE 169S 17E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30572-00 ML-3453-B
L ŠfÃÌË#16-2 ÑENE 169S úE DÙCHEŠÑE ÙT MONUMENT BUTTE (U) 43-013-30552-00 ML-3453-B'fÁËÒRÕÑFEDERAL #21-9Ÿ ÑEÑW 9 9S 16E DÙCÍ-lËSÑÈÜT MONÙMEÑT BUTTE (W) 43-013-31396-00 UTU65207YËÁCÕÑÕÑFEDERAL #41-25Y ÑEÑE 219S 16E DÚCHEŠNE ÙT MONUMENT BUTTE (W) 43-013-31392-00 UTÙ64379LÑ6ÑÜMËÑÌFEDERÁL #31-6-9-16 ÑWÑË6 9S 16Ë DÜCHEŠÑË ÜT MÒNÜMEÑT BÜÏTÈ(Ñ) 43-0f3-ŠnÜZO ÜŸÜ74390UÑÕÑÜÑÏÈÑÌTËÕËÃÄGŠž-6-9-j6ŠWÑË6 ÖŠ 1ŠË DUCHÉŠÑE Ì MÕÑÜÑËÑÏBUÌÌE 4 i3 31ŠÖSÕ0 ÜÌÜÌÄi90Li?EONUMENT FEDERAL #42-6-9-16Y SE NW 6 9S 15E DUCHESNE UT MONUMENT BUTTE(W) 43-013-31645-00 UTU74390UÚlONUMENT FEDERAL

Ñ1-6-9-16¯
NENE 6 9S 16E DUCHESNE UÌ MONUMENÌBUTTE (W) 43-013-31718-00 UTU74390Li?ÏONUMENT FEDERAL #31-8-9-16 NW NE 8 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31721-00 UTUO20255t-RONUMENT FEDERAL Ñ1-8-9-16 NENE 8 9S 16E DUCHESNE UT MONUMEÑÌBU_TTE(W) 43-013-31619-00 UTUO20255L ifÏONUMENT FEDERAL #11-9-9-16 NW NW 9 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31618-00 UTUO20254eMONUMENT FEDERAL #33-6-9-56Y NW SE 6 9Šl6E DUCHESNE U_T_ MONUMENT BUTTE (W) 43-013-31589-00 UTU74390L MONUMENT FEDERAL #43-6-9-16Y NE SE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31644-00 UTU74390'MONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31720-00 UTU74390Ù ENÌËËDŠÑÃL 8-9-16 ÑŸÏÑE 189S 16E DUCHESNE ÜT MÒNÜMEÑÌBÜTTE (W) 43-013-31725-00 ÜÌÜÌ4390LMONUMENT FEDERAL #41-18Y E NE 189S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31646-00 UTU74390& ¾'ONUMENT FEDERAL #42-18Y SE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31724-00 UTU74390L.ÃÀÕÑÜÑEÑÌÏŠÕTÑÃÜÏŠ339-16 ÑÑÑËžfŠŠ ËË ÕÜÕÑËŠÑž ÜÌ MONUMENT BUTTE (W) 43-013-31726-00 UTU64379LÄÏl0ÑÜÑENÌFËDEÑÃL #1 ž2Y ÑŸÏÑW 229S iŠE DÙÕÑËŠÑË ÜÌ ÜOÑÜMEÑÌBÜTÌE (W) Ä3-Oi3J1Šl ÒÕ ÜŸÜ5ÃŠÌŠL-ifÏONUMENT FEDERAL#13-4-9-16 NW SW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31716-00 UTU73086LifÍONUMENT FEDERAL #14-4 SWSW 4 9S 16E DUCHESNE ÜÌ MONUMENT BUTTE (W)

ÃŠ¯6iŠÃiŠŠŠÃ0
ÙTU73ÒŠLÌQiÔNUMËÑÏTËÕŠÑÃChi22ž09-16 ŠËÑ¾ÏÕšŠ ÄË DUCHESNE ÜÌ MÕÑÜÑËÑÌËÜÏTË(W) ¿ãëiääiãëiëö JiúŠiÜi8ÏQTÕNUMENTFEDERAL #23-7-9-16 ÑESW ŠŠ 16E ÕÜÕÏÏËŠÑË ÜÌ ÑÕÑÜÑËÑZÜÌÌË ( Ä3NÏŠŠiŠŠÏ4ÕÕ ÜÌÜÏÃŠŠÕL-gÕÑÜ_Ü_EÑŸŸEÕEËÄL #2Ä-Ï7-96 ESW iÌ9S ŠË DÙÕÉŠÏÏ ÙÌ MONUMENT BUTTE (W) 43-013-31682-00 UTUS201819fONUMENT BUTTE #34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31715-00 UTU74389L WÕÑÜbÄËÑÌËEDERAL #33-10-9-16 ÑW SE 109S 15E DÙÕHEŠÑE ÜT MONÙMENT BUTTE (W) 43-013-31Ÿ2500 UTÜÌ210ÌUWö¯ÏÜ¯MËNÏ

BÜÌÌE #4Šd0-9-16 NE ŠE 109S 1ŠË DÜCHESÑE ÙT MONUMENT BUTTE (W) 43-013-31723-00 UTÜÝ2107UKÑÕÑÑËŸËËÕËÃÄL #1 9 SWSE 9 9S 19Ë UINTA UT PARIETTE BENCH 43-047 300Ì0-00 ÜÌÜŠ843Ë ËÈÕËÃÃÍ.#1 SWŠW 9 9S 19E UIÑTA UT PARIETTE BENCH 43-0452Ö01T-Ò0ÜÌÏÏÖŠfíÃ9

Page



United States Department of the Interior

% a, # BUREAU OF LAND MANAGEMENT
Vemal District Office
170 South 500 East Phone: (801) 7814400

IN REPLY REFER TO: Vemal, Utah 84078-2799 Fax: (801) 781-4410

3162.3
UTO8438

December 9, 1997

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Balcron Federal 21-25Y
NENW, Sec. 25, T9S, R16E
Lease U-64380
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submitted requesting a
change in operator for the referenced well. After a review by this office, the change in
operator request is approved. Effective immediately, inland Production Company is
responsible for all operations performed on the referenced well. All liability willnow fall under
your bond, BLM Bond No. UTOO56, for all operations conducted on the referenced well on the
leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or
Pat Sutton of this office at (435) 781-4400.

Howard 8. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy Company
Yates Petroleum



3/10/1997 05: 15 1-406-6 64 CRAZY MTN O&G PAGE 02

0 EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company



997 85: 15 1-406-6 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil &Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628.4165

To:

S oF UAaJh -

PROM. MollyConrad
CrazyMountain Oil &Gas Services
(406) 628-4164

PagesAttached - Including Coversheet

NOTE



O e
OPERATOR CHANGE WORKSHEET --

Attach all documentation received by the division regarding this change.

Initial each listed item when completed. Write N/A if item is not applicable. 4-VI O /

XH Change of Operator (well sold) . O Designationof Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed belowhas changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) Po Box 1446 (address) c/o CRAZY MTN O&G SVS

ROOSEVELT UT 84066 PO BOX 577
LAUREL MT 59044

Phone: (801)722-5103 Phone: (406)628-416

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: HENDEL FED. 1-9/GRRY API: 43-047-20011 Entity: 1310 S 9_ T 93 R _19E Lease: UO58149
Name: FEDERAL 24-3Y/GRRY API: 43-013-31397 Entity: 11493 S 3 T 95 RB Lease: U64381
Name: FEDERAL 21-25Y/GRRY API: 43-013-31394 Entity: 11530 S i T 99 RB Lease: U64380
Name: MONUMENT 14-3-9-17Y/GR API: 43-013-31535 Entity: 11857 S _3_ T 95 R y Lease: U64381
Name: NONUNENT22-20-9--16/GR API: 43-013-31681 Entity: 11961 S 2_Q_T 9S RR Lease: U52018
Name: MONUMENT 24-17-9-16/GR API: 43-013-31682 Entity: 11994 S 17 T 9S R 16E Lease: U52018
Name: API: Entity S T R Lease:

OPERATOR CHANGE DOCUMENTATION

e 1. (r649-8-10 Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). /2 104

e 2. (r649-8-10) S o thËrÌegÊdocumentationhas been received from the NEW operator (Attach to this
form). (j< / µ4

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

C 4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. /2-/547
7. Well file labels have been updated for each well listed above. /2-/5-Ÿ

8. Changes havebeen includedon the monthly "Operator,Address, and Account Changes" memo for distribution
to Trust Lands, Sovereiga Lands, UGS, TaxCommission, etc. (fp_ ¡s.49

C 9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
referenceduring routing and processingof the originaldocuments.

_ _ _ _ _ _ _

_-

- OVRR



e O *

OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/ Ifentity assignments were changed, attach copies of Form 6, Entity Action Form.

// 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures ofentity
changes.

ND VERIFICATIONN-EWEEpe

o

anOyNf

ease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

R 1. Copies of documents have been sent on to at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

l. All attachments to this form have been microfilmed. Today's date: NOS 1998

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FORik 3160-5 TED STATES FORM APPROVED
(June 1990) DEP MENT OF THE INTERIOR BudgetBureauNo. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-64380
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, AgreementDesignation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X oii Gas 8. Well Name and No.
Well | Well Other FEDERAL 21-25Y

9. API Well No.

2. Name of Operator 43-013-31394
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage,Sec.,T., R., m., or Survey Description)

0500 FNL 1980 FWL NE/NW Section 25, T09S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

D202012
NOY02 1998

DIV.0FOIL,GAS&MINING

14. I he byecertifytha d co t

f itle Manager, Regulatory Compliance Date 10/30/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the UnitedStatesany false, fictitious

or fradulent statements or representations as to any matter within its



' O O
Inland Production Company

Site Facility Diagram
Monunient Federal 21-25

NE/NW Sec. 25, TSS, 17E

Uintah County

Well Head Sept. 17, 1998

Gas Sales Meter - -- -
"'"

Pumping Unit

Site Security Plan is held at the
Roosevelt Office, Roosevelt Utah

Diked Section

Production Phase:

1) Valves 1, and 3 sealed closed

. ..... ... . 2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 2, 3, and 4 sealed closed
Production Tank Production ank 2) Valves 1 open

Draining Phase:

1) Valve 3 open

Legend
Water Tan

Emulsion Line ""

LoadLine ¯¯¯¯¯¯¯¯¯¯¯

Water Line - - - -

Gas Sales -



FORM 3160-5 'INITED STATES FORM APPROVED

(June 1990) DEPA JENT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: Mamh 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-64380
Do not use thisform for proposals to drill or todeepen or reentry a different reservoir. 6. If1ndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

| X Oil Gas 8. Well Name and No.

Well | Well Other FEDERAL 21-25Y

9. APl Well No.

2. Name of Operator 43-013-31394
INLAND PRODUCTION COMPANY lo. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0500 FNL 1980 FWL NE/NW Section 25, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones peninent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECERVE
NOV02 1998

DIV.0F0lL,GAS&MINING
14. I hereby certify that ing is tme and c et

Signed / / Title Manager, Regulatory Compliance Date 10/28/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the UnitedStates any false, fictitious

or fradulentstatements or representations as to any matter within its



InL.id Production Coi-pany
Site Facility Diagram

Federal 21-25Y

NEINW Sec. 25, T9S, 16E

Duchesne County

May 12, 1998

Pumping Unit
Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed

2) Valves 2 and 4 sealed open

Gas Sales MeterSales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open

Diked Section
Draining Phase:

1) Valve 3 open

Emulsion Line ··-···

Load Line

WaterLine -·-·- -·-··

Gas Sales



'% Unite9States Department of the erior

BUREAU OF LAND MANAGEMENT
. RKE Palot*

NCH 3 Utah State Office INgEWCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, DenverCO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie Seare



(70SL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 . 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189)(
05843 33992 65207 74398 77359 76331)(
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553- 77376X
017992 38428 66184 74411 77554 78560)C
018073 38429 66185 74805 78022 79485)(
019222 38431 66191 74806 79013 79641)(
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307)£
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 752Š8

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



O &CorporationsSection gE og Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the intemet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLESOF AMENDMENT the (fc Of the
TO E Sectintary

of 3tate ofTexas
ARTICLESOF INCORPORATION

OF ËPO2 $
INLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuant to the provisionsof Article 4.04 of the TexasBusinessCorporationAct (the
"TB0A"), the undersigned corporation adoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 -- Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

' "ART1,CLEONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,. upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WlTNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



O O ~

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
WALKER/SAND PASS 14-21R-4-l(REEN' 21 040S 010W 4301331069 14300 Fee NA P K
CODY FEDERAL 2-35 (REENTRY) 35 080S 150E 4301331525 11794 Federal OW P
MONUMENT BUTTE FED 14-25 25 080S 160E 4301331531 11805 Federal OW P
MONUMENT BUTTE FED 12-25 25 080S 160E 4301331554 11840 Federal OW P
MONUMENT BUTTE FED 10-25 25 080S 160E 4301331562 11874 Federal OW P
MONUMENT BUTTE FED 16-26 26 080S 160E 4301331517 11814 Federal OW P
MONUMENT BUTTE ST 14-36 36 080S 160E 4301331508 11774 State OW P
MONUMENT BUTTE ST 10-36 36 080S 160E 4301331551 11822 State OW P
MONUMENT BUTTE ST 2-36 36 080S 160E 4301331556 11855 State OW P
ASHLEY FEDERAL 10-23 23 0908 150E 4301331519 11775 Federal OW P
FEDERAL 41-10Y 10 090S 160E 4301331478 11764 Federal NA PA
FEDERAL 21-13Y 13 090S 160E 4301331400 11510 Federal OW P
NOVA 31-20 G NGC FEDERAL 20 090S 160E 4301331071 10185 Federal OW S
FEDERAL 41-21Y 21 090S 160E 4301331392 11505 Federal OW S
FEDERAL 21-25Y SS 0908 160E 4301331394 11530 Federal OW S
ALLEN FEDERAL 31-6G 06 090S 170E 4301331442 11642 Federal GW S
FEDERAL 41-18 18 090S 170E 4301331399 11536 Federal NA PA

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_2_FORM 4B.xls 4/19/2005 17
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_2 FORM_4B.xis 4/19/2005



RECEIVED: Nov. 16, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-64380 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 21-25Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0500 FNL 1980 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  New Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 11/09/2012. New intervals perforated, CP5 sands -
5483-5489' & 5494-5504' 3 JSPF. On 11/14/2012 Chris Jensen with

the State of Utah DOGM was contacted concerning the initial MIT on the
above listed well. On 11/15/2012 the casing was pressured up to 1440
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 120 psig during the
test. There was not an State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/16/2012

November 21, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 21-25Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0500 FNL 1980 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: NewPerforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/09/2012. New intervals perforated, CP5 sands - utah Division of
5483-5489' & 5494-5504' 3 JSPF. On 11/14/2012 Chris Jensen with oil, Gas and Mining

the State of Utah DOGM was contacted concerning the initial MIT on the Date: November 21, 2012
above listed well. On 11/15/2012 the casing was pressured up to 1440
psig and charted for 30 minutes with no pressure loss. The well was not sy: e
injecting during the test. The tubing pressure was 120 psig during the
test. There was not an State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/16/2012

RECEIVED: Nov. 16,



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date)¡ i wi2oit Time Ûoa m

Test Conducted by: y go,.x
Others Present:

Well: T- C / -39-94 Field: A~--+ ß<th
.

Well Location: NG v sa-27-ns *V API No: C/3 - ol3 - 939y

Tim_e_ Casinq Pressure

0 min " psig

5 / ŸVa psig

10 / N psig

15 / Vyo psig

20 / ¥ ¥o psig

25 /qqu psig

30 min Ál¥ç psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: /2> psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: (a



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000

Og¿
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RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundrv

FEDERAL 21-25Y-9-16
9/1/2012 To 1/30/2013

11/6/2012 Day: 1 Conversion

WWS #7 on 11/6/2012 - MIRU. Press test Tbg. POOH W/ Rods - Wait For Hot Oiler to Return.
- Flush Rods W/ 20 bbls POOH & LD 38 3/4" 4per, flush rods w/ 30 bbls LD 24 3/4" 4per. PU
Polish Rods CWI - Road Rig MIRU Perp to pull Rods. - RU Hot Oiler pump 60 bbls down Csg.
800psi. - Bleed down Tbg unseat pump flush rods W/ 60 bbls @ 900 psi to 500 psi. Sfot Seat
Pump Press test Tbg To 3000 psi. Good Test. - Crew travel Safety Meeting. JSA. - LD 1-1/4 X
16" Polish rod 3/4 X $' Pony Rod, 5 slick 3/4 rods, 38 3/4" 4per
Daily Cost: $0
Cumulative Cost: $8,465

11/7/2012 Day: 2 Conversion

WWS #7 on 11/7/2012 - Finish POOH W/ Rods. ND WH NU BOPs.Release TAC TIH W/ 20 Jts
Tag Fill @ 5448' Clean Out W/ NC to 5540' TOOH W/ Tbg Breaking & Doping collars. - TOOH
Breaking & Green doping Connections. W/ 54 jts 2-7/8 J-55 tbg. Flush Tbg 1 time W/ 30 BBls
CWI - Flush Tbg W/ 30 bbls. ND WH NU BOPs. Release TAC. PU & TIH W/ 20 jts 2-7/8 tbg Tag
fill @ 5448' RU Pump Rev Circulate Wash Down To cement Top @ 5540' circulate Well Clean. -

Finish POOH & LD Rods & Pump 60 3/4 slick, 21 3/4" 4per, 6 1" 4per. - Crew Travel. Safety
meeting. JSA - Flush Rods w/ 130 bbls
Daily Cost: $0
Cumulative Cost: $15,935

11/8/2012 Day: 3 Conversion

WWS #7 on 11/8/2012 - Finish TOOH W/ Tbg. Perforate. TIH W/ Pkr & N-80 Tbg. NU Frac
Valve. - RU Extreme RIH W/ 4-3/4 Gauge Ring To 5584' PU RIH W/ 3-1/2 csg guns 3 SPF &
Perforate the CP5 sands @ 5494-04, 5483-89' 48 Total Shots. POOH RD WL - Flush Tbg W/ 60
bbls. Cont To TOOH W/ Tbg Breaking & Green Doping Conections W/ 64 Jts 2-7/8 J-55 Tbg LD
37 Jts, TAC, 1 jt, PSN, 1 jt, NC. - Flush Tbg W/ 60 bbls. Cont To TOOH W/ Tbg Breaking &
Green Doping Conections W/ 64 Jts 2-7/8 J-55 Tbg LD 37 Jts, TAC, 1 jt, PSN, 1 jt, NC. - Crew
Travel. Safety meeting. JSA. - Crew Travel. Safety meeting. JSA. - RU Extreme RIH W/ 4-3/4
Gauge Ring To 5584' PU RIH W/ 3-1/2 csg guns 3 SPF & Perforate the CP5 sands @ 5494-04,
5483-89' 48 Total Shots. POOH RD WL - PU & TIH W/ HD PKR, 172 jts 2-7/8" N-80 tbg. NU
Frac Valve. PKR @ 5446'. Ready to Frac in AM - Crew travel Safety Meeting . JSA. - Crew
travel Safety Meeting . JSA. - RU Baker Hughes. Safety meeting JSA. Press test Lines to
8500psi Break down CP-5 Sands @ 4299psi W/ 3.5 bbis @ 1.5 BPM. Pump 6bbls 15% HCL
Pump 92 bbls Fresh water To get Rate Pump 29 bbls to get Xlink pump 79 bb\s 1# to 2#
(Ramped) 20/40 white sand Pump 125 bbis 2# To 3# 20/40 white sand (Ramped) pump 32.7
bbls fresh water flush. ISIP 1841 psi. FG .77, Max press 5492 psi, Avg press 4901 psi, Max
rate 20.2 BPM, Avg Rate 19.2 BPM. 20,553 3 20/40 White Sand In Formation. 365 total bbls
pumped. - RU Baker Hughes. Safety meeting JSA. Press test Lines to 8500psi Break down CP-
5 Sands @ 4299psi W/ 3.5 bbis @ 1.5 BPM. Pump 6bbls 15% HCL Pump 92 bbls Fresh water
To get Rate Pump 29 bbis to get Xlink pump 79 bbls 1# to 2# (Ramped) 20/40 white sand
Pump 125 bbls 2# To 3# 20/40 white sand (Ramped) pump 32.7 bbls fresh water flush. ISIP
1841 psi. FG .77, Max press 5492 psi, Avg press 4901 psi, Max rate 20.2 BPM, Avg Rate 19.2
BPM. 20,553 3 20/40 White Sand In Formation. 365 total bbls pumped. - Flow Back Well 300
bbis total. Release PKR RIH To PBTD @ 5584' Circulate hole Clean 1 Hr. - Flow Back Well 300

http://www.inewfld.com/denver/SumActRpt.asp?RC=152009&API=4301331394&MinD...



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000
Summary Rig Activity Page 2 of 2

bbis total. Release PKR RIH To PBTD @ 5584' Circulate hole Clean 1 Hr. - POOH & LD 172 jts
2-7/8 N-80 tbg & HD PKR - POOH & LD 172 jts 2-7/8 N-80 tbg & HD PKR - PU & RIH W/ 2-7/8
re-entry guide, 2-3/8 X/N nipple w/ 1.875 profile, 4' tbg sub, 2-3/8 X 2-7/8 X/over, 5-1/2 AS-

1X. On-off tool,2-7/8 SN, 60 jts Tbg CWI - PU & RIH W/ 2-7/8 re-entry guide, 2-3/8 X/N
nipple w/ 1.875 profile, 4' tbg sub, 2-3/8 X 2-7/8 X/over, 5-1/2 AS-1X. On-off tool,2-7/8 SN,
60 jts Tbg CWI - PU & TIH W/ HD PKR, 172 jts 2-7/8" N-80 tbg. NU Frac Valve. PKR @ 5446'.
Ready to Frac in AM
Daily Cost: $0
Cumulative Cost: $27,830

11/12/2012 Day: 5 Conversion

WWS #7 on 11/12/2012 - Finish RIH W/ Tbg. Press test Tbg. Set PKR Press test CSG.NU
Injection Tree - Cont TIH W/ 58 Jts Tbg (118 total) Pump 15 BBls Drop SV press test Tbg To
3000psi W/ 15 BBls. Test 2 hrs Good Test. RU - RU Swab RIH Retrive SV Mix PKR Fuild. W/ 60
BBIs Fresh water Circulate 50 BBis Down Csg. ND BOPs. Set PKR @ 3645', SN @ 3639, XN @
3654', EOT @ 3655'. NU Injection tree & Land tbg W/ 16000# tension. - Presss test Csg
1500psi 1 hrs (good test). Ready For MIT. - To Windy to Rig Down. - Crew travel. Safety
meeting. JSA.
Daily Cost: $0
Cumulative Cost: $91,956

11/15/2012 Day: 6 Conversion

Rigless on 11/15/2012 - Conduct initial MIT - On 11/14/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/15/2012
the casing was pressured up to 1440 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 120 psig during the test.
There was not a State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $180,790

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152009&API=4301331394&MinD...



RECEIVED: Dec. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-64380 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 21-25Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0500 FNL 1980 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

12/14 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:30 PM on
12/14/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 12/19/2012

January 16, 2013

Sundry Number: 33211 API Well Number: 43013313940000Sundry Number: 33211 API Well Number: 43013313940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 21-25Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0500 FNL 1980 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/14/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
12/14/20 12. utah Division of

Oil, Gas and Mining

Date: January 16, 2013

sy:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 12/19/2012

RECEIVED: Dec. 19,



Form 3160-3 sURMIT IN CATE• Form approved.

s*(November 1983) (other lustructions on Budget Bureau No. 1004-0136

(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAls NO.

BUREAU OF LAND MANAGEMENT .

U-64380

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK O.17INDIAN,ALLOTTEROR28185NAME

n/a
la. Tres or woaK

DRILL DEEPENO PLUG BACK O 'l. UNIT AORMEMENT NAME

b. Trraorwar.x,
. R/a

°w'.LLL GASM,
OTHER

NNELE MOUNLTIKE 6. FARM OR I;EABS NAME

2. NAME 07 OPERATon 1 * Bal CTOn Federalf . OC1T DL
EQUITABLERESOURCESENERGYCOMPANY = Lik II IIL 9.WEI,1.NO.

3. ADDRESS OF OFERATOR
#21-25Y

P.O. Box 2101T; Billings, MT 59104 (Rale.ron nil Division)
io. r2=co ano room, on wievex2

4. LOCATION OF WELL (RepOrt 10cation clearly and in accordance with any State requirements-*) MODUment Butte/Green RiVer
At surface

NE NWMIERf Section 25, T9S, R16E 198.4' FNL, 2302.2' FWL 11. a.NCD
8

ORBLA

At proposed prod. sone
Sect.ion 25,T93, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY 08 PARISH 13. BTATE

Approximately 15 miles SWof Myton, Utah Duchesne UTAH
10, DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN Lr.ABE 17. NO. Or ACRES ASSIGNED

LOCATION TO NEAREST TO TIIIB WELL

PROPERTY OB LEASM LINE, FT.
(Also to nearest drig. unit line, if any)

•

18. DISTANCE PROM PROPOSED LOCATION* 19. PROPOSED DEPTil 20. notARI on cABLa TooLa

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS IRABE•"· f¥.9Ak' 5650 ' Rotary

$1. ElavATIotts (Show whether DF, RT, GR, etc.) 22. APPROz. DATE WORK W2LL START*

GL 5684.9' IJurie 1, 1993
23. PROPOSED CASING AND CEMENTING PROGRAM

BIEE OF HOLE BIZE OF CASING WEIGHT PER FOOT BETTING DEPTII QUANTITT OF CEMENT

EXHIBITS ATTACHED AY2 0 99)
"A" PROPOSEDDRILLING PROGRAM "H" B0PE SCHEMATIC .

"B" PROPOSEDSURFACEUSE PROGRAM "I" RIG LAYOUT
"C" GEOLOGICPROGNOSIS "J" EXISTING ROADS(Ma¡ Á .

"D" DRILLING PROGRAM/CASINGDESIGN "K" PLANNEDACCESS (Map B)
"E" EVIDENCEOF BONDCOVERAGE "L" EXISTING WELLS(Map C)
"F" ARCHEOLOGYREPORT "M" CUT & FILL DIAGRAM
"G" SURVEYPLAT

.SElFCERTIFICATION:I herebycertify that I amauthorized, by proper lease interest owner,to conductthese
operationsassociated with the application. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being providedby Equitable Resources EnergyCompanyas principal and Safeco Insurance Ccupanyof kerica as
surety underBU4BondNo. Mr0576 (NationwideOil &Gas Bond#5547188)whowill be responsible for ccupliance
withall of the tennsandconditions of that portion of the lease associated with this application.
IN ABOVE SPACE DESCRIBE PROPOSED PROGRAbt : It proposal is to deepen or plug back, give data on present productive zone and proposed new productive

sone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

.
Coordinator of Environmental

SIGNEDI TITLE and Re ulator Affairs †‡3

(This space to Federal or State oflice tsae)

PERiflT WO APPROVAL DATE

DATE
APPROVED BY TITLE

CONDITIONS OF APPROVAL, IF ANY:

WELL SP :

*SeeinstructionsOn ReverseSide
TMo 1" " E 7

. Section 1001, makes it a crime for any person knowirn•ly and willfu1tv to make to any department or agency / the
Unita .·,es uny false. fictitiour. or frau ant state nts or reprro•ntations nr to any matter within its



T9S, R16E,S L.B.& M. EQUITABLERESOURCESENERGYCO.
BASISOF BEARING N 89°51' W' (GLO) WELLLOCATION,BALCRONFEDERAL#21-25Y,

xx s i LOCATEDAS SHOWNINTHENE 1/4 NW1/4" OF SECTION25, T9S, R16E,S.L.B.& M,
2302.2' '198.4. DUCHESNECOUNTYUTAH.

I
I

BALCRONFEDERAL#21-25Y
WELLLOCATION
ELEVUNGRADED
GROUND5684.9°

', N
I I

CD I I
I I

25
THISIS TOCERTIFYTHATTHEABOVEPLATWAS
PREPAREDFROMFIELDNO CTUALSURVEYS
MADEBY MEORUND ANDTHAT
THESAMEARETR BESTOF
MYKNOWLEDGEA

REGTER$ ANDÈfRVEY0A
REGI RA No. 3154
STAT F ST

••sae**

TR\ STATELANDSU CONSULTING
38 EAST100 NORTH.VERNAL,UTAH84078

N 89°52' W (GLO) (801) 781-2501
SCALE: 1" = 1000' ""**EYE B SS JC
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BASISOFELEV;U.S.G.S.7-1/2 min OUAD(MYTONSE) NOTES: FILEy



EXHIBIT "A"
' Proposed Drilling Program

Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Federal #21-25Y
NE NW Section 25-T9S-R16E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C)

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well
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EXHIBI "A"
Proposed Drilling Program
Page 2

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following two attachments:

Drilling Program/Casing Design (EXHIBIT "D")
Geologic Prognosis (EXHIBIT "C")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon as the
BLM approves this APD.

b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BIld District Office within 30 days following
completion of the well for



O O exsis

Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
BALCRON OIL DIVISION

BALCRON FEDERAL #21-25Y

NE NW Section 25, T9S, R16E
DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A. The proposed well site is staked and four reference
stakes are present. 150'& 200' South and 200' & 250' East

B. The Federal #21-25Y is located approximately 15 miles
Southwesterly of Myton Utah, in the NE1/4 NW1/4 Section
25, T9S, R16E, SLB&M, Duchesne County, Utah. To reach the
21-25Y, proceed West from Myton, Utah along U.S. Highway

40 for 1.6 miles to the junction of this highway and Sand

Wash road; Proceed South along the Sand Wash road
approximately 11.4 miles to an intersection with the
Pariette Bench road, turn right and continue 2.7 miles to
road intersection; turn left and proceed 1.6 miles to
proposed access road sign. Follow flags 700 feet to
location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to map "B".

E. The existing roads will be maintained in the same or
better condition as existed prior to the commencement of
operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B" (shown in GREEN)

Approximately 700 feet of new road construction will be
required for access to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-

foot road running surface, crowned & ditched and/or sloped
and dipped.
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B. Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

C. Maximum grade - 8%

D. Turnouts - no turnouts will be required on this access
road.

E. Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

F. Culverts, cuts and fills - no culverts will be required.
There are no major cuts and/or fills on/along the proposed
access road route.

G. Surface materials - all construction materials will be
native material taken from onsite.

H. Gates, cattleguards or fence cuts - none required.

I. Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
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will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J. The proposed access road has been centerline flagged.

K. If a right-of-way is required please consider this APD
the application for said right-of-way.

3. Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

A. Water wells - none known.
B. Abandoned wells - see Map "C"
C. Temporarily abandoned wells - none known.
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - see Map "C".
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A. Existing

1. Tank batteries - see Map "C".
2. Production facilities - see Map "C".
3. Oil gathering lines - none.
4. Gas gathering lines - see Map "C".

B. New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout will be
submitted to the Authorized Officer via "Sundry Notice"
(Form 3160-5) for approval of subsequent installation
operations.

3. Production facilities will be accommodated on the
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existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be imperyious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12' and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be .confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

5. Location and Type of Water Supply

A. Water to be used for the drilling of these wells will be
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hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah.

B. No water well will be drilled on this location.

6. Source of Construction Materials

A. No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling
operations and pipeline construction is needed.

B. .All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction material for these location sites and
access .roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

C. All surface disturbance area is on B.L.M. lands.

D. There are no trees on this location.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve
pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within ninety (90) days
after termination of drilling and completion activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.

The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.
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C. Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with NTL-
2B, an application for approval of a permanent disposal
method and location, along with the required water
analysis, shall be submitted for the Authorized Officer's
approval. Failure to file an application within the time
frame allowed will be considered an incidence of
noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

G. The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

8. Ancillary Facilities:

None anticipated.

9. Wellsite Layout:
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A. Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles.

B. Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There will be three (3)
trailers on location during drilling operation.

C. A diagram showing the proposed production facility layout
will be submitted to the Authorized Officer via Sundry
Notice (Form 3160-5) for approval of subsequent
operations.

D. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid. The flare pit will be
located downwind of the prevailing wind between corner #5
and corner #6. Access will be from the West near corner
#3. Corner #2 and corner #8 will be rounded off to avoid a
rock ledge and a natural drainage.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

E. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
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fencing will be maintained until the pit is backfilled.

F. Any hydrocarbons on the pit wiil be removed from the pit
as soon as possible after drilling operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. If a plastic reinforced pit liner is used, it shall be
torn and perforated before backfilling of the reserve
pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
Energy Company will, restore the access road and
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location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or dished prior to
seeding.· Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, then roller
packing following the natural contours. Seed will be
drilled on contours at a depth no greater than one-half
inch (1/2"). In areas that cannot be drilled, seed
will be broadcast at double the seeding rate and
harrowed into soil. Certified seed will be used
whenever available.

Fall seeding will be completed after September 1 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed
surfaces will be reseeded with the following seed
mixture:

Pure Live Seed (PLS)
lbs./acre Seed Mix

1 Forage Kochia (Kochia prostrata)
5 Ephriam Crested Wheatgrass

(Agropyron cristatum Ephriam)
4 Russian Wildrye (Elymus junceus)
2 Fourwing Saltbush

(Atriplex canescens)

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 1 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B. Dry Hole/Abandoned Location
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1. On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(a) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
the time of abandonment.

2. All disturbed surfaces will be recontoured to the
approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Management
Vernal District Office

Vernal, Utah

12. Other Information:

A. Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 12 miles South of Myton
Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.
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The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.

The topsoils in the area range from a sandy clay (SM-ML)

type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 13 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion. gg & *Ë

y

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment basin will be constructed according to
BLM specifications approximately 100 feet NE of
location corner #6 where flagged.

13. Lessee's or Operator's Representative:
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4. There are no reported restrictions or reservations

noted on the oil and gas lease.

5. A silt catchment basin will be constructed according to
BLM specifications approximately 100 feet NE of
location corner #6 where flagged.

13. Lessee's or Operator's Representative:

Balcron Oil
a division of Equitable Resources Energy Company
1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406)259-7860
FAX: (406)245-1361

Dave McCoskery, Drilling Engineer Home (406)248-3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron Oil, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Date Bobbie Schuman
Coordinator of Enviromental

and Regulatory Affairs
BALCRON OIL division of

Equitable Resources Energy
Company

Page
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Equitable Resources Energy Company
Balcron Oil Division

DRILLING PROGRAM

WELL NAME: Balcron Federal 21-25Y PROSPECT/FIELD: Monument Butte
LOCATION: NE NW Sec.25 Twn.98 Rge.16E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: 5650

HOLE SIZE INTERVAL

12 1/4" O to 260'
7 7/8" 260 to 5650'

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 #|Ft J-55

Production Casing 0 5650 5 1/2" 15.50#|Ft J-55

(All Casing will be new, ST&C)

CEMENT PROGRAM

Surface 150 sacks 75% Class "G" 25% Poz with 2% CaCl and
1/4 #|Sk Flocele.
( Cement will be circulated td surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.
( Top of cement will be 2000')

PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD

TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 260 N.A. N.A. N.A.
Air/Air Mist|KCl Water 260 T.D. 8.7-8.9 N.A. N.A.

Drilling will be with air from surface to as deep as hole conditions
allow. 2% KC1 fluid will be used for the remainder of the hole.

COMMENTS

1.) No cores or DST's are planned.
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BALCRON OIL CO.

Operator: BALCRON OIL Well Name: Balcron Fed. 21-25Y

Project ID: Location: Monument Butte, Utah

Design Parameters: Design Factors:
Mud weight ,( 8.90 ppg) : 0.462 psi/ft Collapse : 1.125

Shut in surface pressure : 2047 psi Burst : 1.00

Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annuter gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (B)

Service rating is "Sweet" Overpult : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)

1 5, 650 5-1/2" 15.50 J-55 ST&C 5, 650 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2612 4040 1.547 2612 4810 1.84 87.58 202 2.31 J

Prepared by : McCoskery, Billings, MT
Date : 05-17-1993
Remarks :

Minimum segment length for the 5,650 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,612 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star steet recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. -Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version
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TAXE-

.\ United States Departrnent of the Interior EUR
11UREAU OF LAND AIANAGEhtliNT anammma m

MONTANA STATE OFFICli
222 NORTil 32ND STREET INIw.Pt.YTO:

P.O. 110X 36800 HTM 12619-A et al
llII.I.lNCS, híONTANA 59107-GS60 BLM BOMD NO. MTOS76

(922.31)
April 25, 1989

MOT I CE

Equitable Resources Energy Company
P. O. Box 21017 OIL AND GAS
Billings, Montana 59104

CORPORATE MERGER RECOGMIZED
RIDER TO MATÏOUWIDE BOND ACCEPTED

Acceptable evidence has been filed in this office concerning the merger
of Baleron Oil Company into Equitable Resources Energy Company, the
surviving corporation. Information provided shows that Balcron Oil
Company merged into Equitable Resources Energy Company, changing the
former entity's name to Balcron Oil, a Division of Equitable Resources
Energy Company. Please note that Divisions cannot hold leases,
therefore, after consultation with Balcron 011, this office is
recognizing only the merger action.

A rider was filed on April 20, 1989, to be made a part of $150,000
Nationwide Oil and Gas Bond No. 5547188 (BLE Bond No. MTOS76) with
Balcron Oil Company as principal and Safeco Insucance Company of America
as surety. By means of this rider, the surety consents to changing the
name on the bond from Balcron Oil Company to Equitable Resources Energy
Company. The rider is accepted effective April 20, 1989.

For our purposes, the merger is recognized effective April 20, 1989.

The oil and gas lease files and communitization agreement files
identified on the enclosed Exhibit A have been noted as to the meeger.
Other lease interests wL11 be transferred by.assignments from Ballard & '

Cronoble to Equitable Resources Energy Compan .

Cyt la L. Embretson, Chief
F ds Adjudication Section

1 Enclosure .
1-Exhibit A

cc: (w/encl.)
AF_S Denver (1)
All DMs (1 ea.)
BMO Section (1)
gggional Forester, Lakewood (2)
Regi..onal Forester, Missoula (2)
Bureau of Reclamation
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EXHIBIT "E" Page 2 of 4
-I BOND NO. 5547188

Fonn 3104-8 UNITED STATES
(July 1984)

.
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT -

STATE, NATIONWIDE,OR NATIONAL PETROLEUM RESERYE
IN ALASKA01L AND GAS BOND .

Act o/ February 25, 1920 (30 U.S.C. Sec. 181)
Act of August 7, 1947 (30 U.S.C. Sec.- 351) - -

- Department of the Interior Appropriations Act, Fiscal Year 1981 (P.L. 96-114)
.,,

4

Other Oil and Gas Leasing Authorities as^Þplicable .
"/tilin,ant

KNoW ALLMEN BY THESE PRESENTs,Thatwe
BALCRON OIL COMPANY

of 1601 Lewis Avenue, Billings, MT 59104

as principal, and
SAFECO INSURANCE COMPANY OF AMERICA

of 111 Presidential Blvd., Suite 23Í, Bala Cynwyd, PA 19004

as surety, are held and firmly bound unto the-United States of·America in the sum of ONE HUNDRED FIFTY
· THOUSAND AND 0 0/10 0 ----------·-------·- dollars (S 15 0 , OO0 . 0 0 ), in lawful money

of the United States, which sum may be increased or decreased by a rider hereto executed in the same manner as this bond, for
the use and benefit of (1) the United States; (2) the owner of any of the land subject to the coverage of this bond, who has -a-

statutory.right to compensation in connection with a reservation of the oil and gas deposits to the United States; and (3) any

lessee or permitiee under a lease or permit issued by the United States prior to the issuance of an oil and gas lease for the

same land subject to this bond, covering the use of the surface or the prospecting for, or development of, other mineral deposits
In any portion of such land, to be paid to the United States. For such payment, well and truly to be made, we bind ourselves,

and each of our heirs, executors, administrators, and successors, jointly and severally.

The coverage of this bond shall extend to all of the principal's holdings of federal oil and gas leases in the United States,
including Alaska, issued or acquired under the Acts cited in Schedule A.

(¯]
.The coverage of this bond extends only to the principal's holdings of federal oil and gas leases issued or acquired under

the Acts cited and in the States named in Schedule A and to any other State or States that may be named in a rider attached

hereto by the lessor with the consent of the surety.

O The coverage of this bond extends only·to the principal's holdings of federal oil and gas leases within the NationalPetro-
leum Reserve in A.laska.

SCHEDULE A
Mineral Leasing Act of February 25, 1920 (30 U.S.C. Sec. 181), Acquired Lands Leasing Act of August 7, 1947 (30 U.S,C. Sec. 351), and

other oli and gas leasing authorities as applicable.

NAMES OF STATES

ALL STATES

The conditions of the foregoing obligations are such that, tract, removë, and dispose of oil and gas deposits in or

whereas the said principal has an interest in oil and gas under the lands covered by the leases, operating agreements

leases issued under the Acts cited in this bond: (1) as , or designations and is obligated to comply with certain

lessee; (2) as, the approved holder of operating rights in covenants and agreements set forth in such instruments; and

all or part of the lands covered by such leases under operat-
ing agreements with the lessees; or (3) as designated oper-
ator or agent under such leases pending approval of an
assignment or operating agreement; and WHEREAs the principal and surety agree that without notice

to the surety the coverage of this bond, in addition to the
present holdings of the principal, shall extend to and

WHEREAs the p:°ncipal is authorized to drill for, mine,ex- include:
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EXHIBIT "E" Pa e 3 of 4
SURETY RIDER FECOINSURANCE COMPA YOFAMERICA

GENERAL INSURANCE COMPANY OF AMERICA
FIAST NATIONAL INSURANCE COMPANY

SAFECO OF AMERICA
HOME OFFICE: SAFECO PLAZA

SEATTLE, WASHINGTON 98185

To be attached to and form a part of

Type of Rond, Nationwide Oil and Gas Lease Bond

BondNo. 5547188 (BLM Bond No. MTO576)

9/8/88dated effective
(MONTH. DAY,YEAR)

everuted by BALCRON OIL COMPANY as Principal
(PRINCIPAL)

and by SAFECO INSURANCE COMPANY OF AIERICA as Surety
(SURETY)

in favor of UNITED STATES DEPARTMENT OF THE INTERIOR, BUREAU OF LAND ..

(OBLIGEE) MANAGEMENT

In consideration of the mutual agreements herein contained the Principal and the Surety hereby consent to changing

The name of the Principal

From BALCRON OIL COMPANY

Tn. EQUITABLE RESOURCES ENE.RGY COMPANY

Nothing herein contained shall vary, alter or extend any provision or condition of this bond except as herein expressly stated.

This rider h: effective
(MONTH, DAY,YEAR)

Signed and Sealed
(MONTH, DAY,YEAR)

E UITABLE RESOURCES ENERGY COMPANY
PRINCIPAL

R¿ o.tge Voi ATTORNEY-IN·FACT ·

.¾441017 i /M PRINT(
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OWER FECO INSURANCE COMPANY OF AMbHICA

ENERAL INSURANCE COMPANY OF AMERICA
OF ATTORNEY HOME OFFICE: SAFECO PLA2A

SEATTLE,WASHINGTON 98185 •

SAPECO EXHIBIT "E" Page 4 of 4
3798

No.

KNOW ALL BY THESE PRESENTS:

That SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY OF AMERICA,each

a Washington corporation, does each hereby appoint

------------THOMAS L. VEHAR; R. GEORGE VOINCHET, Pittsbu,rgh, Pennsylvania------------

its true and lawful attorney(s)-in-fact, with full authority to execute on its behalf fidelity and surety bonds or undertakings

and other documents of a similar character issued in the course of its business, and to bind the respective company thereby.

IN WITNESS WHEREOF, SAFECO INSURANCE COMPANY OF AMERICA and GENERAL INSURANCE COMPANY

OF AMERICA have each executed and attested these presents

this Ath day of September
, 19 87

.

CERTIFICATE

Extract from the By-Laws of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA:

"Article V, Section 13. -- FIDELITY AND SURETY BONDS . . . the President, any Vice President, the Secretary, and any .

Assistant Vice President appointed for that purpose by the officer in charge of surety operations, shall each have authority

to appoint individuals as attorneys-in-fact or under other appropriate titles with authority to execute on behalf of the

company fidelity and surety bonds and other documents of similar character Issued by the company in the course of its

business ... On any Instrument making or evidencing such appointment, the signatures may be affixed by facsimile. On any

instrument conferring such authority or on any bond or undertaking of the company, the seal, or a facsimile thereof, may be

impressed or affixed or in any other manner reproduced; provided, however, that the seal shall not be necessary to the

validity of any such.instrument or undertaking."

Extract from a Resolution of the Board of Directors of SAFECO INSURANCE COMPANY OF AMERICA

and of GENERAL INSURANCE COMPANY OF AMERICA adopted July 28, 1970.

"On any certificate executed by the Secretary or an assistant secretary of the Company setting out,

(1) The provisions of Article V, Section 13 of the By-Laws, and
(ii) A copy of the power-of-attorney appointment, executed pursuant thereto, and

(iii) Certifying that said power-of-attorney appointment is in full force and effect,

the signature of the certifying officer may be by facsimile, and the seal of the Company may be a facsimile thereof."

1, Bob A. Dickey, Secretary of SAFECO 1NSURANCE COMPANY OF AMERICA and of GENERAL INSURANCE

ÇOMPANY OF AMERICA, do hereby certify that the foregoing extracts of the By-Laws and of a Resolution of the Board of

Directors of these corporations, and of a Power of Attorney issued pursuant thereto, are true and correct, and that both the

By-Laws, the Resolution and the Power of Attorney are still in full force and effect.

IN WITNESS WHEREOF, I have hereunto set my hand and affixed the facsimile seal of said corporation

this day of r
, , 19 'O

S-9'I4 RIO 3/86 PRINTED IN



EXHIlšIT "F"

ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION

P. O. Box 853 Bountiful, Utah 84011-0853
Tel: (801) 292-7061, 292-9668

May 6, 1993

Subject: CULTURAL RESOURCE EVALUATION OF NINE PROPOSED
WELL LOCATIONS IN THE CASTLE PEAK DRAW LOCALITY OF
DUCHESNE AND UINTAH COUNTIES, UTAH

Project: Balcron Oil Company -- 1993 Development Program for the
Monument Butte Lease Area Units: 41-18, 14-8, 21-13Y, 21-25Y,
41-21Y, 21-9, 44-14Y, 24-3Y, and 22-10Y

Project No.: BLCR-93-1

Permit No.: Dept. of Interior -- UT-92-54937

Utah State No.: UT-93-AF-158b

To: Ms. Ms. Bobbie Schuman, Balcron Oil Company, P.O. Box 21017, Billings,
Montana 59104

Mr. David Little, District Manager, Bureau of Land Management, 170 South 500
East, Vernal, Utah 8407&

Info: Antiquities Section, Division of State History, 34QRio Grande, Salt Lake City,
Utah
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CULTURAL RESOURCE EVALUATION

OF NINE PROPOSED WELL LOCATIONS IN THE

CASTLE PEAK DRAW LOCAL I TY

OF DUCHESNE AND UINTAH COUNTIES, UTAH

Report Prepared for BALCRON OIL COMPANY

Dept. of Interior Permit No.: UT-92-54937

AERC Project 1373 (BLCR-93-1)

Utah State Project No.: UT-93-AF-158b

Principal Investigator: F. Richard Hauck, Ph.D.
Author of Report: Glade Hadden

ARCHEOLOGICAL-ENVIRONMENTAL RESEARCH
CORPORATION (AERC)

181 North 200 West, Suite 5
P.O. Box 853

Bountiful, Utah 84011-0853

May 6,
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ABSTRACT

Intensive cultural resource evaluations have been conducted for Balcron Oil Company of
seven proposed well locations on federal lands in the Castle Peak Draw locality of Duchesne and
Uintah Counties, Utah. The examinations of these nine locations involved a total of 119.1 acres
of which 29.1 acres (4 miles) includes eight separate access routes associated with Units 41-18,

14-8, 21-13Y, 21-25Y, 41-21Y, 21-9, 44-14Y and 24-3Y. The remaining 90 acres involves ten
acre parcels at all nine of the proposed Units (41-18, 14-8, 21-13Y, 21-25Y, 41,21Y, 21-9, 44-

14Y, 24-3Y and 22-10Y). These evaluations were conducted on May 3 and 4, 1993 by
archaeologist Glade Hadden under the supervisionof F. Richard Hauck.

No previously recorded significant or National Register eligible cultural resources will
be adversely affectedby the proposed developments.

One newly identified cultural resource activity locus was evaluated and recorded during
the examinations. This site (42UN 2062) consists of a non-significant lithic scatter associated
with proposed Unit 44-14Y.

AERC recommends project clearance based on adherence to the stipulations noted in the
final sectionof this report.
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GENERALINFORMATION

On May 3 and 4. 1993, archaeologist Glade Hadden acting under the supervision of F.R.

Hauck, conducted intensive cultural resource evaluations for Balcron Oil Company of Billings,
Montana. These examinations involved nine separate well locations (41-18, 14-8, 21-13Y, 21-

25Y, 41-21Y, 21.-9, 44-14Y, 24-3Y and 22-10Y) and eight linear access route evaluations
totaling 4 miles associated with Units 41-18, 14-8, 21-13Y, 21-25Y, 41-21Y, 21-9, 44-14Y and
24-3Y. This project area is situated in the Castle Peak Draw locality of Duchesne and Uintah

Counties, Utah.

This project is situated on federal lands administered by the Diamond Mountain Resource

Area of the Vernal District of the Bureau of Land Management.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed development of these well locations requires an

archaeological evaluation in compliance with the Antiquities Act of 1906, the Reservoir Salvage

Act of 1960-as amended by P.L. 93-291, Section 106 of the National Historic Preservation Act

of 1966-as amended, the National Environmental Policy Act of 1969, the Federal Land Policy
and Management Act of 1979, the Archaeological Resources Protection Act of 1979, the Native
American Religious Freedom Act of 1978, the Historic Preservation Act of 1980, and Executive
Order 11593.

In addition to documentingcultural identity and significance, mitigation recommendations

relative to the preservation of cultural data and materials can be directed to the Vernal District

Office of the Bureau of Land Management relative to the locations on public lands, and to the
Antiquities Section of the Utah State Division of History. This work was done under U.S.
Department of Interior Permit for Utah UT-92-54937 which expires on January 31, 1994.

The nine evaluated well locations included nine 10 acre parcel evaluations for a total of
90 acres. A series of 15 to 20 meter-wide survey transects were walked within the 60 foot-wide

corridors associated with the eight access routes covering a total distance of 4 miles or some 29.1
acres. A total of 119.1 acres were examined during this inventory.

Pro.iect Location

The project location is in the Vernal District of the Bureau of Land Management. It is
situated on the Myton SE, Myton SW and Pariette Draw SW 7.5 minute topographic quads as
shownon the attached
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Unit 41-18 is situated in the NE - NE quarter of Section 18, Township 9 South, Range

17 East. Its access route extends for ca. .2 mile to the southwest from an existing road

traversing the northeastern corner of that section (see Map 1).

Unit 14-8 is in the SW - SW quarter of Section 8 of that same township and range. An

access route extends ca. .2 mile northeast from the same existing road to the location (see Map
1).

Unit 21-13Y is situated in Section 13, Township 9 South, Range 16 East. This unit is

situated in the NE - NW quarter of that section (see Map 1). Its access route extends ca. .5 mile

east along an existing jeep trail, then southeast onto the location.

Unit 21-25Y is in the NE - NW of section 25 of Township 9 South, Range 16 East. The

unit is accessible via a ca. .2
mile-long access that begins at an existing road which crosses the

NW corner of that section, añd extends to the southeast to the well location.

Unit 41-21Y is located in the NE - NE quarter of Section 21, Township 9 South, Range

16 East (see Map 2). Its l mile-long access begins at an existing roadway to the southwest of
the location (see Map 3).

Unit 21-9 is also located in Township 9 South, Range 16 East. It is situated in the NE -

NW quarter of Section 9 (see Map 3). This unit has a ca. .4 mile access route which will

connect the location with the existing road to the south of the location (see maps 2 and 3).

Unit 44-14Y is located in the SE - SE quarter of section 14, Township 9 South, Range
17 East. A ca. l mile access route links the unit with an existing one lane jeep trail to the west,

near the center of section 14. This jeep trail, in turn, connects with a road/pipeline corridor ca.

.5 mile to the north (see map 4).

Unit 24-3Y is situated in the SE - SW quarter of section 3, Township 9 South, Range 17

East. A ca. .5 mile access route connects the unit to the main Castle Peak / Pariette Bench road

to the south (see map 4).

Unit 22-10Y is in the SE - NW quarter of section 10 in that same township and range.

The unit is located immediately adjacent to the access route leading to unit 24-3Y (see map 4).

EnvironmentalDescription:

The project areas range within the 5100 to 5900 foot elevation zone above sea level.

Open rangeland terrain surfaces are associated with all locations.
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The vegetation in the project area includes Chrysothamnus spp., Sarcobatus

vermiculatus, Ephedra viridis, Artemesia tridentata, Atripie× canescens, and

Bromus tectorum.

The geological associations within the project area consist of fluvial and lake deposits

which correlate with the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THEl,0CALITY

File Search

Records searches of the site files and maps at the Antiquities Section of the State Historic

Preservation Office in Salt Lake City were conducted on May 5, 1993. A similar search was

conducted in the Vernal District Office of the BLM on May 3, 1993. The National Register of
Historic Places has been consulted and no registered historic or prehistoric properties will be

affected by the proposed developments.

A variet) of known cultural sites are situated in the Castle Peak Draw locality. Most of
these prehistoric resources, including 42DC 349, 350. 351, 352, 353, 732, 761, 763 and 765

have been identified and recorded by AERC during previous evaluations (Hauck 1981, 1992a,

1992b, 1992c, 1992d)..Additional sites previously recorded in this locality include Sites 42DC
423, 424, and 425 which were documented by Sagebrush (Polk 1982), 42DC 382 identified by
Grand River (Babcock 1981), and 42DC 539, 540, 541, 542, 543 and 556 recorded by BLM

Archaeologist Blaine Phillips in 1983.

One site identified in the project area during the search may be affected. Site 42DC 765

is a lithic scatter/rockshelter complex located by AERC during a previous evaluation for Balcron

in the area (Hauck 1992e). This site is located in section 8, adjacent to the proposed
development area for unit 14-8, ca. 100 meters from the impacted area (see map 1). Site 42DC

765, while not directly affected by the proposed development may be adversly affected by the
increased availability of access to the site.

Prehistory and History of the Cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.

These cultures, as identified by their material remains, demonstrate a cultural developmental
process that begins with the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extends through the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100) Stages, and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200 -- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
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trappers, explorers, and settlers. Basically, each cultural stage -- with the exception of the Late
Prehistoric hunting and gathering Shoshonean bands. -- features a more complex life-way and
socialorder than occurred during the earlier stage of development (Hauck 1991:53). For a more
comprehensive treatment of the prehistory and history of this region see Archaeological

Evaluations in the Northern Colorado Plateau Cultural Area (Hauck 1991).

Site Potential in the Pro,iect Development Zone

Previous archaeological evaluations in the region have resulted in the identification and
recording of a variety of cultural resource sites having eligibility for potential nomination to the
National Register of Historic Places (NRHP). The majority of these sites are lithic scatters
containing cobble reduction materials. Open occupations are also known in this locality. Sites
associated with the open rangeland generally appear to have been occupied during the Middle
Archaic Stage with occasional indications of Paleoindian activity based on the recovery of
isolated Plano style projectile points. The north-south drainage canyons appear to contain the
majority of Late Prehistoric (Numa) sites probably because those canyou floors were

transportation corridors and convenient pastures for the Ute horse herds. Evidence of Formative

Stage occupation, i.e., the Fremont Culture, is rarely observed in the rangeland environment but
is common within the Green River and White River canyonsand principal tributaries.

The majority of known sites in this project area are lithic scatters (42DC 349, 350, 353
and 763). Open occupations such as 42DC 352 are also present. Sites 42DC 351 and 761 are
rock shelters. Based on the recovery of a Folsom point and a Desert Side-notch arrow point,
a possible Paleoindian component and a more recent Numic component exist on Site 42DC 353.
Sites in the project locality generally appear to have been occupied during the Archaic Stage and
the Late Prehistoric Period.

Site density in Castle Peak Draw appears to range from six to over ten sites per section.
This moderate to high density decreases substantially on the benches.

FIELD EVALUATIONS

Methodology

Intensive evaluations were accomplished within each survey area by the archaeologist
walking10 to 20 meter-wide transects within each ten acre parcel associated with a well location.
In addition, double 15 to 20 meter-wide transects were walked flanking the flagged centerline.
Thus, ca. 4 miles or 29.1 acres of public lands associated with the eight access routes and
another 90 acres associated with the nine well locations were examined by Glade Hadden acting
under the direction of F. Richard Hauck, the Principal Investigator.
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Observation of cultural materials results in intensive examinations to determine the nature

of the resource (isolate or activity locus). The analysis of each specific cultural site results in

its subsequentlybeing sketched, photographed, and appropriately recorded on standard IMACS

forms. Cultural sites are then evaluated for significance utilizing the standards described below

and mitigation recommendations are considered as a means of preserving significant resources

which may be situated within the development zone.

Site Significance Criteria

Prehistoric and historic cultural sites which can be considered as eligible for nomination

to the National Register of Historic Places have been outlined as follows in the National

Register's Criteria for Evaluation as established in Title 36 CFR 60.6:
The quality of significance in American ... archaeology ... and culture is

present in ... sites ... that possess integrity of location, design, setting, materials,

workmanship, feeling, and association and:
a. That are associated with events that have made a significant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons significant in our past; or
c. that embody the distinctive characteristics of a type, period, or method of
construction ... ; or
d. that have yielded, or may be likely to yield, information important in
prehistory or liistory.

In addition to satisfying one or more of these general conditions, a significant cultural
resource site in Utah will generally be considered as being eligible for inclusion in the National

Register if it should advance our current state of knowledge relating to chronology, cultural

relationships, origins, and cultural life ways of prehistoric or historic groups in the area.

In a final review of any site's cultural significance, the site must possess integrity and at

least one of the above criteria to be considered eligible for nomination to the National Record

of Historic Places.

Results of the Inventory:

One non-significant prehistoric cultural resource activity locus was observed, evaluated

and recorded during the archaeological evaluations. This site has been subsequentlylisted in the

State and BLM files as 42UN 2062.

Site 42UN 2()62 (see map 4) consists of a 20 x 100 meter lithic scatter that is
predominantly composed of locally procured Parachute Creek chert nodules,

primary and secondary flakes and a single non-diagnostic bifacially prepared
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artifact. Detritus spread extends ca. 100 meters along the top of a bench

associated with well location 44-14Y, Most of the site lies within the proposed
development zone or access route for the unit. A small (ca. 2 x 10 meter)
concentration of 6 primary and secondary flakes is associated with the single
artifact. This small concentration lies entirely outside the proposed development
area for the well location but is within the proposed access route. A more widely

dispersed distribution of primary flakes and core fragments extending along the
bench indicates limited prehistoric lithic testing and procurement activity at this
site. Little'potential exists for buried deposits, and no other features were noted.
Site integrity is good to excellent, with the only noted impact agent being erosion,
however potential for extensive occupational strataand material deposits is low.
Temporal and cultural associadons for this site are presently unknown; no
diagnostic artifacts or exposed features were observed during the survey.

This site is a non-significant resource. There exists little potential for providing any
pertinent or valuable info.rmationon the prehistory of the region relative to criterion d of Title

36 CFR 60.6.

None of the previously recorded cultural sites in this project locality will be adversely
affected by the proposed developments, with the possible exception of site 42DC 765.

This site, while not directly affected, may be adversely impacted by the increased
availabilityof access provided by the development of unit 14-8.

No isolated diagnostic artifacts were observed or collected during the survey. A single
non-diagnostic artifact associated with site 42UN 2062 was collected.
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CONCLUSIONANDRECOMMENDATIONS

The development and maintenance of these nine locations will not have any direct adverse
effect on any NRHP eligible cultural resources in this locality.

AERC recommends that a cultural resource clearance be granted to Balcron Oil Company

relative to the development of the nine well locations noted above based upon adherence to the
following stipulations:

1. All vehicular traffic, personnel movement, construction and restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from disturbing any
significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwise alter the location of the development areas.

Glade Hadden
Field Archaeologist

F. Richard Hauck, Ph.D.
President and Principal

Investigator
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Department of t nter.ior Authorizati o .U.9.3.A.F.1.5.8.b. .

,
Bureau of Land anagement

Utah State Office Report Acceptable Yes
_

No
(AERC FORMAT)

Mitigation Acceptable Yes
__

No
Summary Report of Comments:

Inspection for cultural Resources

MONUMENT BUTTES 9 WELL UN I TS
1. Report Title . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

BALCRON OIL CO. (14-8, 41-18, 24-3Y, 22-10Y, 44-14Y, 41-21Y, 21-9,
21-13Y, 21-25Y)

2. Development Company

0 5 06 1 9 9 3 -- UT-92-54937

3. Report Date . . . . . . . . 4. Antiquities Permit No.

AERC BLCR-93-1 Uintahand
Duchesne

5. Responsible Institution . . . . . . . . . . . . . . . . County

6. Fieldwork
O 9 S 1 7 E O 3 0 8 1 0 14

1 8
Location: TWN . . . . . RNG . . . . . Section. . . . . . . . . . . .

7. Resource O 9 S 1 6 E O 9 1 3 2 1 2 5
Àrea TWN . . . . . RNG . . . . . Section. . . . . . . . . . . .

.D.M.

S. Description of Examination Procedures: The archeologist, Glade Hadden,
acting under the direction of F.R. Hauck intensively examined nine 10 acre well
parcels and associated access routes by walking a series of 10 to 20 meta--mide

transects within the locations and a.long the flagged access centerlines.

4 I
9. Isinear Miles Surveyed . . . . . . . 10. Inventpry Type . .

and/or
Definable Acres Surveyed . . . . . . . R = Reconnaissance

and/or I = Intensive
Legally Undefinable 1 1 9 . 1 S = Statistical Sample
Acres Surveyed . . . . . . .

11. Description of Findings: 12. Number Sites Found .1. . . . .

One cultural resource site was identified (No sites = 0)
during the survey. Site 42UN 2062 is a 13. Collectign: .Y.
lithic scatter. One biface was collected. Y = Yes, N = No)
This site is non-significant.

14. Actupl/Potential National Register Properties Affected:
The National Register of Historic Places (NRHP) has been consulted and no
registered properties will be affected by the proposed development.

15. Literature Search, Location/ Date: Utah SHPO 5-5-93 Vernal District
Office Records
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16. Conclusion/ Recommendations:

AERC recommends that a cultural resource clearance be granted to Balcron Oil

Company for these proposed developments based on the following stipulations:

1. All vehicular traffic, personnel movement, construction and restoration
operations should be confined to the corridor examined as referenced in this
report, and to the existing roadways and/or evaluated access routes.

2. All personnel should refrain from collecting artifacts and from

disturbing any significant cultural resources in the area.

3. The authorized official should be consulted should cultural remains from
subsurface.deposits be exposed during construction work or if the need
arises to relocate or otherwise alter the location of the exploration area.

17. Signature of Administrator Administrator
& Fîeld Supervisor

UT 8100-3 (2/85)
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

DATE RECEIVED: 05/20/93

OPERATOR: EQUITABLE RESOURCES OPERATOR ACCT NO: N-
WELL NAME: BALCRON FEDERAL 21-25Y

API NO. ASSIGNED: - -

LEASE TYPE: FED LEASE NO: p
LOCATION: NENW 25 - TO9S - R16E DUCHESNE COUNTY,
FIELD: MONUMENT BUTTE (105) FIELD CODE: \(V)

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond

(Number
, ) R649-3-2. General.

Potash (Y(N)
Oil shale (Y R649-3-3. Exception.
Water pergit

(Number 43 - ) Drilling Unit.
RDCC Review (YN Board Cause no:

' (Date: ) Date:

COMMENTS: Jy"¯

STIPULATIONS:

CONFIDENTIAL
PERIOD



£1 EQUITABLERESOURCES
74 ENERGYCOMPANY

BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365 [
Billings, MT 59104 FAX: (406) 245-1361

June 2, 1993

-- VIA FEDERAL EXPRESS --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

As requested, enclosed is a copy of the State Water Use
Authorization (Water User Claim No. 43-9974) which is the water
source we proþose to use for drilling the wells on the enclosed
list. Also enclosed as requested is an explanation of the
composition of the thrifty lite cement including water, all
additives, and stating its yield.

Am I correct in assuming that the 30-day posting period began
as of the date the Notice of Staking was received by your office
(May 3 according to the date agreed upon at the onsite
inspections held May 5-6) as required ,and stated by 43 CFR
3162.3-1(g) rather.than the May 20 date the APD was received by
your office? Ïf my interpretation of 43 CFR 3162.3-1(g) is
incorrect, I would appreciate a call to discuss this.

If you need further information or have any questions, please
call.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures

cc: Utah Division of Oil, Gas and



OState of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart
Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

June 16, 1993

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Gentlemen:

Re: Balcron Federal #21-25Y Well, 198 feet from the north line, 2302 feet from the west
line, NE 1/4 NW 1/4 Section 25, Township 9 South, Range 16 East, Duchesne
County, Utah

Pursuant to Utah Admin. R. 649-3-3, Exception to Location and Siting of Wells and
Utah Admin. R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back,
approval to drill the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., Oil and
Gas Conservation General Rules.

2. Notification within 24 hours after drilling operations commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or R.J. Firth, Associate
Director, (Home)



O
Page 2
Equitable Resources Energy Company
Balcron Federal #21-25Y Well
June 16, 1993

6. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole. Prior to the commencement of drilling operations, the operator should consult
the local/county sanitarian and/or the Department of Environmental Quality, Division of
Drinking Water/Sanitation, regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantial and
continuous operation is underway or a request for an extension is made prior to the
approval expiration date. The API number assigned to this well is 43-013-31394.

Sincerely,

R.J. F rth
Associate Director, Oil and Gas

Idc
Enclosures
cc: Bureau of Land Management

Duchesne County Assessor
J.L. Thompson



9
EQU\TABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Bo× 21017 FAX: (406) 245-1365

Billings, MT 59104 FAX: (406) 245-1361

DIVISIONOi

June 16, 1993

-- VIA FAX --

Tammy Searing
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Tammy:

RE: Balcron Federal #21-25Y (7-OLP-2/Jy4
NE NW Section 25, T9S, R16E
Duchesne County, Utah

We hereby request an Exception to Location for the referenced
well. The location was moved in response to a request from the
Bureau of Land Management.

If you have any questions or need further information, please
give me a call.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs



k EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365
Billings, MT 59104 FAX: (406) 245-1361

July 2, 1993

State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Gentlemen:

RE: Balcron Federal #21-25Y
NE NW Section 25, T9S, R16E
Duchesne County, Utah

Enclosed is a sundry notice reporting a change in the proposed
location of the referenced wellsite. The location was moved in
accordance with a request from the Vernal District Bureau of
Land Management. We have already received an approved APD and
exception to location from the State of Utah on this wellsite.
If this change requires another exception to location, please
consider this letter as a request for that change.

If you have any questions or need further information, please
give me a call.

Sincerely,

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

losures

JUL 0 6 1993

OfVISIONOF
DASo



FORMo STA re OF UTAH

DIVISIONOF GAS AND MINING
5. Lease Designation and Serial Number

Federal #U-64380

SUNDRY NOTICES AND REPORTS ON WELLS n"/Indian,AllotteeorTribeName:

Do not use this form forproposals to drill new wells,deepen existingwells,or to reenter plugged and abandoned wells. 7. Unit Agreement Name:

Use APPUCATIONFOR PERMITTO DRILLOR DEEPEN formfor such proposals. fû
1. Type of Well: OIL GASO OTHER:

8. WellName and Number:

Balcron Federal #21-25Y

2. Name of Operator: 9. API Well Number:

Equitable Resources Energy Company, Balcron Oil Division 43-019-31394

3. Address and Telephone Number: 10. Fieldand Pool, or Wildcat

P.O. Box 21017' Billings, MT 59104 (406) 259-7860 Monument Butte/Green River
4. Locationof Well

Footages: 500' FNL, 1980' FWL county: Duchesne
oo,s.o.,T,ax.: NE NWSection 25, T9S, R16E stat.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandonment O New Construction O Abandonment O New Construction

O casingRepair O Pull or Alter Casing O Casing Repair O Puli or Altercasing
O Change of Plans O Recompletion O Change of Plans O Shoot or Acidize

O conversionto injection O Shoot or Acidize O Conversion to injection O Vent or Flare

O Fracture Treat O Vent or Flare O FractureTreat O Water Shut-Off

O Multiplecompletion O Water Shut-Off Other location change
O other

Date of work completion

Approximate date work will start Report resultsof MultipleCompletions and Rooompletions to different reservoirson WELL
COMPLETIONOR RECOMPLET10N AND LOG form.

* Mustbe accompanted by a cement verificationreport.

12. DESCRIBEPROPOSEDOR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinent dates. Ifwellis directionally drilled,give subsurface locatlons and measured and true
verticaldepths for all markets and zones pertinentto this work.)

The location of this wellsite has been changed (correct location above) since
the previous proposed location fell too close to a lease line. The location
was changed in accordance with a request from the Bureau of Land Management,

.

Vernal District. A new survey plat and cut and fill diagram are attached.
Please consider this as part of the previously-submitted and approved Application
for Permit to Drill.

la Coordinator of Environmental
Name&Signature: Ele: and Regulatory Affairsat.: 7/2/93

Rnhhio Schuman
(This space for State use only) ce

JL L ú l993
(12\92) (See Instructions on Reverse Side) DMSIONOF

GAS&



T9S, R16E,S.L.B.& M. EOUITABLERESOURCESENERGYCO.

BASISOFBEARING N 89°51'W (GLO) WELLLOCATION,BALCRONFEDERAL#21-25Y,
LOCATEDASSHOWNIN THENE1/4 NW1/4
OF SECTION25, T9S,R16E,S.LB.& M,
DUCHESNECOUNTYUTAH.

1980.0'
I
I
I

BALCRONFEDERAL#21-25Y
WELLLOCATION
ELEVUNGRADED
GROUND5692.5 N

25
THISIS TO CERTIFYTHATTHEABOVEPLATWAS
PREPAREDFROMFIELDNO URVEYS
MADEBY MEOR UNDER D THAT
THESAMEARETRUE ST OF
MYKNOWLEDGEAND - NO .

I

REGISTE SURVEYOR
TSE

OF ...•

TRISTATELANDSURVEYlNG& CONSULTING
38 EAST100 NORTH,VERNAL,UTAH84078

N 89°52' W (GLO) (801) 781-2501
scALE: 1" = 1000' 30"YETEBT SS ZD

X = SECTIONCORNERSLOCATED out: 6/25/93 wEAm: CLEAR& WARM
BASISOFBEARINGS;G.LO.PLAT1911
BASISOFELEV;U.S.C.S.7-1/2 min QUAD(MYTONSE) NOTES: FILEI
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Forms 3160-3 SUBMIT IN CATE* Form approved.

(November 1983) (other instruerratas on Budget Bureau No. 1004-0136

(fonnerly 9-331C> UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

BUREAU0F LAND MANAGEMENT U-64380

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK G.17INDIAN,ALLOTTEMOETRIBENAxa

n/a
1a. TTra or woxK

DRILL DEEPENO PLUG BACKO 7. UNIT AGREEMENT NAME

b. Trra or war,U fi/S
°w'.'== 3 °^."r... O os...

LNNELE MOUNLTH•LE 8. MM OR I.EASE NAME

2. N&MB OF OPERATOR
wm x gg) CTOn Federal

EQUITABLERESOURCESENERGY·COMPANY 9. WEI.I. NO.

3. ADDRESS OF OPERATOR
#21-25Y

P.O. Box 21017; Billings, MT 59104 (Raleron nil nivision) 1Û. FIELD AND POOL, OE WILDCAT

4. LOCATION OP WELL (Report location clearly and in accordance with any State requirements.•> Monument Butte/Green Riv
At aurface goe q go

NE NWMEWilt Section 25, T9S, R16E -198-4' FNL, FWL 1 .A°a"a'à'air"3a°"aI°
At proposed prod. zone

Section 25,T95, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OR POST OrrlCE* 12. COUNTY OE PARISE 18. STATE

Approximately 15 miles SWof Myton, Utah Duchesne UTAH
10. DISTANCE FROM PROPosso* 16. No. or Acass IN LEAss 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OB LEASE LINE, FT.
(Also to nearest drlg. Unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DarTit 20. notAnz on CABLa roots
TO NEAREST WELL, DRILLING, COMPLETED,
o. neu.o ro.. ON THIS LEA.., n. >6x.OÁ¾k'5650 ' Rotary

21. slayArtons (Show whether DF, RT, GR. etc.) 22. APPROž. DATE WORK WILL START*

GL 5684.9' durie 1, 1993
23. PROPOSED CASING AND CEMENTING PROGRAM

SIES OF ROLE BIzS OF CA81NG WEIGitT PER FOOT SETTING DEPTII QUANTITY OF CEMENT

See attached for details.

EXHIBITS ATTACHED RECE!UFri

"A" PROPOSEDDRILLINGPROGRAM "H" 80PE SCHEMATIC
"B" PROPOSEDSURFACEUSE PROGRAM "I" RIG LAYOUT
"C" GEOLOGICPROGNOSIS "J" EXISTING ROADS(Map
"D" DRILLING PROGRAM/CASINGDESIGN "K" PLANNEDACCESS (Map ) ,,

"E" EVIDENCEOF BONDCOVERAGE "L" EXISTING WELLS (Map C) 6 96
"F" ARCHEOLOGYREPORT "M" CUT & FILL DIAGRAM
"G" SURVEYPLAT DIVISIONOF

.SELFCERTIFICATION:I herebycertify that I amauthorized, by proper lease interest owner
ondSL

operations associatedwith the application. Bondcoveragepursuant to 43 CFR3104for lease activities is
being providedby Equitable ResourcesEnergy Cgipanyas principal and Safeco InsuranceConpanyof kerica as
surety under804 BondNo.MT0576 (Nationwide Oil &GasBond#5547188)whowill be responsible for caipliance
withall of the tennsandconditionsof that portion of the lease associated with this application.
IN ABOVE SPACE DEBCRIBM PROPOBRD PROoaAx: It proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

Coordinator of Environmental
, and RequTatory Affairs DATE

F....Me rhumn
(This space for Federal or State oince use)

APP Oys a TITLE DATE

CONOITIONS Or APPROVAL, IF ANT:

NOTICEOF APPROVAL
-B ff) -05)

*SeeInstructionsOn ReverseSide
T"L- Section 1001, makes it a crime for any person knowinely an I willfully to make to any department or agency of 'he

unim. any false. fictitious or fra .ant
state nts or repron -,tations a any matter within its



WELLLOCATIONINFORMATION

Company/Operator: Equitable Resources Energy Company

API Number 43-013-31394

WellName & Number: 21-25Y

Lease Number: U-64380

Location: NENW Sec. 25 T.9 S. R.16 E.

Surface Ownership: Federal

Date NOS Received May 3, 1993

Date APD Received May 20, 1993

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to constructionof location and access
roads.

Location Completion - priorto movingon the drillingrig.

Spud Notice - at least twenty-four(24) hours prior to spuddingthe well.

Casing Stringand - at least twenty-four(24) hours prior to running casing and cementingall
Cementing casing strings.

BOP and Related - at least twenty-four(24) hours priorto initiatingpressure tests.
Equipment Tests

First Production - withinfive (5) business days afternewwell begins or production resumes
Notice afterwell has been offproduction for morethan ninety(90) days.

For more specificdetails on notificationrequirements,pleasecheck the Conditionsof Approval for
Notice to Drilland SurfaceUse



SurfaceUse Plan of Operations

"Ifa plastic reinforcedliner is used, it willbe a minimumof 12 milthicknesswithsufficientbedding
(eitherstraw or dirt) to cover any rocks. The liner willoverlapthe pit wallsand be covered with dirt
and/or rocks to hold it in place. No trash, scrap pipe, etc., that couldpuncturethe liner willbe
disposed of in the pit. More stringentprotective requirementsmaybe deemed necessary by the A.O."

Salt Desert Shrub - Fall seeding is preferred and willbe done afterSeptember 15 and before ground
freezes. Spring seeding willbe done prior to April15.

Oil production tanks and a topsoilpile willbe placedon the south side of the location to help visually
screen human activityfromferruginous hawk nests.

Ifhistoric, archaeological,or paleontological resourcesare uncovered during ground disturbing activities,
Balcron willsuspend alloperationsthat would further disturb such materialsand immediately contact the
BLMAuthorized Officer.

The requested emergencypit is hereby approvedunder NTL-2B,Section VI,subject to the following
Conditions of Approval:

1. The emergencypit shallbe plumbed so produced water can enter only in emergencies.

2. The emergency pit shallbe fenced and the fence maintainedto preventlivestock and wildllfe
entry. The fence must be kept taut at alltimes. The pitshallbe fenced according to the
minimumstandards listed for the drillingreservepit under Polnt 9E of the Multi-pointSurface
Use and Operation Plan.

3. Any fluids shallbe removedwithin48 hours oftheirentry,and disposed of In an approved
manner.

4. The emergency pit shallbe bermed or otherwiseconstructedand maintainedto prevent
entrance of surface water.

5. Tum downs shallbe put on the ends of pipes to direct fluids downward instead of against the
wallof the pit.

6. The pit shall be kept free of trash.

The reserve pit willbe constructedso as to be capableof holding 12,000 bbis. of fluid and willbe
constructed in an elongatedtechnicat the northside of the welllocation to minimizesoildisturbance of
the naturaldrainage. The flare pit (notshownon cut sheet) willbe located downwind of the prevailing
windeast of comer 6. Access willbe from the east between comers #7 and #8. The south side of the
location willhave the drainage reroutedto divert aroundthe welllocation but willbe retumed to the near
normaldrainage pattem once the location is



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant

holds legal or equitable title to those rights in the subject lease which

would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),

Onshore Oil and Gas Orders, and the approved plan of operations. The

operator is fully responsible for the actions of his subcontractors. A copy

of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being
constructed and/or when well is being drilled. Contact the appropriate

Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq

Zones are Expected to be Encountered

Report AL_L water shows and water-bearing sands to Tim Ingwell of this
office. Copies of State of Utah form OGC-8-X are acceptable. If

noticeable water flows are detected, submit samples to this office
along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by

BLM at onsite) encountered during drilling, will be recorded by depth

and adequately protected. All oil and gas shows will be tested to
determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of

Onshore Oil and Gas Order No. 2 for equipment and testing
requirements, procedures, etc., for a 2M system and individual
components shall be operable as designed. Chart recorders shall be

used for all pressure tests.

Test charts, with individual test results identified, shall be
maintained on location while drilling and shall be made available to
a BLM representative upon request.

The Vernal District Office shall be notified, at least 24 hours prior

to initiating the pressure tests, in order to have a BLM
representative on location during pressure



3. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimum of one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be
isolated and/or protected by having a cement top for the production
casing at least 200 ft. above the base of the usable water zone,
identified at ± 1,800 ft. If gilsonite is encountered while drilling,
it shall be isolated and/or protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior
to the running and cementing of all-casing strings, is order to have
a BLM representative on location while running and cementing all
casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will not
be used in drilling, testing, or completion operations.

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate protection
of fresh water aquifers.

5. Coring, Loqqing and Testing Program

Daily drilling and completion progress reports shall be submitted to
this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the AO. However, DSTs may be allowed to continue at
night if the test was initiated during daylight hours and the rate of
flow is stabilized and if adequate lighting is available (i.e.,
lighting which is adequate for visibility and vaporproof for safe
operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe
to ± 1,600 ft. and shall be utilized to determine the bond quality
for the production casing. Submit a field copy of the CBL to this



Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with 43

CFR 3164. Two copies of all logs, core descriptions, core analyses,
well-test data, geologic summaries, sample description, and all other
surveys or data obtained and compiled during the drilling, workover,
and/or completion operations, will be filed with Form 3160-4.

Samples (cuttings, fluids, and/or gases) will be submitted when
requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well to
be placed in a suspended status without prior approval of the AO. If
operations are to be suspended, prior approval of the AO will be
obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work
hours (7:45 a.m.-4:30 p.m., Monday through Friday except holidays),
at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5

using form MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance
with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for prior
approval of the AO, and all conditions of this approved plan are
applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be
construed for oil wells as the date on which liquid hydrocarbons are
first sold or shipped from a temporary storage facility, such as a
test tank, and for which a run ticket is required to be generated or,
the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas
wells as the date on which associated liquid hydrocarbons are first
sold or shipped from a temporary storage facility, such as a test
tank, and for which a run ticket is required to be generated or, the
date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will
be notified when the well is placed in a producing status. Such
notification will be sent by telegram or other written communication,
not later than five (5) days following the date on which the well is
placed on



Gas produced from this well may not be vented or flared beyond an
initial authorized test period of 30 days or 50 MMCF following its
completion, whichever occurs first, without the prior written
approval of the Authorized Officer. Should gas be vented or flared
without approval beyond the authorized test period, the operator may
be directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted and
the operator shall be required to compensate the lessor for that
portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-2,

3162.7 3, and 3162.7-Lehall be submitted to the appropriate District
Office within thirty (30) days of installation or first production,
whichever occurs first. All site security regulations as specified
in Onshore Oil & Gas Order No. 3 shall be adhered to. All product
lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be obtained
from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of
the well for abandonment. This report will indicate where plugs were
placed and the current status of surface restoration. Final
abandonment will not be approved until the surface reclamation work
required by the approved APD or approved abandonment notice has been
completed to the satisfaction of the AO or his representative, or the
appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank
battery.

All off-lease storage, off-lease measurement, or commingling onlease
or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from the
wellhead to the meter and within 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or



The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first three months on new meter installations and at
least quarterly thereafter. The AO will be provided with a date and
time for the initial meter calibration and all future meter proving
schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will
conform with Onshore Oil & Gas Order No. 4 for liquid hydrocarbons
and Onshore Oil & Gas Order No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accordance
with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the operating
regulations at Title 43 CFR 3162.4-1(c), requires that "not later
than the 5th business day after any well begins production on which
royalty is due anywhere on a lease site or allocated to a lease site,
or resumes production in the case of a well which has been off
production for more than 90 days, the operator shall notify the
authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of .the date on which
such production has begun or resumed."

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000 per
violation for each day such violation continues, not to exceed a
maximum of 20 days. See section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature
date. An extension period may be granted, if requested, prior to the
expiration of the original approval
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In the event after-hours approvals are necessary, please contact one
of the following individuals:

Gerald E. Kenczka (801) 781-il90

Petroleum Engineer

Ed Forsman (801) 789-7077

Petroleum Engineer

BLM FAX Machine (801)



EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily
hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes
Oil and gas service company wastes, such as empty drums, drum
rinsate, vacuum truck rinsate, sandblast media, painting wastes,
spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting
or containing nonexempt waste

Refinery wastes
Liquid and solid wastes generated by crude oil and tank bottom
reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes
Boiler refractory bricks

Incinerator ash
Laboratory wastes

Sanitary wastes
Pesticide wastes
Radioactive tracer wastes
Drums, insulation and miscellaneous
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CONRDENTE

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

NAME OF COMPANY: BALCRON 43-013-31394

WELL NAME: BALCON FEDERAL 21-25Y

Section 25 Township 9S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED: Date 9/8/93

Time

How DRY HOLE

Drilling will commence

Reported by DENNIS INGRAM-DOGM

Telephone #

Date 9/10/93 SIGNED
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Form 3160-5 UNITED STATES .
FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudExetir

Ma
310 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATIONFOR PERMIT--" for suoli proposals

7. If Unit or CA. Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Well

O G si
Oëer

8. Well Name and No.

2. Name of Operator Bal CTOn Federal 21-25Y

Equitable Resources Energy Coinpany Bal cron Oil Division) 9. API Well No.

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10, Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MODUment BUÌte/Green RiV€f

NE NWSection 25, T9Si R16E
' 11. Countyor Parish, Slate

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRlATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORÌ,OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent O Abandonment O Change of Plans

O a....,,,,io. O s.w c......co..

Subsequent Repon Plugging Back Non-Roudne Fracturing

O c...., ace.., O Water Shut-Off

O Final Abandonment Notice O su.an, c...., O 0...........2.32.6..

Other Change in rig o.sposewater
(Nole: Reportresullsof multipiccompletiononWell

(ompletion or Recompletion Itcport and I.ogiorm.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinentdetails, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

Sive subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well will be drilled by Molen Drilling Rig #1 rather
Rig #17 as indicated in the APD. Attached are EXH
which are to replace those Exhibits in the A

AC EPTED BYTHE STATE

TÏ hereby c e foregoin is e and correct Oordi nator of Environmental
..,a & d)f AA , wie and Regulatory Affairs oate September 8, 1993

(This space ral o taLt e use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and wlufuny to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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EXHIBIT "D"
Page 1 of 2

Equitable Resources Energy Company
Balcron Oil Division

DRILLING PROGRAM

WELL NAME: Monument Butte Area PROSPECT/FIELD: Monument Butte
LOCATION: Twn.98°Rge.16E & 17E
COUNTY: Duchesne STATE: Utah

TOTAL DEPTH: SEE APD COVERSHEET

HOLE SIZE INTERVAL

12 1/4" O to 260'
7 7/8" 260 to T.D.

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 #|Ft J-55
Production Casing 0 T.D. 5 1/2" 15.50#|Ft J-55

(All Casing will be new, ST&C)

CEMENT PROGRAM

Surface 150 sacks 75% Class "G" 25% Poz with 2% CaCl and
1/4 #|Sk Flocele.
( Cement will be circulated to surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.

PRELIMINARY
DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 260 N.A. N.A. N.A.
Air/Air Mist|KC1 Water 260 T.D. 8.7-8.9 N.A. N.A.

depending on the drilling contractor 'either:
a.) Drilling will be with air from surface to as deep as ho3mditions

allow. 2% KCl fluid will be used for the remainder of the hole.
b.) Drilling will be done using 2% KCl wifer and gel.

COMMEN

cores or DST's are planned.

SEP1 0 1993

DMM/8/27/93 DIVISIONOF
OIL,GAS&



O
EXHIBIT "D"
Page 2 of 2

BALCRON OIL CO.

Operator: BALCRON OIL Well Name: MONUMENTBUTTEAREA

Project ID: Location: Monument Butte, Utah

Design Parameters: Design Factors:
Mud weight ( 9.63 ppg) : 0.500 psi/ft Cottapse : 1.125
Shut in surface pressure : 2280 psi Burst : 1.00
Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)
Tensite load is determined using air weight Body Yield : 1.50 (B)
Service rating is **Sweet" Overputt : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) .

(feet) (in.)

SFC *
SEE APD

1 TO TD 5-1/2" 15.50 J-55 ST&C COVER SHEET 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi)
.

(kips) (kips)

1 2850 4040 1.418 2850 4810 1.69 88.35 202 2.29 J

Prepared by : McCoskery, Billings, MT
Date : 11-30-1992 (Revised 8/30/93)
Remarks :

The mud gradient and bottom hole pressures (for burst) are 0.500 psi/ft and
2,850 psi, respectively.

NOTE: The design factors used in this casing string design are as shown abovè. As a general guide-

line, Lone star steel recomends using minimum design factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 • 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and
Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are basedgen a 1990 pricing modet. (Version 1.0G)

SEPt 0 199;

DIVISIONOF
OIL,GAS&
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Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR "g'xpir·eaMuNo 10 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-64380
SUNDRY ÑOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a
Use "APPLICATIONFOR PERMIT-" for such proposals

7. If Unit or CA. Agreement Designation

SUBMITIN TRIPLICATE n/a
I. Type of Well

II
Wae5\

Oder
8. Well Name and No.

2. Name of Operator Balcron Federal 21-25Y

Equitable Resources Energy Conipany 18alcronOil Division) 9. API Well No.

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footagedec., T., R., M., or Survey Description) MODUment Butte/Green Ri Ver

NE NWSection 25, T9S, R16E
' 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nodce onntent Abandonment Change of Plans

O accomprecon O sewcousin.coon

Subsequent Repon Plugging Back Non-Routine Fracturing

O casin,aer.., O Water Shut-Off

Final Abandonment Notice Altering Casing Con ersion to injecdon

other spud of wel l O Dispose Water
(Note: Report resulta of multiplecompletion on Well

Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates. including estimated date of starting any proposed work, if well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was spud at 10:30 a.m. 9/7/93 - dry hole spud.

MP 1 0 1993

DIVISIONOF
Olt, GAS&MINING

14. I hereby ce y at the foregui is true and correct OOP 10&tOf Of ËnVi POnmental

Signed Tid, and Regulatory Affairs ·

Date
September 8, 1993

(This space for ederal or tate o ace use)

Approved by y¡¡¡, Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurilidiction.
*See Instruction on Reverse
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Form 3160-5 UNITED STATES

FORM APPROVED

(June1990) DEPARTMENT OF THE INTERIOR
BudE irBureMaNoÑ31003135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-64380

SUNDRYNOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATIONFOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Desígnation

SUBMIT IN TRIPLICATE n/a
1. Type of Well3°an O °w','n O o..,

8. Well Name and No.

2. Name of Operator
Bal CTOn Federal 21-25Y

Equitable Resources Energy Company (Balcron Oil Division) 9. API Well No.

3. Address and Telephone No.
·•

P.O. Box 21017; Billings, MT59104 (406) 259-7860 10. Field and Pool, or ExploratoryArea

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description) MODUment ButÍe/Green RiVer

NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of intent Abandonment Change of Plans

O accompt.co. O New Construction

Subsequent Repon Plugging Back
Non-Routine Fracturing

O Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing O convers,..,oinjecao.

Other change in rivilling DisposeWater
(Note: Reportresultsof multipiccompletiononWell

water sour ce Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Operator plans to use the Joe Shields water source (Application 57708, Permit
47-1674) for the source of drilling water for this well.

CONFIDFþNAks,
3EP 1 3 1993

ACCEPTED BY THE STATE
OF UTM1DMSiON OF DMSION OF

Approved by
T¡tle

Date

Conditions of approval, if any:

Tído 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter withín its jurisdiction.
*See Instruction on Reverse



STATE OF UTAII
DIVlSI0tl Of GIL, GAS AND MINING OPERAfon EQUITAMBLE/BALClu3N OPERATORACCT. NO. N 9890
ENTITY ACTION FORH - FORM 6 ADDRESS

ACfl0N CURRENT NEW API NUMßER WELLNAME WF1 10CATT0t! SPUD EFFECTIVECODE ENTITY HO. ENTITY NO. -
• QQ SC TP RG COUNTY DATE DATE

A 99999 11530 43-013-31394 BALCRON FEDERAL 21-25Y NENW 25 9S 16E DUCHESNE 9-8-93

WELL 1 COMMENTS: *ORIGINAL ENTITY FORM BEÍNG MAILED BY EQUITABLE/BALCRON ASAP. (RELAYED ENTITY # OVER THE PHONE)

O WELL 2 CONHENTS:

WELL 3 CDHMENTS:

WELL 4 COMMENTS:

0
WELL 5 CONNENTS:

ACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only) I . CORDOVA (DDIGT()
B - Add new well to existing entity (group or unit well) Signature
C - Re-assign well from one existing entity to another existing entity
a - Re-assion well from one existing entity to a new entity AISIIN. IdiAIntST 10-14-93
E - Other (explain in comments section) . Title Date °

NOTE: Use COMNENTsection to explain why each Action Code was selected. Phone No. ( )



SEP 24 '93 09:41AM BA ON OIL DIV P.1/1

DAILY OPERATING REPORT

BALORONEMAidm&BK
Locations NE NW Bootion 25, 298, Ri6E
Ducheane County, Utah
500' FNL, 1980' FWL
??D: 8650' formation: Green River
Monument Butte Field
Elevationsa 5684.9' GL
contractors Molen Drilling Rig 1Operatort Saloron/EREC
Spud: 9-7-93 - dry hole spud
Casing: 8-5/8" 282' XB

9-2-93 Finish location & road.
9-7-92 Move Leon Ross Air Drilling on & drill surface hole to275*. SPUD 10:30 a.m. 9-7-92.

9-8-92 Run 8-5/8" osg & omt by Halliburton. Guide shoe -
.70';1 Št 8-5/8" 24# shoe jt 45.20'; insert; 5 jts 8-5/8" 24#csq 226.05*. Molen KB 13'. Set © 282', Centralizers.Omt by Halliburton w/150 sxs Class "G" 2% CCL & 1/4#/sxflocele. Good ciro had 5 bble omt return, Plug down 2p.m. 9-8-93.

CC: $30,932
9-21-93 TD: 282'

Present operation: shut down until ThursdayMIRU. NU BOP & manifold. Shut down until Thursdaymorning.
DC: $488 CC: $31,420

9-24-93 TD: 984* (702') Day 1
Formation: Uintah
MW 8.4 VIS 27 pH 11
Present Operation: Drilling
Test BOP & manifold to 2000# - OK. Surface cag would nottest. Run test plug in & pressure to 1500# - OK. Drillomt, drill ahead, & survey.
DC: $10,738 CC:



»LF ¿Y '93 08:blHM BHLCRON OIL DIV P.1/1

O O
Page 1 of 1

Baleron Oil
DAILYOPERATINGREPORTDATEt 9/27/93

**PARTNER'S REPORT**

BALORON FEDERAL #2A-SST Operator: Baloron/EREC
BOC WI: 50%
Locations NE NW Section 25, TBS, R165-•-TIGRT NOLE--- Duchoane County, Utah
Prospect: Green River

9-25-93 TD: 2,135' (1,151') Day 2
Formation: Green River
MW 8.4 VIs 27 pH 10
Present operation: Drilling
Drill, survey, clean & paint. Had hole in pit liner, but found it& repaired it - OK now.
DC: $14,658 CC: $56,816

9-26-93 TD: 2,854' (729') Day 3
Formation: Green River
MW 8.3 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, trip for bit. Cone locked up, had 155 total hrs onbit. Drill ahead.
DC: $10,258 CC: $67,074

9-27-93 TD: 3,623' (759') Day 4
Formation: Green River
MW 8.4 VIS 26 pH 10
Present Operation: Drilling
Drill, survey, clean & paint.
DC: $10,039 CC:



SEP 30 '93 09: 52AM BA RON OIL DIV P. 1/1

(17

DAILY OPERATING REPORT

BADOR RAM •--TIGHT NOLE--

Locationt HE NW Section 25, 798, R168
Duchesne County, Utah

9-26-93 TD: 2,864' (729') Day 3
Formation: Green River
MW 8.3 VIS 26 pH 10
Present operation: Drilling
Drill, survey, trip for bit. Cone locked up, had 155
total hrs on bit. Drill ahead.
DC: $10,258 CC: $67,074

9-27-93 TD: 3,623* (759') Day 4
Formation: Green River
MW 8.4 VIS 26 pH 10
Present operation: Drilling
Drill, survey, clean & paint.
DC: $10,039 CC: $77,113

9-28-93 TD: 4,232' (609') Day 5
Formation: Green River
MW 8.3 VIS 24 pH 9.4
Present Operation: Drilling
Drill, survey, & clean on rig.
DC: $8,670 CC: $85,783

9-29-93 TD: 4,740' (508') Day 5
Formation: Douglas - 3
MW 8.3 VIS 26 pH 9.4
Present Operation: Drilling
Drilling & survey.
DC: $6,973 CC: $92,756

9-30-93 TD: 5,275' (535') Day 7
Formation: Green River

MW 8.3 VIS 26 pH 9.4
Present operation: Drilling
Drill, survey, & rig service.
DC: $6,419 CC: $99,115



OCT 01 '93 09:58AM BA OF L DIV P.1/1

Page 1 of 1

Baleron Oil
DAILY OPERATING REPORT

DATE: 10/1/93

**PARTNERS' REPORT***

BALCRONFEDERAL #21-9Y operator: BREC/Ba1070D
BOD WI: 50%

--TIGHT HOLE-- Locations NE NW Section 9, T98, R162
Duchesne County, Utah

Prospect: Monument Butte

9-30-93 Completion
Start pumping $ 2 p.m. 9-30-93. 74" stroke - 4 SPM<
DC: $856

BALCRON FEDERAL #21-25Y Operator: Baloron/EREC
BOC WIs 50%
Location: NE NW Section 25, TSB, Ri6R

---TIGHT HOLE--- Duchesne County, Utah
Prospects Green River

10-1-93 TD: 5,650' (375') Day 8
Formation: Green River/Black Shale
MW 8.3 VIS 28 pH 9.4
Present Operation: Ciro, WO loggers.
Drill to TD © 5650' 4:15 a.m. 10-1-93. Circ & cond to log.
DC: $6,104 CC:



OCT 09 792 09:5.dCM B N OIL DIV P.1/1

DAILY OPERATING REPORT

BALCRON FEDERAL #21-25Y ---TIGHT NOLE---
Location: NE NW Section 25, TSS, R16E
Duchesne County, Utah

10-2-93 TD: 5,650' (0') Day 10
MW 8.3 VIS 28 pH 9.4
Present Operation: RU RIH 5-1/2" cag,
Cire for logs, TOH to log. Strap pipe, RU HLS loggers.
TIH w/drill collars & WP, WOO. Finish tIH to LD string.
Circ & cond to run 5-1/2" cag. LD string, RU to run 5-
1/2" esg.
DC: $18,028.86 CC: $123,307.61

10-3-93 TD: 5,650' (0') Day 11
Present Operation: RDMO
Run 5-1/2" esg. 130 $ts new 15.5#, K-55, LT&C, 1-3, BRD
APO esg (5621.94'. Set 6 5636.94' KB. PETD: 5592.24'
KB.
130 jts 5621.94'
Guide shoe 1.00'
Float 1.00,
Rig KB 13.00'
Shoe joint 44.70'
PBTD: 5392.24 KB
Circ 5-1/2" ceg, cmt w/lead 215 sxs Highlight "G , 12% D-
20, 1% D=79, 1/4#|SX D~112, 5% D-44, 2% D-46, 1/4#|SX D-
29. Tail omt'd w/ 294 sxa Class "G", 6% D-60, 28 D-136.
Displaced w/133 bb1s fresh water, bump plug </1400#.
Plug down § 11:30 a.m., release float hold. ND, set slip
& clean mud tanks. Rig released G 3:30 p.m. 10-2-93.
DC: $46,015.24 CC: $169,322.85

10-4-93 Completion
Location clean up. RU Schlumberger & run Bond Log from
PETD to 3500' and from 2120' to 1680'. Cemert Top 8
1800' KB.
DC: $4,654

10-7-93 Completion
MIRU Basin Well service Rig #2. TIH w/2-7/8" tyg, EUE,
J-55, SRD, 6.5#, 180 jts. Tag PBTD $ 5532' KT. Ciro
hole clean w/122 bbl of KCL wtr. TOOH w|tbg saraper &
bit. RU Schlumberger to perf 4632'-40 6 holes; 4554'-58'
4 holes, 4790'-94' 4 holes. RD schlumberger, TIH w/BP
retrieving head, packer, SN, & 2-7/8" tbg. Sat BP O
4814' KB, set packer @ 4757' KB.
DC:



1 406 245 1361
OCT ES '53 O3-lSPM N OIL DIV P.5/S

DAILY OPERATING REPORT

--TIGET HOLE---
Location: NE NW section 25, T98, R168
Duchesne County, Utah

10-14-93 Completion
CP - 0. RU Schlumberger to perf 4367f-71' KB. RD Schlumberger.
TIH w/5-1/2" RBP, 1 jt 2-7/8" tbg, one 5-1/2" packer SN, & 2-7/8n
tbg. Set BP @ 4425' KB, set packer § 4300' KB, RU Western to
breakdown perfs 43677-71'. Refer to treatment report attached.
Flowed back 22 BW, RD Western. TOOH w/tbg & packer. SWIFN. Load
to recover 445 BW.
DC: $7,559

10-15-93 Completion
RU Western to frac refer to treatment report attached. Pressure
test surface equipment to 4800 psi - OK. Frac well w 11,340# 16/30
sand in 166 bb1s fluid. Load to recover 611 BW. S¥IFN.
DC' $15,440

10-16-93 Completion
CP - 500 psi. Bleed well down, flow back 1 SW. TIH w/SP retrieving
head, 1 jt 2-7/8" tbg, 5-1/2" packer, SN & 2-7/8" tLg, tag sand 6
3971' KB. Cire well clean to 4410' KB, set packer § 4300' KB.
Made 13 swab runs, recovered 57 BF, 52 wtr, 5 oil. Last 2 runs,
wait 30 min, 200' of fluid entry 1/2 hr. Last 2 cons 10% oil.
Release packer, tag sand 4 4405' KB, circ clean to BP (4425'KB)
release BP & TOOH w/ttg, SN, pacRer, 1 jt tbg, retrieving head &
BP. SWIFN. Load to recover 559 BW.
DC: $2,309

10-18-93 Completion
CP - 50 psi. TIH w/production string as follows:
1 jt 2-7/8" thg EUE J-55, Brd 6.5 set @ 4868.74'KB
1 perf sub 2-7/8" x 4' 4.10 4638.19'KB
1 seat nipple 1.15 4E34.09/KB
15 jts 2-7/8" tog EUE J-55, Ord 6.5# 471.83 4632.94'KB
1 tog anchor 2-1/2" x 5-1/2" 2.75 4:61.11'KB
141 jts 2-7/8" tbg EUE J-55 Brd 6.5# 4346.36 4:58.36'KB
ND BOP,s et tbg anchor w/11" on tension. NU wellheid. TIH w/the
following:
1 BHP 2-1/2" x 1-1/2" x 16' RHAC w/CB & PA plunger
192 rods 3/4" x 25' plain
one 3/4" x 8' pony
one 3/4" x 6' pony
one 1-1/4" x 16' polish rod SM
Pressure tbg to 1000 psi - OK. Clamp rods off. R3MO - load to
recover 559 BW.
DC: $8,750

10-28-93 Surface Equipment Hookup. Start pumping 4:30 P.M.
DC:



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bure

a ch
31004 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allouce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA. Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Well

11
Wac11

Other
8. Well Name and No.

2. Name or operator Bal cron Federal 21-25Y
Equitable Resources Energy Company (Bal cron 0il Division) 9. API Well No.

3. Address and Telephone No. - "O
P.0. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description> Monument Butte/Green River
NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

cas,asaes.., O Water Shut-Off

O Final Abandonment Notice Ahering Casing Conversion to Injecdon

Other R€DÎßœœDt ¶Íg far Dispose Water
• (Note: Reportresultsof multiplecompletionon Well

Completion or Recompletion Report and 1.ogform.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Wewill be using a cœpletian rig an this æll.

ûli 0 6 893

DMSION OF
iL GAS &MINW

TI hereby cert foregoing is te and correct COordinator of Environmental
and Regulatory Affairs oateŒk 4 1W3

(This space ral or
taLt

ole use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



1 406 245 1361
OCT 12 '93 09:35AM B .ON OIL DIV .. P.2/2

.

| f 2 Â'/

ËÑeŸÊvcWP° vcss
AL MWWoBALCRONOtt DIVibioN

017

Date of Treatment: O ~/ Ý3
Ne c. TWN RN /bi

--- State
Formation/Perforations A' /l¥Ñ ‡/ - f /

Treatment type: /Ñ AC TotalNumberofHole 21TreatmentCompony: 5274
SandCho acteilstlosVolume Fluid Cono. St

Gal,
Gol,

TOTALFLUIDPUMPED got Acid
00E fluid

TOTALSANDVOL. OM lbs, /Á/ 3d> sand
Ibs, / sand
Ibs. I sond
Ibs, / bauxite

Flushed well with 001,of X ËJA
ballseolerswerepurriped,W9:00\lqqtl9nseen?§atrelsof LoodtoNeoover BLTR.

Avg, Treating Pressure - 1 pai, max = M Yd pal, min = ØÑO pal.
AV@.Îf66Í\ñ§ale= $# bpm, max= An Ž bpm, min= A-1· f bpm,
13\P=kW psi,5min.= /'//4 pil,10mln,=2//. pel,ismin.=21psi,
Wellwillbeshofinfor hrs, beforebringingbackfluid.



OCT 14 '93 09:06AM BP ON OIL DIV P.1/1

v gmy
DAILY OPERATING REPORT

001 14 693BALCRON FEDERAL #21-2AX --•TIGHT HOLE---
Locations NE NW Bootion 25, T98r 216E
Duchesne County, Utah DNISIONOF

Olt.GAS&MINING10-8-93 Completion
RU Western, Zone 1 (4790-94·). Press up 4000#, would not
break down, Release packer, retreive BP, move to zone II
(4654-68'), would not break down, 4000#, Release packer,
retreive BP, move to 3one III (4632-407), Broke Lown
3800# - 2400#, Rate 4.0 BPM, started balls, 4000# balled
off, ISIP 1400#, Injection test 3000#, 28 bbl. Rate 4.4
BPM, ISIP 1450#, Noved packer & BP down to Bone I to Epot
acid. Spoted acid, press 4000#. Won't go. Reverse scid
out. Mover packer & BP to Bone II, broke down but
communicated w/Zone III. Moved packer abova Zone 3II,
treated both zones (See treatment report). TOH wjBP,
packer, tbg, RU Cutter Wireline to reperforate Zone I
(4790-94') 2 SPF. Perforate well, RD Wire Line, TIH
w/packer & tbg. SWIFN. Fluid to recover 182.8 bbls.
DC: $7,270

10-9-93 Completion
Finish TIH w/packer & tbg. Set packer @ 4751', RU
Western, Test line 5000#.Break down 4200# - 2500#, 41bl,
rate 4.0 BPM, start ball sealers, 2400#, 12 bbl, rate @
4.0 BPM. Balls on 2900 #, 32 bble, rate § 4.4 BPM, ISIP
2100#. Surge balls, start injection test, 2700#, 4.6
BPM. 5 min 1800# SIP, 10 min 1650# SIP, 15 min 1600#
SIP. RD Western. TOH w/packer & tbg. Fluid to reccver
54.5 bbls. (This zone did not ball out).
DC: $2,014

10-11-93 completion
RU Western to frac. Refer to Treatment Report attached. Pressure
test surface equipment to 4000 psi - OK. RD Western. SWIFN. Loadto recover 580 BW.
DC: $21,723

10-12-93 Completion
CP - 1228 psi. Flow back 20 BW. TIH w/1 jt 2-7/8" thy, 5-1/2"
packer, SN, & 2-7/8" tbg. Tag sand fill @ 5316' KB, set packer @
4600'. Made 34 ewab runs, recovered 130 BW, trace of oil, & sand.
SWIFN.
DC: $1,940

10-1;iB3 Completion
CP - 0, TP - 50#. Fluid level § 3200'. Made 15 swab runs,
recovered 22 BW, 9 oil. Swabbed down to SN 1st 9 runa. Made 1 run
every 1/2 hr from 9 a.m. to 12 noon, 200' of entry @ run. Unset
packer, circ hole clean to 5565'. TooH w/tbg & packer. Load to
recover 428 BW.
DC:



1 406 245 1361
OCT 15 '93 11: 33AM RON OIL DIV P. 2/2

g ¾"o^¾$p°iRCES TREAfMENTREPOlif
AM.Cit0N Oll. DIVISION

Date ofTreofment: 9 ~ÊL

WellNome di ...J.Â/~ NZ SEC. TWN.fA RNG, /Á$
Fleid County'ÁÊÉd·tuL State /Ã C
Formotion/Perforations: ÈAd

Treatmenttype ^Ä Ë en TotalNumber ofHoles: ¶
Treotment Company : fy '"~ Sand Cherocteristlos
Volume Fluid Cono. Size \blume

'

Gal.
Gol.
Gol.

Gol
Gat / 4
Gal. /
Got . . / #
Got . /

TOTALFLUIDPUMPED: gol Acid
.
Onl fluid

TOTALSANDVOL,i Ibs. / sond
Ibs. / send

«lbs. / sand
Ibs. / bauxite

Rushed wellwith got of
ball sealerswere cumped. Wasball action seen? /.fr // //

Borrelsof Loadto Recover J¶ BLIR.
Avg. Treoting Pressure - psi, max = 4t' "-' pal, min = - PSL
Avg.Treatin Rote = //4 bpm, max= AJ bpm, min= bpm.
ISlP= A 981,5 min.= psL 10 min,=

_ poi, 15min Pal.
Wellwillbe shutin for hrs, before bringingback



1 406 245 1361
P.2/2

West i ompany atment Report
Date \(')• l 'i ' District LAMg F. Receipt ( 7/') i Operator 644994Ût A Çg,Lease MMAL WeliNo. -ki

FieldA.Wwon Ûserr/tr Location L(-"i'Ï¾· Á'/(A
.

County 1 .x i.Ur-M State Î Stage Number ThisZone O T is Welt Rpg? ooo saa no ooo woo two viso,a o. taTot a y ation 24 - 4 asTubing Size WT.. - Set at: -"-- Type Packer Set At
,

' -CasingSize Qg, WT.IL Set From $NM& Yo T l.ltierSize
. Wt. --LinerSet From = . To OpenHolo:Size -· From To - CasingPedo ationsSize . 'lHolesPerFoot Intervals 3f • ) iPrevlous Treatment Ñ g PriorProdvetion Ñ|#

...

Pad Used: Yes NoO Pad Type ( ftf(f^
Treating FluidType: Foam0WaterQAcid0 0110 Treat.PluidVol. JVRf. Gal.W . sÀ$$BaseFluid Type Villu-/(ef Base FluidVol Gal'

TV ing Cap. *·
Foam Qual.: % MitcheßDSlurryDSurfaceODowrtholgoTotalPropQiy, y'd Lbe' Ca IngCap,

. / 19
Prop Type; Sandy WP.tD WP.sc Baux,0 Othe'

- 'Ar Cap.Prop MeatiSires, TypesandQuantities/A(70 - //J V'(1 pn HoleCap.HofeLoadedWith oft'¿ yd AA TreatVia; TubingD Casingg AnutD Tubing&Anul.QFlul toLoad VBanSealers: In "' Stagesof -
Pad Volume H.Typesand Numberof ps Used ' (00pe,) '

olAuxiliaryMateriate
Ove lush "-

Te siwryRo 'gg co,Rate "g W Re commenteM pun peg SPM pp peg SPM Pungod SNstr Annu a hago lett stage Total stage Tote

71rJkn ~
- k rr V NTMT 4 \

7 . I fr .No Ti i e 4' s
... SW7 N <Boo 91 of '

N Sw; for#7:A Uco in -

.5mo1Anarl

Treating Pressure:Min. mang Max Jo O Avg, Gen CustomerRepresentative/4.ÔM/ÍA dadinj. Rate onTreatingFlvld RateonFlush / WesternRepre entativeTO Grw.AAvg,ini Aate /',4. S.O.P. Ò _Flush Dens,b.iget Distributlen , er GNFinal Shut•ln Progevte
,

in Minutes'Operator'sMaximumPresaute 0
AWJògWRíúbg§i¶

Ag Aecommendation10



Dut·wood Johnson 3118 AVENUE F

Petroleum Geologist
BILLIN , MONT4A8N7A259102

OCT1 8 n'

DIVISION -

OIL,GAS& MIN

October 13, 1993

State oF Utah
Division of Oil, Gas S Mining
355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, UT 84180

Reference:
Balcron Federal No. 21-25Y
NE¾NW¾ Sec. 25-T9S-R16E f.Ô/f..-ff
Duchesne County, Utah

Gentlemen:

Enclosed are two copies of the geological report on the
referenced well.

If you have any questions, please contact me.

Sincer ly,

Durwood J neon

DJ/jb
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GEOLOGICAL WELLSITE REPORT

Balcron Oil Company

i Federal No. 21-25Y
NE¼NW¾ Sec. 25-TSS-R16E

Duchesne County, Utah

I
i
I
i
i

Durwood Johnson

i Petroleum Geologist
3118 Avenue F
Billings, MT 59102
(408) 658-4782

i
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l
DATA SHEET

OPERATOR: Balcron Oil Company

W WELL NAME: Federal No. 21-25Y

I LOCATION: NE¾NW¼ (500' Fnl-1980' fwl) Section 25, Township
9 South, Range 18 East, Duchesne County, Utah

AREA: Monument Butte Fieldi ELEVATIONS: Ground 5890' KB 5703'

DRILLED OUT: September 23, 1993 © 2:15 PM

REACHE0 T.O.: October 1, 1993 @ 4:15 AM

COMPLETED: October 2, 1993 © 11:30 AM

STATUS: Cased for oil completion

HOLE SIZE: 124" Surface-282' 7 7/8" 282-5650'

TOTAL DEPTH: 5850' Oriller 5852' Logger

ORILLING FLUID: Kol Water BSC-T.O.

SURFACE CSG.: 8 jts (269.15') 8 5/8", 24 lb, K-55 set at 282'
KB. Cemented with 150 exs Class "G", 2% CaCl2'
k lb/sx cello flakes.

PRODUCTION CSG.: Ran 130 jts (5821.94') 58", 15.5 lb, K-55, LTSC,
R-3. Set @ 5838.94' KB. Cemented with 215 exs

i Highlight "G", 12% 0-20, 1% 0-79, N lb/sx 0-112,
5% 0-44, 2% 0-48, X 1b/sx D-29. Teiled with 294
exs Class "G", 8% D-SO, 2% 0-138. Plug down ©
11:30 AM 10-2-93.

DSTs S CORES: None.

LOGGING: Halliburton Engineer: Eratt Vernal, Utah
1: OLL w/MSFL BSC-T.O.
2: LOT/CNL w/Gr S Cal 3800-T.0.

MUD LOGGING: Manaco Services Loggers: Crocker, HofFman

CONTRACTOR: Molen Drilling Rig 1 Chuck Doornek, Toolpusher

SUPERVISION: Al Plunkett, Billy Froman

GEOLOGIST: Durwood Johnson
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FORMATION TOPS

I
GR-OLL KB 5703' Depth Datum Reference Well *

TERTIARY

Unita Surface

Green River 1324 +4379

2nd Garden Gulch 3584 +2139 54' High

Yellow Marker 4180 +1523 80' High

Douglas Creek 4331 +1372 82' High

R-1 Sand 4387 +1338

R-5 Sand 4509 +1194 64' High

2nd Douglas Creek 4582 +1141 83' High

G-1 Sand 4629 +1074 89' High

I Green Marker 4694 +1009 64' High

G-3 Sandstone 4778 + 927 SO' High

Carbonate Marker 5188 + 517 84' High

B-3 Sandstone 5388 + 315

8-4 Sandstone 5470 + 233 NP

i Uteland Carbonate 5820 + 83 NP

I * Reference Well:

i Lomax Federal 9-23
NE'/4SE'/4 Sec. 23-TSS-R18E
Duchesne County, Utah

I
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WELL HISTORY

Day Date Depth Operation Activity Presious 24 Hrs. 6:OOAM-8:00AM

i 1993
1 9-24 990 Drilling Complete rigging up. Test BOPs,

Held 0.K. Pick up 5 0Cs and test cas-

i ing to 2000 psi. Trip in hole with Bit
1. Orill cement 210-282'. Drill out @
2:15 PM 9-23-93. Orill from 282 to 990'.
Made 708' in 15 3/4 hrs.

I 2 9-25 2135 Drilling Drill and survey 990 to 2135'. Made
1145' in 22 3/4 hrs.

3 9-26 2885 Drilling Drill and survey from 2135 to 2417'.
Trip For Bit 2. Cut drilling line.
Drill from 2417 to 2865'. Made 730' in
19 1/4 hrs.

4 9-27 3635 Drilling Orill and survey from 2885 to 3825'.
Made 780' in 23 hrs.

5 9-28 4232 Drilling Drill and survey From 3825 to 4232'.
Made 807' in 23 1/2 hrs.

8 9-29 4739 Drilling Drill and survey from 4232 to 4739'.
Made 507' in 23 1/2 hre.

7 9-30 5273 Drilling Drill and survey from 4739 to 5273'.
Made 534' in 23 1/2 hrs.

8 10-2 5850 Circu- Drill and survey from 5273 to 5850'.
lating Reached TO @ 4:15 PM 10-1-93. Made

i 377' in 21 1/2 hrs. Circulate for
logging. WOL.

I 9 10-3 5650 Tripping WOL. Trip out to log. SLM 5882.12'-
Board 5881.18'. Rig up loggers. Log-
ging. Rig down loggers. Trip in drill
collars S weight pipes. WOO. Trip to
TD. Circulate. Trip out laying down.

10 10-3 Rig up to run 58" production casing.

I Run casing. Cement. Plug down @ 11:30
AM. Rig released @ 3:30 PM 10-2-93.

I
i
I
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Balcron Federal No. 21-25Y

NENNWNSec. 25-T9S-R16E
Duchesne County, Utah

SAMPLE DESCRIPTION

Geologist at wellsite at 1000 feet. Samples legged and caught by
Monaco Loggers. Sample quality is Fair to good unless noted
otherwise. Sample descriptions are adjusted to Dual Induction

i depths with shows underlined. Samples caught at the following
intervals:

I 50' 1500-3800
20' 3800-5850

GREEN RIVER 1324 (+4379)

1800-1850 Marl, tan, light brown, dolomitic, dense; grades to

I Dolomite, crypto-microcrystalline, reddish ten. light
brown, very argillaceous, dense; streaks Shale, light
gray, reddish tan, dolomitic.

1850-1700 Dolomite, crypto-microcrystalline, tan, light brown,
brown, argillaceous, dense; grades to Marl, as above;
Shale, as above.

1700-1850 Dolomite, micro-cryptocrystalline, reddish tan, brown,
limey, very argillaceous; grades to Marl; streeks

i Shale, ten, light gray-tan, dolomitic; @ 1800
increased Shale, light gray-brown, dolomitic.

I 1850-1950 Dolomite, crypto-microcrystalline, tan, brown,
gray-tan, very argillaceous; grades to Marl, limey;
streaks Shale, light gray-tan, dolomitic.

1950-2000 Shale, light gray, pale dark green, chunky, slightly
dolomitic; Dolomite and Marl, as above.

I 2000-2050 Dolomite, crypto-microcystalline, bright tan, reddish
brown, very argillaceous to shaly; grades to Marl;
Shale, as above.

2050-2100 Dolomite, as above, becomes primarily microcrystal-
line, limey; Marl, as above; streaks Shale, gray-tan,
tan, dolomitic.

2100-2150 Dolomite, crypto-microcrystalline, gray-brown, brown,
bright ten, shaly, limy; grades to Marl, gray-brown,
brown.



l
2150-2350 Marl, gray-brown, dolomitic, dense; streaks Dolomite,

as above.

I 2350-2400 Marl, as above; streaks Limestone, earthy, micro-
crystalline, bright ten, cream-tan, ergillaceous;
streaks Dolomite, cryptocrystalline, light brown, red-

i brown, earthy, limy, argillaceous to shaly; trace
Sandstone, very Fine grained, tan, silty, good
sorting, non-calcareous, appears tight, several

I clusters with light tan stain, bright whitish yellow
Fluorescencet Fairly strong bright light yellow cut.

2400-2450 Shale, light-medium gray, chunky, slightly to moder-

I ately calcareous; streaks Limestone, earthy, light
gray, argillaceous; streaks Sandstone, very Fine
grained, light gray-white, fair-good sorting, sub-

I angular, calcareous, no visible porosity, trace brown
stain, fluorescence and cut as above.

2450-2500 Shale, light gray, greenish cast, platy, soft; streaks
Limestone, as above, pale ten, dolomitic; influx Marl,
light gray-tan, brown, argillaceous, dense; grades to
Dolomite, crypto-microcrystalline, argillaceous,
dense.

2500-2550 Marl, gray-brown, brown, dolomitic, dense; streaks

i Dolomite, cryptocrystalline, reddish-tan, earthy,
argillaceous; steeks Shale, light gray, gray-green,
silty in part, dolomitic; trace Sandstone, very Fine
grained, white-light gray, sub-rounded, fair to good
sorting, no visible porosity, no show.

2550-2600 Marl, as above¡ grades to argillaceous Dolomite, as
above.

2800-2850 Dolomite, crypto-microcrystalline, bright reddish-tan,
earthy, limy, argillaceous, dense; grades to Marl.

2850-2700 Shale, light -medium gray, greenish cast, non-cal-
careous to slightly calcareous; streaks Siltstone,
light gray, light grayish white, slightly calcareous;
occasionally grades to Sandstone, very Fine grained,
light gray, sub-rounded to sub-engular, good sorting,
appears tight, no show.

2700-2750 Marl, ten, gray-tan; grades to Dolomite, crypto-

I crystalline, argillaceous, dense; trace Limestone,
cryptocrystalline, earthy, cream, dolomitic, argil-
laceous.

2750-2800 Dolomite, earthy, microcrystalline, reddish ten,
argillaceous, limy streaks; grades to Marl.

I



i
2800-2850 Siltstone, light gray, slight salt and pepper appear-

ance, moderately calcareous in part, argillaceous;
Shale, light gray, gray-green, platy, slightly cal-
careous.

2850-2900 Siltstone, grades to very Fine grained Sandstone,

i light gray, grayish white, good sorting, argillaceous,
calcareous in part, appears tight, no show; streaks
Shale, light gray, slight greenish cast, platy,
sub-waxy in part, slightly calcareous in part.I 2900-2950 Dolomite, cryptocrystalline, dark brown, argillaceous
to shaly, limy in part, dense; occasional streaks

i Limestone, cryptocrystalline, occasionally micro-
orystalline, cream, tan, earthy in part, argillaceous,
dense.

2950-3000 Limestone, microcrystalline, cream, tan, light brown,
earthy, argillaceous, dolomitic in part, soFt; streaks
Dolomite, as above.

3000-3050 Shale, medium gray, gray-green, platy, slightly cal-
careous in part; streaks Limestone, as above.

3050-3100 Shale, medium-dark gry, occasionally grayish-green,
platy, slightly calcareous, silty in part; streaks

i Siltstone, gray, gray-tan, argillaceous, tight; grades
to Sandstone, very fine grained, white, light gray,
good sorting, sub-angular to sub-rounded, possible
poor porosity, no show; trace Limestone, as above, few
loose pellets.

3100-3150 Limestone, microcrystalline, cream, pale tan, earthy,

i Fragmental in part, few fossil fragments, slightly
argillaceous; streaks Shale, as above; trace Dolo-
mite, micro-oryptocrystalline, tan, argillaceous,
dense.

3159-3200 Limestone, as above; influx Shale, gray-green, light
gray, green, sub-waxy, silty in part, very slightly
calcareous in part.

3200-3250 Shale, pale gray-green, platy, sub-waxy, very slightly
calcareous; streaks Limestone, earthy, tan, soFt.

3250-3300 Shale, gray-green, light to medium gray, platy, occas-

i ionally silty, very slightly calcareous; occasional
streaks Limestone, as above.

3300-3350 Shale, medium gray, platy, siltyin part; streaks
Siltstone; occasionally grades to Sandstone,very fine
grained, gray-tan, slightly calcareous, argillaceous,
appears tight, no show.

1
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3350-3400 Limestone, microcystalline, slight sucrosic appear-

ance, light brown, tan, argillaceous, soFt; streaks
Dolomite, cryptocrystalline, dark brown, gray-brown,
limy in part, very argillaceous to shaly, dense.

3400-3450 Shale, light gray, gray-green, silty in part, slightly

I calcareous to non-calcareous; grades to Siltstone,
light gray, argillaceous, calcareous in part, tight;
streaks Limestone, as above.

3450-3500 Dolomite, cryptocrystalline, dark brown, argillaceous
to shely, dense; Shale light-medium gray, gray-green,
platy, silty in part; streaks Limestone, as above;
trace Siltstone-very Fine grained Sandstone, as above.

3500-3550 Shale, pale green, light gray-green, chunky, sub-waxy,

i very slightly calcareous in part; inFlux Sandstone,
very Fine grained, white, light gray, good sorting,
slightly to moderately calcareous, appears tight, no
stain, no show.

2ND GARDEN GULCH 3584 (+2139)

i 3550-3800 Limestone, crypte-microcrystalline, ten, pale ten-
cream, slightly argillaceous, tight; Sandstone, very
fine-fine grained, white, fair-good sorting, sub-

I angular; trace fair porosity, Few specks dark brown-
black residual stain, several clusters with spotty
brown stain, no fluorescence dry, immediate Flashing
whitish yellow cut becoming a slow cloudy out with
several clusters yielding light yellow streaming out,
aFter chlorathane clusters have a spotty to even brown

3800-3840 Shel , pale green, light gray, sub-platy, silty in
part, slightly calcareous in part; streaks Silt-

i stone-very fine grained Sandstone, light gray, argil-
laceous, slightly calcareous.

3840-3860 Shale, light gray, gray-green, platy, silty in part;
steaks Siltstone, light gray, gray, argillaceous,
siliceous, sharp; streaks Sandstone, very Fine
grained, light gray, tan, silty, primarily tight,

I trace poor porosity, Faint questionable tan stain,
scattered dull yellow Fluorescence, becomes bright
yellow in chlorathane, Few clusters yield instant

i Fair-good light yellow cut, generally a slow Faint
out.

3880-3880 Shale, gray, gray-green, gray-tan, chunky, very siltyi in part; influx Limestone, cryptocrystalline, tan,
light brown, earthy; streaks Siltstone, light gray,
argillaceous, slightly calcareous.
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3880-3700 Shale, as above; inFlux Sandstone, very Fine grained,

tan, good sorting, sub-angular, streaks poor porosity,
light tan stain with Few dark brown specks, light yel-

i low fluorescence with a greenish cast, good instant
whitish yellow cut.

I 3700-3720 Shale, light gray, green, sub-waxy, slightly cal-
careous; streaks Limestone, cryptocrystalline, tan,
cream-tan, dense; streaks Siltstone, light gray,

I argillaceous, slightly calcareous, tight; streaks
Sandstone, as above, fluorescence and out, as above.

3720-3780 Shale, light gray-green, light to medium gray, sub-

I platy, silty in part, smooth appearance; streaks
Shale, reddish-brown, dark gray-brown, sub-platy, very
dolomitic in part; interbedded Siltstone, light gray,

i gray, argillaceous, calcareous; @ 3740 increased
Siltstone, white, light gray, argillaceous, slightly
calcareous.

3780-3780 Shale, as above; streaks Shale, dark gray-brown,
reddish brown, dull red, dolomitic in part; grades to
shaly Dolomite.

3780-3820 Siltstone, light greenish-gray, light gray, argil-
laceous in part; occasionally grades to Sandstone,

I argillaceous, slightly calcareous, no visible
porosity, no show; @ 3800 influx Shale, reddish-
tan, light red, slightly calcareous to limy.

3820-3880 Shale, as above; interbedded Siltstone, light gray,
cream; grades to Sandstone, very Fine grained, tight,
no show.

3880-3900 Siltstone-very Fine grained Sandstone, light gray,
gray-green, white, good sorting, argillaceous to shaly

i in part, tight, no show; streaks Shale, light gray,
gray-green, pale gray, chunky, sub-platy, waxy in
part.

3880-3900 Sandstone, very fine grained, light gray, gray-tan,
sub-angular, fair-good sorting, primarily tight;
streaks poor-Fair porosity, scattered Faint light tan

i stain, dark brown specks, dull yellow fluorescence -

wet, bright yellow Fluorescence - dry, fair light
yellow out.

3900-3940 Sandstone, light gray, very fine grained, occasion-

ally fine grained, good sorting, sub-angular, Fair
porosity, no apparent stain, few black and dark brown
speaks, Faint dull yellow-yellow-pold Fluorescence - wet,
light yellow-yellow fluorescence - dry, Fair instant
streaming out, Siltstone and Shale, as above.
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3940-3980 Limestone, cryptocrystalline, dark brown, argil-

laceous-shaly; grades to calcareous Shale; Shale,
gray-tan, light gray, sub-platy, slightly calcareous.

3980-3980 Shale, pale-medium gray, gray-green, sub-wa×y, cal-
careous in part, silty; streaks Siltstone, light gray,
argillaceous, calcareous.

3980-4000 Siltatone-very fine grained Sandstone, white, light
gray, argillaceous, calcareous, appears tight, no
show; streaks Limestone, cryptocrystalline, reddish-
brown, argillaceous; grades to limy Shale; Shale, as

4000-4040

mesetone,

cryptoorystalline, reddish-brown, bright
tan; grades to limy Shale; streaks Shale, 1Lght-
medium gray, sub-waxy, slightly calcareous.

4040-4060 Shale, dark gray-brown, dark gray, chunky, carbon-
aceous, limy in part.

I 4060-4080 Shale, light brown, gray, gray-tan, platy, chunky; oc-
casional streaks Limestone, earthy, microcrystal-
line, bright tan, argillaceous.

4080-4100 Shale, pale gray, gray-green, sub-waxy; streaks

i Sandstone, very Fine grained, white, light gray,
silty, argillaceous, calcareous, appears tight.

4100-4120 Shale, as above; influx Siltstone-very Fine grained
Sandstone, light gray-white, calcareous in part,
primarily tight; streaks poor porosity,no show;
streaks Shale, reddish-brown, bright tan, blocky,
limy; grades to shaly Limestone.

4120-4160 Siltstone-very fine grained Sandstone, light gray,

i slightly calcareous, argillaceous, appears tight, no
show; influx Shale, pale green, platy, flaky; E 4140
occasional streaks Shale, brown, reddish-brown,

I
chunky, platy, slightly calcareous in part.

4180-4180 Shale, brown, gray-brown, limy in part, carbon-
aceous, soft; streaks Limestone, microcrystalline,
bright tan, argillaceous to shely; Shale, as above.

YELLOW MARKER 4180 (+1523)

4180-4200 Shale, pale gray, gray, gray-green, reddish-brown,
sub-waxy, silty in part, calcareous in part; streaks
Siltstone, light gray, white; grades to Sandstone,

i very fine grained, good sorting, sub-angular to sub-
rounded, trace poor porosity, no show.
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4200-4220 Shale, light-medium gray, gray-green, sub-waxy, silty

in part; occasional streaks Siltstone, light gray,
argillaceous, calcareous; influx Shale, reddish-
brown, silty, moderately calcareous. Cavings?

4220-4260 Siltstone-vgry Fine grained Sandstone, white, good

i sorting, argillaceous, slightly calcareous, appears
tLght; interbedded Shale, medium gray, pale gray-
green, waxy, calcareous in part; @ 4240 decrease in
Shale.

I 4260-4280 Sandstone, very Fine grained, silty, good sorting,
sub-angular to sub-rounded, sli.ghtly calcareous,

I appears primarily tight, streaks poor porosity, no
show; occasional streaks Shale, as above.

I 4280-4320 Shale, gray-green, pale green, sub-waxy, silty in
part; occasional streaks Siltstone-very fine grained
Sandstone, as above, no visible porosity, no show.

DOUGLAS CREEK 4331 (+1372)

4320-4340 Shale, light brown, gray-brown, ten, platy, moder-
ately calcareous, carbonaceous, chunky; streaks
Limestone, earthy, light brown, tan, argillaceous to
shaly.

4340-4380 Shale, light gray, gray-green, sub-waxy, chunky,
platy, slightly calcareous, silty in part; occas-
ional streaks Siltstone, white, light gray, slight-
ly calcareous, argillaceous.

4360-4380 Sandstone, very fine grained, light gray, cream, tan,

i good sorting, sub-rounded to sub-engular, friable,
streaks poor to fair porosity, even light tan, tan
stain, bright whitish yellow Fluorescence with

i greenish oest,Fair to good llAht yellow streaminR ti
streaks Shale, as above.

4380-4420 Siltstone, light gray, gray, argillaceous, calcareous

i in part; Shale, light gray, gray-tan, sub-waxy, silty
in part; o 4400 slight increased Shale, gray-green,

4420-4440 S e, light gray, gray-green, platy, sub-waxy, silty
in part; streaks Siltstone, light gray, white,

I argillaceous, tight, no show; occasional streaks
Shale, reddish-brown, blocky, chunky, moderately
calcareous to limy in part.

I 4440-4480 Shale, pale gray-green, light gray, sub-wexy, silty in
part; streaks Siltstone, as above; trace Limestone,
earthy, cream, soft; © 4480 increased Siltstone-very

i



i
Fine grained Sandstone, white, light gray, clear, Fairi sorting, sub-angular, primarily tight, no show.

4480-4500 Shale, as above; streaks Siltstone-very Fine grainedi Sandstonee, light gray, white, good sorting, sub-
angular to sub-rounded, slightly calcareous, appears

i tight, no show.

R-5 SANDSTONE 4509 (+1194)

4500-4540 Siltstone-very Fine grained Sandstone, white, light
gray, good sorting, slightly calcareous, primarily
tight, possible streaks oF poor porosity, no show;

i streaks Shale, pale gray, grayish-green, sub-waxy,
platy; streaks Shale, reddish-brown, dark brown,
platy, moderately calcareous to limy; grades to shaly
Limestone; © 4520 slight increased Shale, as above.

4540-4580 Shale, ten, light to dark brown, moderately cal-
careous to limy; steaks Siltstone-very fine grained
Sandstone, as above.

4560-4580 Siltstone, light gray, white; occasionally grades to

i very ine grained Sandstone, calcareous, appears
tight, no show; Shale, light-medium gray, silty; trace
Limestone, cryptocrystalline, cream, tan, argil-
laceous, dense.

4580-4820 Shale, light to medium gray, gry-green, platy, sub-
waxy.

4820-4840 Sandstone, very Fine-fine grained, tan, light brown,
good sorting, sub-angular, appears primarily tight,

i streaks poor porosity, light tan to light brown stain,
dull yellow Fluorescence with greenish cast - wet,
light yellow to yellow fluorescence - dry, Fairly
rapid light yellow persistent cut¡ Shale, as above.

4840-4860 Sandstone, as above, appears Fairly tight, possible
poor porosity, stain, fluorescence and cut, as above.

4860-4700 Shale, dark brown, gray-brown, blocky, platy, mod-
erstely calcareous to limy; occasionally grades to

i shaly Limestone; @ 4880 streaks Limestone, crypto-
crystalline, tan, light brown, dense, argillaceous.

I 4700-4720 Shale, pale gray, light gray-green, platy, sub-
waxy, silty in part; streaks Siltstone, gray-tan,
light gray, white, argillaceous, slightly calcare-

4720-4740 Sh le, as above; inFlux Siltstone, light gray, white,
argillaceous, calcareous, no show; streaks Limestone,

i



l
earthy, light gray-cream, tan, argillaceous and silty.

4740-4780 Siltstone, as above; streaks Shale, as above; Shale,

i reddish-brown, reddish-tan, moderately calcareous to
limy; trace Limestone, as above.

I 4780-4780 Siltstone, light gray-white, argillaceous, calcareous;
occasionally grades to very Fine grained Sandstone,
tight; streaks Shale, reddish-brown, bright tan, limy;
abundant Shale, light gray, grey-green, sub-waxy,
silty in part.

G-3 SANDSTONE 4778 (+927)

4780-4794 Sanestone, very fine grained, occasionally fine
grained, tan, light grayish-tan, good sorting, sub-

I rounded, appears fairly tight, streaks poor to fair
porosity, light tan to light brown stain, light yel-
low to dull yellow Fluorescence with greenish cast,
Fairly rapid light yellow out.

4794-4800 Shale, pale-medium gray, gray-green, sub-wa×y, silty
in part; streaks Siltstone, light grayish-white,

i calcareous, argillaceous in part; occasionally grades
to very fine grained Sandstone, tight.

I 4800-4820 Shale, pale gray, cream, light greenish gray, sub-
waxy, slightly calcareous in part; streaks Siltstone,
light gray, grayish white, argillaceous, slightly
calcareous; occasionally grades to very Fine grained

i Sandstone, well sorted, sub-angular, calcareous,
tight.

4820-4840 Shale, gray-tan, waxy, moderately calcareous.

4840-4880 Shale, brown, gray-brown, chunky, platy, waxy in part,
moderately calcareous in part, limy streaks.

4880-4900 Shale, medium-light gray, sub-waxy, occasionally
silty, slightly calcareous in part.

4900-4920 Shale, as above; streaks Sandstone, very Fine-fine
grained, cream, tan, sub-engular to sub-rounded, fair

i to good sorting, appears tight, trace poor porosity,
scattered even ten-brown, dark brown stain, light yel-
low to dull yellow fluorescence, instant Fair whitish
yellow streaming out.

4920-4940 Shale, as above; trace Sandstone, as above, stain,
fluorescence and out, as above.

4940-4980 Shale, light gray, light gray-brown, grayish-tan,
waxy, carbonaceous, silty in part.

i



i
4980-5000 Shale, black, dark brown, gray-brown, platy, chunky,

petroliFerous, moderately calcareous to limy; oc-
casionally grades to shaly Limestone.

- 5000-5020 Shale, black, chunky, petroliFerous, calcareous, limy
streaks, very soft.

5020-5080 Shale, black, dark brown, platy, flaky, slightly
calcareous with streaks moderately calcareous to limy,
petroliferous.I 5080-5100 Shale, gray-tan, waxy, slightly calcareous, occasional
limy streaks.

5100-5180 Shale, dark gray, brown, dark brown, chunky, platy,
moderately calcareous to limy, soFt in part; @ 5120

i trace Limestone, cryptocrystalline, dark brown, argil-
laceous.

CARBONATE MARKER 5188 (+517)

i 5180-5200 Shale, as above; streaks Limestone, cryptocrystalline,
gray-brown, brown, dense, argillaceous; influx Shale,
pale green, chunky, waxy, silty in part.

5200-5220 Shale, pale gray, gray-green, sub-waxy, silty in part;

I grades to Siltstone, green, calcareous, very argill-
acous; streaks Siltstone, light gray, cream, cal-
careous, waxy, argillaceous.

5220-5240 Siltstone, light gray, green, white, calcareous in
part; occasionally grades to very fine Sandstone,
tight; streaks Shale, pale grey-green, pale-medium
gray, waxy.

5240-5280 Shale, gray-green, pale gray, sub-waxy, slightly

I calcareous; streaks Shale, dark brown, black, blocky,
platy.

5280-5300 Siltstone, light gray, gray-green, white, argil-
laceous in part, slightly calcareous; occasionally
grades to Sandstone, very fine grained; streaks Shale,

5300-5320 a e ele gray, green, waxy; streaks Shale, dark
gray, black, chunky, flaky, slightly calcareous to

i limy, petroliFerous; streaks Siltstone, light gray,
gray-tan, argillaceous calcareous.

5320-5340 Shale, pale-medium gray, chunky, waxy; inFlux Silt-
stone-very fine grained Sandstaae, as above, no show.



i
5340-5360 Sandstone, very Fine-fine grained, white, clear, fair

sorting, sub-angular to sub-rounded, streaks poor-Fair

porosity, no show - primarily loose quartz grains.

5360-5380 Siltstone, light gray, gray, argillaceous, calcareous;
streaks Sandstone, as above; streaks Shale, pale gray,
chunky, silty in part.

5380-5400 Siltstone and Shale, as above; streaks Sandstone, very
fine-fine grained, white, clear, Fair sorting, sub-
angular to sub-rounded, loose quartz grains common;
possible poor porosity, trace ten stain, dull yellow
fluorescence, poor-Fair light yellow cut.

5400-5420 Shale, medium gray, gray-green, silty in part; streaks
Siltstone, as above.

5420-5440 Shale, light gray, silty and sandy in part; steaks
Siltstone-very Fine grained Sandstone, light gray,

I white, fair sorting, angular - loose quartz grains
common.

5440-5480 Shale, green, gray-green, waxy, silty in part.

B-4 SANDSTONE 5470 (+233)

i 5460-5480 Shale, as above; influx loose very fine-fine quartz
grains, sub-rounded, Fair-good sorting, possible
poor-fair porosity, few clusters have Faint tan stain,

i
scattered bright yellow Fluorescence, bright 1Lght
yellow out.

5480-5500 Sandstone, fine-medium grained, clear, light gray,

I tan, fair sorting, sub-angular to sub-rounded,
primarily loose quartz grains - some white clay in
sample maybe matrix material, primarily contact silica

i cement, streaks fair porosity, pale tan staint bright
whitish yellow fluorescence - bluish cast, rapid
whitish yellow thin streaming out.

5500-5520 Shale, light gray, gray-green, waxy in part, loose
fine grained quartz common; trace stain, fluor-
escence and out, as above.

5520-5540 Shale, pale gray, lumpy, soFt, silty in part, loose
quartz, as above, no show.

5540-5580 Shale, gray-brown, dark gray, platy in part, silty
streaks; streaks Limestone, cryptocrystalline, brown,
dense, argillaceous; Shale, as above.

I 5580-5580 Shale, brown, as above; influx Shale, pale gray,
gray-tan, green, waxy in part; streaks Siltstone,

i



i
I-

light grayish-white, argillaceous, calcareous,

i 5580-5800 Shale, light-medium gray, gray-tan, waxy, occasion-
al streaks Siltstone, as above,

i 5600-5820 Shale, dull gray-brown, gray-tan, waxy, slightly
calcareous in part.

UTELAND CARBONATE MARKER 5820 (+83)

5620-5850 Shale, dark gray-brown, blocky, moderately calcareous;
grades to Limestone, cryptocrystalline, black, argil-
laceous, disseminated pyrite, petroliFerous, no
visible porosity, scattered dull yellow Fluorescence,
very Faint out; © 5840 decrease in Limestone, as
above.

I
i
i
I
i
i
i
I
i
I
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Form 3160-5 ' UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budgetirc

:
MaNo 1004 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Weu°AuO °WuO om.,

8. Well Name and No.

2. Name of operator Bal CPOn Federal 21-25Y

Equitable Resources Energy Company (Balcron Oil Division) 9. API Well No.

3. Address and Telephone No. 4 31¾
P.O. Box 21017; Bill ings, MT 59104 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T.. R., M., or Survey Description) Monumerit Butte/Greeri River
NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nouce of Intent Abandonment Change of Plans

Recompletion New Conunicdon

Subsequent Repon O elassin,sace O Non-Routine Fracturing

O c.ins a...it O Water Shut-Off

O Final Abandonment Notice Ahering Cuing Convmson to Injecdon

Other First Productian O Dispose Water
(Note: Reportresuksof multipiccompletiononWell

Comp1ctionor Recompletion Rcpnet and Log form ;

13. Describe Proposed or Completed Operations (Ctearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Eirst productio an this wll ms 10-2&93 at 4:30 p.m.

OlL, GAS MiN O

14. I hereby ce forc8oing is t e an correct ÛOOrdinatOr Of ËnVirOnmental

Signed Tide and Regulatory Affairs Date

(This space ral
ta4eno e use)

Approved by Title Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudgeptBure

a ch
310¾ 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUN DRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir' n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Delignation

SUBMITIN TRIPLICATE
• n/a

1. Type of Well

O °w"u O °'.1, O o..,
8. Well Name and No.

2. Name of Operator
.

BRÎCTOn Federal 21-25Y

Equitable Resources Energy Company (Balcron Oil Division) 9.APlWeRNo.

3. Address and Telephone No.

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 10. Ficid and Pool, or Exploratory Area

4. Location of Wel1(Footage, Sec., T.. R., M., or Survey Description) MOnument Butt€/GP€GB River
NE NWSection 25, T9S, R16E 11. County or Parish, State

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRlATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O son..or i.... O Abandonment Change of Plans

O a.comst.con O New Construcdon

SubsequentRepon O ri.,,in, sack O son-ao.a.«er.«2,ins
O Cuing Repair O Water Shut-Off

O m..!«»..4...... None. .
O se.rin, c.... O cons...<onto iniemion

Ð os., site securityDiwan O oisposewater
(Note: Rcportresuksof multip1ccompletiononWell

('ompletion or Recompletion Repon and 1.ogform.)

13. Describe Proposed or Completed Operations (Cicarly state a I pertinent details, and give pertinent dates, including estimaled date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attachecl is the Site Security Diagran for this nell.

Utc 0 1 1993

DIVISiON OF
OIL,GAS&MINING

14, I ÑrOc that the foregoin8 is e and correct LOordinator of Environmental

sign Tril, and Regulatory Affairs °

oate 11-2B3
· - RIrl

(This space late o e use)

Approved by T¡¡¡e Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the UnitedStates any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse



EquitÊeResources Energy Co any
Balcron Federal 21-25Y

Production Facility Diagram

Balcron Federal 21-25Y
ACCESs NENW Sec. 25, T9S,R16E

ROAD
, DUchesne County, Utah

\/ Federal Lease #U-64380

DIKE
198' FNL, 2302' FWL

NORTH

1 400
Bbl #5

#2 TANK
100

gasIIne :"x Bbl
WATER

4" load line

#7 #3 400
- a· Bbl

¯ TANK
VALVEDESCRIPTION

DURING DURING
PROD. SALES

VALVE#1 CLOSED OPEN
VALVE& OPEN CLOSED
VALVE#3 CLOSED OPEN , e
VALVEN OPEN CLOSED E 6 i
VALVE CLOSED CLOSED 7 8 "

VALVE CLOSED CLOSED $ Old
VALVE#7 CLOSED OPEN | 2 Reserve
VALVE CLOSED CLOSED a i .g

WELLHEAD

Q. u.;

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION
1601 LewisAvenue
P.O. Box21017
BIlllngs,MT 59104-1017

DIAGRAMNOTTO SCALE (406)
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Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudE

k
:reaMaNo 110 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-64380

SUNDRY NOTICES AND REPORTS ofWEŒs 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir' n/a
Use "APPLICATIONFOR PERMIT--" for such proposals

7. If Unit or CA, Agreemem Designation

SUBMIT IN TRIPLICATE

I. Type of Well
°w"u O °w'in O omer

8. Well Name and No.

2. Name of Operator SQ POfþ Odt SgÏ
Equitable Resources Energy Company (Balcron Oil Division) 9. API Well No.

3. Address and Telephone No.

P.O. Box 21017; BiTi ings, MT 59104 (406) 259-7860 10. Ficid and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description) Monument Butte/Green River

NE NWSection 25, T9S, R16E 11. countyor varish.state

500' FNL, 1980' FWL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent O Abandonment Change of Plans

O accompeson O New Conmucdon

Subsequent Repon Plugging Back Non-Routine Fracturing

O casia,ace.., O Water Shut-Off

O Final Abandonment Notice Aherin Cast Convc ston to lajecdon

6 othe, "Ons"ÅoreOrder #7 O oisposewater
(Note: Reportresultant multiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly stale a 1pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

Bivesubsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.;*

Any water produced by this well will be held in a produced water tank and
trucked to a commercial disposal facility. The primary facility to be used is
the R.N. Industries produced water disposal facility located in Section 9,
T2S, R2Win Duchesne County, Utah. A copy of the State-issued permit for that
facility is on file at the Vernal Bureau of Land Management. If for some
reason the operator is unable to use this primary disposal facility, the
produced water will be trucked to another State-approved disposal facility.
If applicable, Operator has received approved Right-of-Way access to this well
location from the Vernal Bureau of Land Management.

Kir..reby repina, C d r of Env nmental
November 30, 1993

-- - LChtlfilil11
(This space ral or State ottice use)

Approvedby Enders/donrn Tdr Accepted by
Conditions of approval, iriaqyhn je gy,e of Utah Dm e n of

8 U.SFSection 1001, makes it a crime for any person knowin81yand willfully to make to any department or agen e tás any Is ctitio audulent statements

*See Instruction on Reverse



STATËOF UTAH
DIVI,SION OF OIL, GAS AND MINING

REPORTOF NATERENCOUNTEREDDURINGDRILLING - FORM7 (UB9)

1. Well name and number: Palcræ Federal #21-25Y

API number : 43<)13-31394 - --- -

2. Well location: QQNEl¾ section .25 township9S_ range 16E county Duchesne

3. Well operator: Filaitable Resources Ibergy Cæpoy, Paleran 011 Divisiæ
Address: P.0. Eox 21017, Billinpp,MF 5910'+ phone: (406) 259-7860

4 Drilling contractor: ItlenDrilling
. P.O. Box 2222 phone: (406) 252-2591Address.

mllines, Mr 59103

5. Water encountered (continue on reverse side if necessary)

Depth Volume Quality
from to (flow rate or head) (fresh or salty)

No mater moomteœtl

6. Formation tops: See Geologic Report sent separately.

If an analysis has been made of the water encountered, please attach a copy of the
report to this form.

I certify that this report is true and complete to thp best of my knowledge.

Name Bobbie Schmai Signature ///2 ¿L

Ti tle tor of humtal d Date ll-3(M3
Re at rv Attairs





37. SUMMARYOF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. Tt y
NAME

MEAS. DEPTH TRUE
VERT. DEPTH

No ŒT's run. See Geologi.cal Report sent seprately.

I



e e
Fonn3160-5 UNITEDSTATES FORM APPROVED
(June 1990) DEPARTMENTOF THE INTERIOR BudgetBureau No.1004-0135

BUREAUOF LANDMANAGEMEff Expires:March 31, 1993
5. LeaseDesignationand Serial No.

SUNDRY NOTICESAND REPOMS ON WELLS 6. IfIndian,AllotteeorTribe Name

Donotuse this form for proposals to drill or to deepen or reentry to a dllfüëft14tiërvoir
Use "APPLICATION FOR PERMIT -" for such proposals n/a

i. Ifünlioruugreemenibesignailon
SUBMITINTRIPLICATE

1. TypeofWell

Oil O a.. O nia
Well Well Other 8. WellNameand No.

2. NameofOperator Balcron Federal #21-25Y

EQUITABLERESOURCES ENERGYCOMPANY,BALCRONOILDIVISION 9. APIWelNo.
3. Addressand TelephoneNo. 43¾ 3-31394

P.O. Box 21017; Billings,MT59104 (406) 259-7860 10. Fleidand Pool, or ExploraloryArea
4. LocationofWell(Footage,Sec.,T.,R.,M.,orSurvey Description) Monument Butte treenRiver

SURFACE: NE NW Section 25, T9S, R16E 11. County orParlsh, State
TD: 500' FNL& 1980'FWL

DuchesneCounty,Utah

12. CHECKAPPROPRIATEBOX(s) TO INDICATENATUREOF NOTICE,REPORT,OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Noticeof Inknt O A andonment O ChangeofPlans

O a.«==i.ti== O NewConstruction

SubsequentRepos O PluggIngBack O Non-RoutineFractudng

O CasingRepalr O WalerShut-Off

O FinalAbandonmentNotice AlterugCasing O cons.siane ini...

Other O es.was,
AmendmenttoCompletion Report ,,,aoumay,wamenw.

Corr¢eien « Aeompelm F¾ptri md Legforrrt)

13. DescribeProposedorCompletedOperations(Clearlystate allpertinettdetalls,and givepertinentdates,includingestimateddateofstarunganypioposedwork.Ifwellis
directionallydrllied,givesubsurfaœbeatlonsand measuredand trueverlicaldepthsforallmarkersandzonespertinenttothiswork.)"

Attached aretheGeologcialMarkemand theirMeasured Depths tobe amendedon
theoriginalcompletionreportsubmittedon 11-29-93.

14. Iherenedc h

Title Regulatory and Environmental Specialist Date 12-8-94

(Thisspace forFederalorStale ofliceuse)

Approvedby Title Date
Conditionsofapproval,#any.

Title18 U.S.C.Sectbn 1001, makesita crimefor any person knowinglyand wlllfullytomaketoanydepartmentor agencyoftheUnlledStates anyfalse,fictitiousorfraudulent
statementsor representatlonsas lo any matterwlthinlis jurisdiction.
*See hatmction on Reverse



EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Federal #21-25Y
NE SW Section 25, T9S, R16E

Duchesne County Utah

Amendment to Completion Report
Submitted on 11-29-93

GEOLOGICAL MARKERS

NAME MEASURED DEPTH

Green River 1324'
Horse Bench Sandstone 1948'
Second Garden Gulch 3564'
"Y" Marker 4180'
Douglas Creek Marker 4330'
Second Douglas Creek 4562'
Green Marker 4694'
Carbonate Marker 5185'
Utebutte Lower Sand 5620'
Red-1 4367'
Green-1 4629'
Green-3 4781'



FORIVI 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 7 of 11355 West North Temple, 3 Tried, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMRER• N9890

BALCRON O1L DIVI S ION REPORT PERIOD (MONTH/YEAR):EQUITABLE RESOURCES ENERGY
1601 LEWlS AVE
BILLINGS MT 59102-4126

AMENDED UPO O onguismcl.mgär

Wei Name Producing WeR Days Production Volumes
Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)

4304732260 11500 OSS 25E § GRRV
v/00Y0TE FEDERAL 13-5

430473226111500 OSS 25E § GRRV
t/ŸEDERAL 22-10Y

430133139511501 095 17E to GRRv
vfEDERAL Al-21Y

A301531392 11505 095 16E 21 GRRV
yrEDERAL 44-14Y
§30473243811506 095 178 14 GRRV

v/FEDERAL 21-13Y
1331400 ,11510 095 16E 13 GRRV

v' eDERAL 21-9Y
4301331396 11513 09& 16E 9 GRRV

saksaWLigl-25Y,
' A301331394' 11530 995 16E 25 GRRv
v/MONUMENTFEDERAL 11-25

§30473245511625 08& 17E 25 GRRV
ALLEN FEDERAL 31-6G
4 01331442 11642 OS$ 17E & GRRV

ALCRON"FEDERALAl-19Y
43û4732504, - 11651 095

'
48E 19

.
GRRV

LibALCRON MONUMENTSTATE 14-2
- 4301331425- 17656 095 17E 2 GRRV
vfEDERAL $4-NY

4301331452 11G79 095 17E 4 GRRV

TOTALS

hereby certify that this report is true and complete to the best of my knowledge. Date·

<ame and Signature: Telephone Number



(Iþ ' (Iþ
EGJrrABLE • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 g

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 )V FÛ

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources
Energy Company, Balcron oil Division to Equitable Resources Energy
Company. Attached is a sundry notice reflecting that change. To
simplify paperwork, I have done one sundry notice with copies for each
of the wells. To this letter I have attached a list of our wells for
your ease in filing the sundry notices in the well files. This should
be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of Oil and
Gas prefers them sorted by API number), please give me a call at (406)
259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only ouricompany name. The physical locations of
our offices and the personnel remain the same. We will be changing our
well signs and ask for your patience and cooperation as this will be
done as soon as possible but may take some time since we do have so many
properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



FORM e S OF UTAH

DIVISION OF GlL, GAS AND MINING
5. Lease Designation and Serial Number:

See attached listing
6. If Indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UnitAgreement Name:

Do not use thisformfor proposals to drillnew wells, deepen existingwells, or to reenter plugged and abandoned welI• See attached l i sti ngUse APPUCATIONFOR PERMITTO DRIL1.ORDEEPENformfor such proposals.

8. WellName and Number:1. Type or well: OIL GAS OTHER: -
.See attached listing See attached listing

2. Name of Operator: 9. APIWellNumber:
See attached listingEquitable Resources Energy Cornpany, Balcron Dil Division

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Locationof Well

,,: See attached listing county: See attached list
oo, s.c..T..n..u.: st.t.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Suben in Duplicate) (Submit Original Form Only)

O Abandon O New Construction O Abandon O New construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or Alter Casing

O changeof Plans O Recomplete O Change of Plans O Reperforate
O convertto Injection O Reperforat• O convertto injection O ventor Flare
O Fracture Treat or Acidiz• O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiplecompletion O Water Shut-Off g Other Operator name change
O Other

Date of work completion

Approximate date work will start Report results of Muttiple Compienons and Rooomplodone to different reservoirson WELL
COMPLETION OR RECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verificationreport.

12. DESCRIBEPADPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations and measured and true
verticaldepths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

Regulatory and
Name&Signatum: Twe: Environmental Specialist oat.: March 27 1996

Bobble Schuman
(Thie space for State use only)

(4\94) (See Instructionson Reverse



UTAH - ALL

IcronCoyote Fed. #42-6X Coyote Basin SE NE 6 8S 25E Uintah UT OSI Green River U-017439-B 43-047-32346 198T FNL,682' FEL Vemal Coyote Basinalcron Coyote Fed. #44-6 Coyote Basin SE SE 6 SS 25E Uintah UT PND Green River U-017439B 43-047-32421 560' FSL,760' FEL Vemal_ Coyote BasinIcronFederal #12-20Y 8 MileFlat N. SW NW 20 9S 18E Uintah UT Oil Green River U-64917 43-047-32617 1980°FNL,660' FWL Vemaln Federal #12-22Y 8 MileFlat N. SW NW 22 8S 17E Duchense UT Oil Green River U-66191 43-013-31476 2105' FNL, 660' FWL VemaUPriv.sfc.BalcronFederal #21-13Y MonumentBulie NE NW 13 9S 16E Duchesne UT Oil Green River U-64805 43-013-31400 703' FNL, 1831' FWL VemalggerenFederal #21-25Y MonumentButte NE NW 25 9S 16E Duchesne UT Oil Green River U-64380 43-013-31994 500' FNL,1980' FWL VemalBalcronFederal #21-9Y MonumentButte NE NW 9 9S 16E Duchesne UT Oil Green River U-65207 4&4)13-31396 476' FNL,2051' FWL VemalBalcronFederal #22-10Y MonumentButte SE NW 10 9S 17E Duchesne UT Oil Green River U-65210 43-013-31395 1980° FNL,1980' FWL VemalBalcronFederal #24-3Y Monument Butte SE SW 3 9S 17E Duchesne UT Oil Green River U-64381 43-013-31397 562' FSL, 1887 FWL VemalBalcron Federal #31-14Y Undesignated NWNE 14 9S 19E Uintah UT PND WASATCH U-66193 500' FNL,2740' FWL Vemal/Priv.sfc.Balcron Federal #31-19Y 8 Mile Flat N. NWNE 19 9S 18E Duchesne UT Oil Green River U-65635 43-047-32614 660' FNL,1880' FEL VemalBalcronFederal #31-5Y 8 MileFlat N. NWNE 5 9S 18E Uintah UT Oil Green River U-65970 43-047-32503 660' FNL, 1980' FEL VemalBalcronFederal #32-19Y 8 MileFlat N. SW NE 19 9S 18E Uintah UT Oil Green River U-65635 43-047-32615 1980' FNL,1980' FEL VemO Balcron Federal #41-19Y Monument Butte NE NE 19 9S 17E Duchesne UT Oli Green River U-65967 43-047-32504 660' FSL, 660' FEL VemalBalcronFederal #41-21Y MonumentButte NE NE 21 9S 16E Duchesne UT Oil Green River U-64379 43-013-31392 970' FNL,894' FEL VemdBalcron Federal #42-19Y 8 MileFlat N. SE NE 19 SS 18E Uintah UT Oil Green River U-65635 434)47-32016 2100' FNL,500' FEL VemalBalcronFederal #44-14Y MonumentButte SE SE 14 9S 17E Uintah UT Oil Green River U-64806 43-047-32438 1008' FSL, 832' FEL VemalBalcronFederal #44-4Y 8 MileFlat N. SE SE 4 SS 17E Ouchesne UT Oli Green River U-65635 43-013-31452 660' FNL,600' FËL VemBalcronMonument Fed. #11-10-9-17Y NWNW 10 9S 17E Duchesne UT PND Green River VemalBalcron MonumentFed. #11-20-9-18Y MonumentButte NWNW 20 9S 18E Uintah UT OIL Green River Ud4917 43-047-32712 500' FNI,500' FWL VemalBalcron Monument Fed. #11-22-8-17Y Monument Butte NWNW 22 8S 17E Duchesne UT OIL Green River U-66191 43-013-31539 635' FNL,658' FWL VemalBalcronMonument Fed. #11-25 Monument Butte NWNW 25 BS 17E Uintab UT Oil Green River U-67845 43-047-32455 739' FNL,648' FWL VemalBalcron Monument Fed. #11-6 Monument Butte NWNW 6 9S 17E Duchesne UT WlW Green River U-020252-A 43-013-31362 804' FNL,696' FWL Äm nahBalcronMonumentFed. #11-7J MonumentButte NWNW 7 SS 17E Duchesne UT COMPL-WIW Green River U-44426 43-013-31492 681' FNL, 44T FWL Vemal JonahBalcron MonumentFed. #12-10-9-17Y MonumentButte SW NW 10 9S 17E Duchesne UT COMPL Green River U-65210 43-013-31536 1994' FNL,618' FWL VertmlBalcronMonunientFed. #12•11J Monument Butte SW NW 11 9S 16E Duchesne UT WIW Green River U-096550 43-013-31417 2128' FNL,689' FWL Vemal JonahBalcron MonumentFed. #12-12J MonumentButte SW NW 12 9S 16E Duchesne UT WIW Green River U-096550 43-013-31410 739' FNL,648' FWL Vemal JonahBalcronMonumentFed. #12-14J MonumentButte SW NW 14 9S 16E Duchesne UT PNO Green River U-096547 43-013-31488 2004' FNL,658' FWL Vemal JonahBalcronMonument Fed. #12-17 MonumentButte SW NW 17 9S 17E Duchesne UT Oil Green River UTU-72106 43-013-31431 1980' FNL,660' FWL Vemal BelugaBalcron Monument Fed. #12-25 Undesignated SW NW 25 SS 17E Uintah UT \Oil Green River U-67845 43-047-32526 1486'FNL,875.7' FWL VemalBalcron Monument Fed. #12-7J Monument Butte SW NW 7 9S 17E Duchesne UT Oil Green River U-44426 43-013-31493 1965' FNL,620' FWL Vemal JonahBalcron MonumentFed. #13-11J MonumentButte NWSW 11 OS 16E Duchesne UT Oil Green River U-096547 43-013-15790 1819' FSL, 658' FWL Vemal JonahBalcronMonumentFed. #13-5 MonumentButte NWSW 5 9S 17E Duchesne UT WIW Green River U-020252 43-013-31370 1980' FSL, 660' FWL Vemal JonahBalcron Monument Fed. #13-8 Monument Butte NWSW 8 93 17E Duchesne UT Oil Green River UTU-74108 43-013-31382 2060' FSL, 694' FWL Vemal BelugaBalcronMonument Fed. #14-11 MonumentButte SW SW 11 9S 16E Duchesne UT WIW Green River U-096547 43-013-31374 1048' FSL, 446' FWL Vemal Jonah

Page



(Iþ (il
Diiision of Gil, Gas and Mining
OPERATORCHANGEHORKSHEET "°"

1 -SJ
Attach all documentation received by the division regarding this change. I 8-FIL
Initial each listed item when completed. Write N/A if item is not applicable. 3 GI

4
O Change of Operator (well sold) O Designation of Agent 5
O Designation of Operator kmepenatoraÆameschumf@0M4 IL

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROH(former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS BŒ 59102-4126

phone (406 )259-7860 phone (406 )259-7860
account no. N9890 - account no. N9890

Hell(S) (attach additional page if needed)

Name:**SEE ATTACHED** API:Û jŠŠ Entity: Sec_Twp Rng Lease Type:
Name: API: Entity: Sec_ _Twp _Rng__ Lease Type:
Name: API: Entity: Sec Twp Rng_ Lease Type:
Name: API: Entity: Sec Twp Rng_ Lease Type:
Name: API: Entity: Sec Twp _Rng Lease Type:
Name: API: Entity: Sec

_
Twp_ _Rng

_
Lease Type:

Name: API: Entity: Sec
_

Twp___Rng
_

Lease Type:

OPERATORCHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal docume tation has been received from former
operator (Attach to this form). cg// pf,g d yf4

tya_2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form).

§ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number: .

4. (For Indian and Federal Hells ONLYTThe BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the di1 and Gas Information System (Hang/IBM) &

6. Cardex file has been updated for each well listed above. (lC//-Ýá)
7. Well file labels have been updated for each well listed above./9Wi-1

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (t/,/o †

4-9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



(Iþ (Iþ '

OPERATOR CHANGEWORKSHEET(CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeENR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Nere
entity changes made? (yes/ o (If entity assignments were changed, attach copies of
Form 6, Entity Action Formr.

At 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BO D VERIFICATION (Fee wells only)

1. <Rule R615-3-1) The new operator of arty fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no)
Today's date 19 . If yes, division response was made by letter
dated 19 .

LEASE INTEREST OHNER NOTIFICATIONRESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has.been
notified by letter dated 19_ , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Co e o do um nts h e beg sent t te Lands for changes involving State leases.

All attachments to this form have been microfilmed. Date: O O 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The otiginal of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS





e 0
EQUITABLERESOURCES AP 1
ENERGYCOMPANY
WESTERNREGION ÛŒ,MS MINING Office: {406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings,MT59102 FAX: (406) 245-1361

April 15, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Balcron Federal #21-25Y
NE NW Section 25, TSS, RI6E
Duchesne County, Utah
API #43-013-31394

Enclosed is a sundry notice for the recompletion of the subject well. A sundry
was originally submitted in error for the incorrect well, the Monument Federal
#21-25, so I have also attached a separate sundry notice requesting that the
original sundry be withdrawn and the new recompletion sundry be accepted for
the proper well.

Please feel free to contact me if you require any further information.

Sincerely,

Molly Conrad
Operations Secretary

/me

Enclosures

cc: Bobbie



0CT 1 0 1997

October 7, 1997
RESOURCES INC.

Bureau of Land Management ,i

Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy B - u

/pb
encls.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



.FORM 9 STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Unaso Designation and Sortal Number:

See Attached
6. If Indian, Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.Use APPUCATlON FOR PERMIT TO DRILLOR DEEPEN fonn for such proposals. See Attached
8. Well Name and Number1. Type of Woll: OIL@ GAS O OTHER:

See Attached
2. Name of Operalor

0. API Well Number:
Inland Production Company ( QT 1 3 1997 See Attached

3. Address and Telephone Number:
10. Fleid and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Foot.o..: See Attached Exhibit county:
oo, see..T.,n.,u.: state:

"· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Subenit in Duplicate)
(Submit Original Fonn Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pull or Alter casing O Repair casing O Pull or After Casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convertto lajection O Reperforate O convertto injection O ventor Flare
O Fracture Treat or Acidize O ventor Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiple Completion O watershut-off ŒOther Change of Operator
U other Change of Operator

Date of work completion 9-30-97'
Approximate date work will start

Report results of Multiple Completione and Rooompletione to different reservoirs on WELL
COMPLEDONOARECOMPLETION REPORT AND LOG form.

* Must be accompanied by a cement verificallon report.

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearty state all pertinent details, and give portinent dates. If well is directionally drilled, give subsurface locadons and measured and kuevertical depths for all markets and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the termsand conditions of the leases for operations conducted on the leased 1 6'ri'þóftionthereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

a signatur.: CHRISA.POTWR,ATTORNEY-IN-FACT
Dak:

[Thie spooe for State use only)

4\94) (See Instructions on Reverse





O
United States Department of the Interior

% 2. # BUREAU OF LAND MANAGEMENT
Vemal District Office
170 South 500 EaSt Phone: (801) 7814400

IN REPLY REFER TO: Vemal, Utah 84078-2799 Fax: (801) 781-4410

3162.3
UTO8438

December 9, 1997

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Balcron Federal 21-25Y
NENW, Sec. 25, T9S, R16E
Lease U-64380
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submitted requesting a
change in operator for the referenced well. After a review by this office, the change in
operator request is approved. Effective immediately, inland Production Company is
responsible for all operations performed on the referenced well. All liability will now fall under
your bond, BLM Bond No. UTOO56, for all operations conducted on the referenced well on the
leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or
Pat Sutton of this office at (435) 781-4400.

Howard 8. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy Company
Yates Petroleum



3/10/1997 05: 15 1-406-6 64 CRAZY MTN O&G PAGE 02

0 EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company



3/10/1997 05:15 1-406-6 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil Gas Services
P,O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

To:

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including CoverSl2eet
.

NOTE





OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/ Ifentity assignments were changed, attach copies of Form 6, Entity Action Form.

// 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures ofentity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

R 1. Copies of documents have been sent on to at Trust Lands for changes
involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

l. All attachments to this form have been microfilmed. Today's date: NOS 1998

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FORik 3160-5 TED STATES FORM APPROVED

(June 1990) DEP MENT OF THE INTERIOR BudgetBureauNo. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-64380
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, AgreementDesignation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X oii Gas 8. Well Name and No.
Well | Well Other FEDERAL 21-25Y

9. API Well No.

2. Name of Operator 43-013-31394
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Location of Well (Footage,Sec.,T., R., m., or Survey Description)

0500 FNL 1980 FWL NE/NW Section 25, T09S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

X SubsequentReport Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

D202012
NOY02 1998

DIV.0FOIL,GAS&MINING

14. I her byecertifytha co t

f itle Manager, Regulatory Compliance Date 10/30/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the UnitedStatesany false, fictitious

or fradulent statements or representations as to any matter within its



' O O
Inland Production Company

Site Facility Diagram
Monunient Federal 21-25

NE/NW Sec. 25, T8S, 17E

Uintah County

Well Head Sept. 17, 1998

Gas Sales Meter - - -
'"" "'"

Pumping Unit

Site Security Plan is held at the
Roosevelt Office, Roosevelt Utah

Diked Section

Production Phase:

1) Valves 1, and 3 sealed closed

. ..... ...-. . 2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 2, 3, and 4 sealed closed

1) Valve 3 open

Legend
Water Eank

Emulsion Line ""

LoadLine ¯¯¯¯¯¯¯¯¯¯¯

Water Line - - - -

Gas Sales



FORM 3160-5 'TNITED STATES FORM APPROVED

(June 1990) DEPA JENT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: Mamh 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-64380
Do not use thisform for proposals to drill or todeepen or reentry a different reservoir. 6. If1ndian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

| X °' |Gas 8. Well Name and No.

Well | Well Other FEDERAL 21-25Y
9. APl Well No.

2. Name of Operator 43-013-31394
INLAND PRODUCTION COMPANY lo. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 l1. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0500 FNL 1980 FWL NE/NW Section 25, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Constmetion
Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECERVE
NOV02 1998

DIV.0F0lL,GAS&MINING
14. I hereby certify that ing is tme and c et

Signed / / Title Manager, Regulatory Compliance Date 10/28/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C.Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the UnitedStates any false, fictitious

or fradulentstatements or representations as to any matter within its



InL,id Production Coi-pany
Site Facility Diagram

Federal 21-25Y

NEINW Sec. 25, T9S, 16E

Duchesne County

May 12, 1998

Pumping Unit
Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed

2) Valves 2 and 4 sealed open

Gas Sales MeterSales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open

Diked Section
Draining Phase:

1) Valve 3 open

Emulsion Line ··-···

Load Line

WaterLine -·-·- -·-··

Gas Sales



Unite9States Department of the erior

BUREAU OF LAND MANAGEMENT
. Tage patog•

Utah State Office INgERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, DenverCO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



(TTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 . 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553- 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 752Š8

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



O &CorporationsSection E og Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, doeshereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the intemet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLESOF AMENDMENT Inthe (fc Of the
TO THE SecretaryofState ofTeXSS

ARTICLESOF INCORPORATION
OF 02 Ë

INLAND PRODUCTION COMPAN Y CorporationsSection

Pursuant to the provisionsof Article 4.04 of the TexasBusinessCorporationAct (the
"TBCA"), the undersigned corporation adoptsthe followingarticles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 -- Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article Oneshallread in its entirety as follows:

"ARTl,CLE ONE - The nameof the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,. upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writingpursuant to Article 9.10of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WlTNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (oldOperator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
WALKER/SAND PASS 14-21R-4-l(REEN' 21 040S 010W 4301331069 14300 Fee NA P K
CODY FEDERAL 2-35 (REENTRY) 35 080S 150E 4301331525 11794 Federal OW P
MONUMENT BUTTE FED 14-25 25 080S 160E 4301331531 11805 Federal OW P
MONUMENT BUTTE FED 12-25 25 080S 160E 4301331554 11840 Federal OW P
MONUMENT BUTTE FED 10-25 25 080S 160E 4301331562 11874 Federal OW P
MONUMENT BUTTE FED 16-26 26 080S 160E 4301331517 11814 Federal OW P
MONUMENT BUTTE ST 14-36 36 080S 160E 4301331508 11774 State OW P
MONUMENT BUTTE ST 10-36 36 080S 160E 4301331551 11822 State OW P
MONUMENT BUTTE ST 2-36 36 080S 160E 4301331556 11855 State OW P
ASHLEY FEDERAL 10-23 23 0908 150E 4301331519 11775 Federal OW P
FEDERAL 41-10Y 10 090S 160E 4301331478 11764 Federal NA PA
FEDERAL 21-13Y 13 090S 160E 4301331400 11510 Federal OW P
NOVA 31-20 G NGC FEDERAL 20 090S 160E 4301331071 10185 Federal OW S
FEDERAL 41-21Y 21 090S 160E 4301331392 11505 Federal OW S
FEDERAL 21-25Y SS 0908 160E 4301331394 11530 Federal OW S
ALLEN FEDERAL 31-6G 06 090S 170E 4301331442 11642 Federal GW S
FEDERAL 41-18 18 090S 170E 4301331399 11536 Federal NA PA

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_2_FORM 4B.xls 4/19/2005



O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_2 FORM_4B.xis 4/19/2005



NEWFIELD

ROCKY MOUNTAINS

April 30, 2012

Mr. Mark Reinbold
State of Utah
Division of Oil, Gas and Mining
1594 W North Temple
Sait Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Balcron Federal #21-25Y-9-16
Monument Butte Field, Lease #UTU-64380
Section 25-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Reinbold:

Newfield Production Company herein requests approval to convert the Balcron Federal #21-25Y-
9-16 from a producing oil well to a water injection well in the Monument Butte (Green River) Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundberg
Regulatory Lead

RECEIVED

MAYO1 2012

DIV OF OIL, GAS, &MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)



NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

BALCRON FEDERAL #21-25Y-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-64380

APRIL 30,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Balcron Federal #21-25Y-9-16

Field or Unit name: Monument Butte (Green River) Lease No. U-64380

Well Location: QQ NENW section 25 township 9S range 16E county Duchesne

is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31394

Proposed injection interval: from 3672 to 5592
Proposed maximum injection: rate 500 bpd pressure 2176 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date 4/ge/t
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Balcron Federal #21-25Y-9-16
Spud Date: 9/7/1993
Put on Production: .10/28/1993 Initial Production: 20 BOPD,
GL: 5692' KB: 5705' . Proposed Injection . 300 MCFD, 45 BWPD

Wellbore Diagram
SURFACE CASINg FRAC JOB
CSG SIZE: 8-5/8"

10/11/93 4632'-4790' Frac zone as follows:
GRADE: K-55

35,000# 16/30 sand in 398 bb1sgelled
WEIGHT: 24# KCL frac fluid. Treated @avg press ofCasing shoe @282' 2800 psi w/avg rateof2.5 BPM. ISIPDEPTH LANDED: 282'

2400 psi.
LENGTH: 6 jts. (271') 10/15/01 4367'-4371' Frac zone as follows:
HOLE SIZE:12-1/4"

11,340#16/30 sand in 166 bbls gelled
CEMENT DATA: 150 sxs Class "G" cmt, est 5 bbis cmt to surf. KCL frac fluid. Treated @avg press of

2600 psi w/avg rate of 15.4 BPM. ISIP
2500 psi.

8/18/95 3690'-3929' Frac zone as follows:Cement Top@ 1800'
117,300# 16/30 sand in 708 bbls gelled
KCL frac fluid.

5/31/98 Shut in. Hole in tubing.
PRODUCTION ÇASING

5/25/04 Tubing leak. Update rod and tubingCSG SIZE: 5-1/2"
details.

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 130jts. (5622.94')

DEPTH LANDED: 5636.94'

IIOLE SIZE: 7-7/8"

CEMENT DATA: 215 sxs Thrifty Lite & 294 sxs 50/50 POZ.
CEMENT TOP ATç 1800' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 155jts
TUBING ANCHOR: 4759.92'

NO. OF JOINTS: 1jts (32.50')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4795.22'

NO. OF JOINTS: 1 jt. (28.98')

TOTAL STRING LENGTH: EOT @4825.75'

Packer @3640'
3690'-3704'

3884'-3895'
3897'-3903'
3919'-3929'

4367'-4371'
PFRFORATIONRECORD

4632'-4640, 10/08/93 4790'-4794' 1 JSPF 8 holes
4654'-4658, 10/08/93 4654'-4658' 1 JSPF 4 holes

10/08/93 4632'-4640' I JSPF 6 holes
4790'-4794' 10/08/93 4367'-4371' I JSPF 9 holes

08/18/95 3919'-3929' 1 JSPF 3 holes
08/18/95 3897'-3903' I JSPF 2 holes
08/18/95 3884'-3895' I JSPF 2 holes
08/18/95 3690'-3704' l JSPF 7 holes

PBTD @5592'
TD @5650'

NEWFIELD

Balcron Federal #21-25Y-9-16
500' FNL & 1980' FWL
NENW Section 25-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31394; Lease #U-64380

JW



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Balcron Federal



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17 Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Balcron Federal #21-25Y-9-16 from a producing oil
well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Balcron Federal #21-25Y-9-
16 well, the proposed injection zone is from Garden Gulch to Basal Carbonate (3672' -

5592'). The confining strata directly above and below the injection zones are the Garden
Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3357' and the TD is at 5650'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Balcron Federal #21-25Y-9-16 is on file with the Utah
Division of Oil, Gas and



2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-64380) in the Monument
Butte Federal (Green River) Field, and this request is for administrative



REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 282' KB, and 5-1/2", 15.5#
casing run from surface to 5637' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately l100 psig and the
maximum injection pressure will not exceed 2176 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Balcron Federal #21-25Y-9-16, for existing
perforations (3690' - 4790') calculates at 1.03 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 2176 psig. We may add additional perforations between 3357' and 5650'.
See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Balcron Federal #21-25Y-9-16, the proposed injection zone (3672' - 5592') is in
the Garden Gulch to the Basal Carbonate of the Green River Formation. The reservoir is
a very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-6.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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ATTACHMENTA-!
T9S, R16E,S.L.B.& M. EOUITABLERESOURCESENERGYCO.

BASISOFBEARING N 89°51'W '
(GLO) WELLLOCATION,BALCRONFEDERAL#21-25Y,
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'' | o
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DUCHESNECOUNTYUTAH.

1980.0°
I
I
I

BALCRONFEDERAL#21-25Y
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ELEVUNGRADED
GROUND5692.5 N

25
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PREPAREDFROMFIELDNO SURVEYS
MADEBY MEORUNDER D THAT
THESAMEARETRUE ST OF
MYKNOWLEDGEAND Nû .
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STATE0F ........
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TRISTATELANDSURVEYlNG& CONSULTING
38 EAST100 NORTH,VERNAL,UTAH84078
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EXHIBITB
# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 T9S-R16E SLM USA Newfield Production Company USA
Section 25: N2, NESW,SE UTU - 64380 Newfield RMI LLC
Section 26: NWNE,SENE,SWSW HBP Yates Petroleum Corp

2 T9S-R16E SLM USA Newfield Production Company USA
Section 21: S2 UTU - 74392 Newfield RMI LLC
Section 22: NENE,S2 HBP ABO Petroleum Corp
Section 23: SWSW MYCOIndustries Inc
Section 24: SESE OXYY-1 Company
Section 26: NENE Yates Petroleum Corp
Section 27: AII
Section 28: All

3 T95-R16E SLM USA Newfield Production Company USA
Section 23: E2, NW, E2SW, NWSW UTU - 15855 Newfield RMI LLC
Section 24: N2, SW, N2SE,SWSE HBP Bee Hive Oil LLC

Journey Properties LLC
King Oil & Gas of Texas LTD
Six Gold Oil LLC
Stone Energy Corp

4 T9S-R16E SLM USA Gasco Production CO USA
Section 25: W2SW, SESW UTU - 67844 IIIExploration CO
Section 26: SWNE, NW, N2SW, SESW, SE HBP lil Exploration II LP

QEP Energy Company

Federal 21-25y Page 1of



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Balcron Federal #21-25Y-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: y'
Newfield Yoduct
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of / , 2012.

Notary Public in and for the State of Colorado: /(/// / ,(g/

MyCommissionEXpires
My Commission Expires:



ATTACHMENTE
Balcron Federal #21-25Y-9-16

Spud Date: 9/7/1993
Put on Production: 10/28/1993 Initial Production: 20 BOPD,
GL: 5692' KB: 5705' Wellbore Diagrarn 300 MCFD, 45 BWPD

SURFACE CASINÇ FRAC JOB
CSG SIZE: 8-5/8"

10/11/93 4632'-4790' Frac zone as follows:
GRADE: K-55

35,000# 16/30 sand in 398 bb1sgelled
WEIGHT: 24# KCL frac fluid. Treated @avg press ofCasing shoe @282' \ 2800 psi w/avg rate of2.5 BPM. ISIPDEPTH LANDED: 282'

2400 psi.
LENGTH: 6 jts. (271') 10/15/01 4367'-4371' Frac zone as follows:
HOLE SIZE:12-1/4"

11,340# 16/30 sand in 166 bbis gelled
CEMENT DATA: 150 sxs Class "G" cmt, est 5 bbis cmt to surf KCL frac fluid. Treated @avg press of

2600 psi w/avg rateof 15.4 BPM. ISIP
2500 psi.

8/18/95 3690'-3929' Frac zone as follows:Cement Top@ 1800' - -

117,300# 16/30 sand in 708 bbis gelled
KCL frac fluid.

5/31/98 Shut in. Hole in tubing.PRODUCTION CASING
5/25/04 Tubingleak.UpdaterodandtubingCSG SIZE: 5-1/2,

details.
GRADE: K-55

WEIGHT: 15.5#

LENGTH: 130 jts. (5622.94')

DEPTH LANDED: 5636.94'

HOLE SIZE: 7-7/8"

CEMENT DATA: 215 sxs Thrifty Lite & 294 sxs 50/50 POZ.

CEMENT TOP AT: 1800' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 155 jts
TUBING ANCHOR: 4759.92'

NO. OF JOINTS: 1 jts (32.50')

SEATING NIPPLE: 2-7/8" (l.10')

SN LANDED AT: 4795.22'

NO. OF JOINTS: 1jt. (28.98')

TOTAL STRING LENGTH: EOT @4825.75'

SUCKER RODS

POLISHED ROD: 1-1/4" x 16'

SUCKER RODS: 1-4' x3/4" pony rod, 1-1" x 2' pony rod, 1-1 1/2" weight 3690'-3704'
bars; 6-1" scraper rods; 21-3/4" scraper rods, 60-3/4" plain rods, 100-3/4"
guided rods 3884'-3895'
PUMP SIZE:2-l/2" x 1-1/2" x 12' x 15' RHAC 389T-3903'

3919'-3929'
STROKE LENGTH: 62"

PUMP SPEED, SPM: 5 SPM 4367'-4371'
PERFORATION RECORDLOGS: DLL/ Spectra1Density, Dual Spaced Neutron, GR, CBL

4632'-4640, 10/08/93 4790'-4794' 1 JSPF 8 holes
4654'-4658> 10/08/93 4654'-4658' 1 JSPF 4 holes

Anchor @4760' 10/08/93 4632'-4640' 1 JSPF 6 holes
SN @4795, 2 i i 2 4790'-4794' 10/08/93 4367'-4371' 1 JSPF 9 holes

EOT @ 4826' 08/18/95 3919'-3929' I JSPF 3 holes
08/18/95 3897'-3903' I JSPF 2 holes
08/18/95 3884'-3895' 1 JSPF 2 holes
08/18/95 3690'-3704' 1 JSPF 7 holes

PBTD @5592'
TD @5650'

NEWFIELD

Balcron Federal #21-25Y-9-16
500' FNL & 1980' FWL
NENW Section 25-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31394; Lease #U-64380

JW



ATTACHMENTE-l
Federal 2-25-9-16

Spud Date: 11/6/2008
Put on Production: 1/12/2009 Wellbore Diagram
GL: 5690' KB: 570T

SURFACE CASING FRAC JOB
CSG SlZE: 8-5/8"

1/9/09 5254-5296' Frac CP1 & CP2 sds as follows:
GRADE: J-55 39,567#20/40 sand in 404 bbls of Lightning Ì7 fluid. Treated w/ ave

pressure of 1756 psi @ave rate of22.8 BPM. ISIP 1937 psi. Actual flush:WEIGHT 24#
- 4964 gals.

LENGTH: 8 jts (300.69 ) 1/9/09 4770-4780°
Frac Al sds as follows:

DEPTH LANDED: 3l2 54 KB 49,762#20/40 sand in 454 bbis of Lightning 17 fluid. Treated w/ave
pressure of 1776 psi @ave rate of22.8 BPM. ISIP 2239 psi. Actual flushHOLE SlZE: 12-l/4"
4263 gals.

CEMENT DATA: 160 sx glass 'g cmt 1/9/09 4615-4628' Frac Bl sds as follows:
39,649#20/40 sand in 398 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1745 psi @ave rate of22.8 BPM. ISIP 2246 psi. Actual flush:

- 4108gals.

1/9/09 3832-3377' Frac GB6 & GB4 sds as follows:
47,41 I#20/40 sand in 421 bbis of Lightning I7 fluid. Treated w/ ave
pressure of 1622 psi @ave rate of22.9 BPM. ISlP 1868 psi. Actual flush:PRODUCTION CASING
3830 :als.

CSG SlZE: 5-1/2"
9/10/09 Tubing Leak. Updated rod & tubing details.

GRADE: J-55
02/24/11 Tubing Leak. Updated rod & tubing details.

WEIGHT: 15.5#

LENGTH: 147 jts (5829.94')

DEPTH LANDED: 5705.52

HOLE SIZE: 7-7/8

CEMENT DATA 300 sx primlite and 400 sx 50/50 poz

CEMENT TOP AT 126'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55

NO. OF JOINTS: 167 jts (5228')

TUBlNG ANCHOR: 5240' KB

NO. OF JOlNTS: i jt (32.70')

SEATING NIPPLE: 2-7/8" (1.10 )
SN LANDED AT: 5275 KB

NO. OF JOINTS: 2 jts (63.03 ) 2 3832-3838'

TOTAL STRING LENGTH EOT @5340'

3868-3377

SUCKER RODS
C 4615-4621'

PERFORATION RECORD

1/9/09 3832-3838 4 JSPF 24 boles
POLISHED ROD: 1 ½" x 26 polished rod : 4624-4628'

1/9/09 3868-3377 4 JSPF 36 holes
SUCKER RODS. 1-2 4 6 S' x ¾" ponies, 203-3/4" guided rods 6-1 ½ 1/9/09 4615-462 I 4 JSPF 24 holes
sinker bars, 7-I Guided Rods i 4770-4780 ]/9/09 4624-4628 4 JSPF 16 holes
PUMP SIZE: CDI 2 I x 16 x 20 RHAC rod pump 1/0/00 4770-4780 4 JSPF 40 holes

STROKE LENGTH: 86 Anchor @5240 1/9/09 5254-5260 4 JSPF 24 holes

1/9/09 5288-5296 4 JSPF 32 holesPUMP SPEED, SPM 4.5
5254-5260

5288-5296

EOT @5340'

Isi=a UB=liWW
PBTD @5664

Federal 2-25-9-16
TD @5700'

839' FNL & 2034' FEL

NW/NE Section 25-T9S-RI6E

Duchesne Co, Utah

API # 43-0 13-33554: Lease # UTU-64380
Tw oy¡2oji



ATTACHMENTE¾
Federal 4-25-9-16

Spud Date: I \/5/2008
Put on Production: 1/9/2009 Wellbore Diagrarn
GL: 5765' KB: 5777'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

1/5/09 4967-4974' Frac LODC sds as follows:
GRADE: J-55 w/ 24,518#'s of20/40 sand in 362 bbis of Lightning 17 fluid. Broke @

3312 psi. Treated w/ ave pressure of 2480 psi w/ ave rate of 23.0 BPM.WEIGHT: 24#
- ISlP 2829 psi. Actual flush: 4452 gals.

LENGTH: ? jts (303.58') 1/5/09 4685-4692' Frac B2 sds as follows:
DEPTH LANDED: 313.58' KB w/ 40,581#'s of20/40 sand in 410 bbis of Lightning 17 fluid. Broke@

4072 psi. Treated w/ ave pressure of2 ISOpsi w/ ave rate of22.9 BPM.HOLE SIZE: 12-1/4"
ISIP2213 psi. Actual flush: 4087 gals.

CEMENT DATA: 160 sx class '8 1/2/09 3856-3864' Frac GB2 sds as follows:
w/ 42, 107#'s of20/40 sand in 388 bbis of Lightning 17 fluid. Broke @
1770 psi. Treated w/ ave pressure of 1900 psi w/ ave rate of23.0 BPM.

- - ISIP 1733 psi. Actual flush: 3767 gals.

02/12/2011 Tubing Leak. Rod & tubing updated.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE:1-55

WElGHT: 15.5#

LENGTH:8jts(6001.18')

DEPTH LANDED: 5699.8T

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx primlite and 400 sx 50/50 poz

CEMENT TOP AT: 120'

TUBING
SIZE/GRADE/WT.: 2-7/8"/ J-55

NO. OF JOINTS: 159 jts (495 l')

TUBlNG ANCHOR: 4963 KB

NO. OF JOINTS: ljt (3\.4 )
SEATINGNIPPLE:2-7/8"(l.10')

SN LANDED AT: 499T KB

NO. OF JOINTS: 2 jts (62.8')

TOTAL STRING LENGTH: EOT @5062'

PERFORATION RECORDSUCKER RODS
1/5/09 3856-3864' 4 JSPF 32 holes

POLISHED ROD: I ½" x 26' !/5/09 4685-4692' 4 JSPF 28 holes
SUCKER RODS: 98-3/4" guided rods, 74-3/4" guided rods, 20-3/4" guided 1/5/09 4967-4974' 4 JSPF 28 holes
rods, 6-1 ½" sinker bars 2 3856-3864

PUMP SlZE: CDl 2 ½ sl 5" x lb x 20 RHAC rod pump

STROKE LENGTH: 178" - 4685-4692'

PUMP SPEED, SPM: ?

Anchor @4963'

4967-4974'

EOT @5062'

PBTD @5659'

Federal 4-25-9-16
TD @5740'

554' FSL & 733' FWL

NW/NW Section 25-T9S-Rl6E

Duchesne Co, Utah

API # 43-0 I3-33555; Lease # UTU-64380
TW





ATTACHMENTE4

FEDERAL 13-24-9-16
Spud Date: I 1/6/07
Put on Production. 2/5/08
GL: 5656' KB: 5668- Wellbare Diagram

SURFACE CASING FRAC JOB
CSG SIZE. 8-5/8"

1/30/08 4912-4922' Frac LODC sands as follows
GRADE J-55 Cement Top@ 92 -. - Frac with 19518#20/40 sand in 3]Sbbis

Lightning 17 fluid. Treat at 3001psi @WEIGHT. 24#
23.2 BPM ISlP 3269 psi

LENGTH 7 jts (302 73') Casing Shoe@ 3Is 1/30/08 4780-4798' Frac Al sands as follows:
DEPTH LANDED 314

58.
Frac with 102122#20/40 sand in 772bbls
Lightning 17 fluid Treat at 2124 psi @HOLE SIZE 12-1/4
23 3 BPM ISIP 3269psi.

CEMENT DATA 160 sxs Class "G" emt 8/12/09 Pump Change. Updated rod & tubing
details

2/6/10 Tubing leak Updated rod and tubing

detail

PRODUCTION CASlNG
CSG SIZE 5-1/2"

GRADE: J-55

WEIGHT 15.5#

LENGTH 132 jts (5661.02')

HOLE SIZE. 7-7/8"

DEPTH LANDED: 5674.27'

CEMENT DATA 300 sk Prem Lite Il mixed & 400 sxs 50/50 POZ

CEMENT TOP AT. 92'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 154 jts (4867.6')

TUBING ANCHOR 4879 6'

NO. OF JOINTS: I jts (30 3')

SEATING NIPPLE: 2-7/8" (1 10')

SN LANDED AT 4912 7 KB

NO. OF JOINTS: 2 jts (63 9')

TOTAL STRING LENGTH EOT @4978'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished rod

SUCKER RODS: 1- 2' x ¾" pony rods, 2- 16' x ¾" pony rods, 98- ¾" scrapered
rods, 50- ¾" plain rods, 41- ¾" scrapered rods, 6- 1 ½" weight bars
PUMPSIZE 2-l/2"x 1-l/2"xl6'X20'RHAC

LENGTH: 102"

PUMP SPEED, SPM 5
4780-4798

PERFORATION RECORD
Anchor @4880'

4780-4798' 4 JSPF 72 holes
SN @4913 4912-4922' 4912-4922' 4 JSPF 40 holes

EOT@4978'

NEWFIELD PBTD @5635'

Federal 13-24-9-16
684' FSL & 423' FWL

SWSW Section 24-T9S-R16E
Duchesne Co, Utah

API #43-013-33342; Lease #UTU-15855



Federal 14-24-9-16
Spud Date: 1/18/08
Put on Production: 3/25/08
GL: 5704' KB: 5716' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE:8 5/8"

3-15-08 5547-5567' Frac CPS Sands as follows:
GRADE 1-55

90,237#20/40 sand in 711 bbIs of Lightning 17 frac fluid Treated @WEIGHT: 24# Cement Top @144 ave pressure of 1817 w/ ave rate of 23.4 bpm w/ 8 ppg of sand. ISIP
was 2069 Actual Flush: 5082 gal.LENGTH: 323'
3-15-08 5353-5361' Frac stage #2 as follows:HOLE SIZE: 12 ¼"
14,734# 20/40 sand in 284 bbis of Lightning 17 frac fluid. Treated @CEMENT DATA To surface with 160 sx Class "G" cmt ave pressure of2150 w/ ave rate of23.4 bpm w/ 6.5 ppg of sand ISIP
was 1989. Actual Flush; 4872 gal
3-15-08 5226-5233' Frac stage #3as follows:
15,212#20/40 sand in 283 bb1sof Lightning 17 frac fluid Treated@
ave pressure of2379 w/ ave rateof23.4 bpm w/ 6.5 ppg of sand ISIP
was 2268 Actual Flush 4746 gal.
3-15-08 4837-4846' Frac stage #4 as follows:

PRODUCTION CASING No breakdown or Frac

CSG SIZE 5-1/2" 3-15-08 4576-4591' Frac stage #5 as follows:

GRADE:1-55 70,586#20/40 sand in 574 bbis of Lightning 17frac fluid Treated @
ave pressure of 2299 w/ ave rate of23 3 bpm w/ 8 ppg of sand ISIPWEIGHT:15.5# was 2299. Actual Flush: 4074 gal.

LENGTH: 134 jts (5689.43') 3-15-08 3900-3998' Frac stage #6 as follows:
HOLE SIZE:7-7/8" 121,107#20/40 sand in 849 bbis of Lightning 17frac fluid. Treated @
DEPTH LANDED 5745, ave pressure of 2299 w/ ave rate of 26 bpm w/ 8 ppg of sand. ISIP was

1794 Actual Flush: 3780 galCEMENT DATA 300 sx Premlite Il and 400 sx 50/50 Poz
11/10/08 Tubing Leak. Updated rod &tubingCEMENT TOP AT: 144' details

7/27/2010 Pump change Updated rod and tubing
detail.

T i # 2 3900-3915'

TUBING 11 Ei2 3957-3970'

SIZE/GRADE/WT.: 2-7/8" / J-55 /6 5#
1 i ii 3988-3998'

NO. OF JOINTS 175 jts (5495')
1I

, i 4576-4591'TUBING ANCHOR: 5495'

NO OF JOINTS 1 jts (31 4') : i ii 4837-4846' No Breakdown or Frac
SEATING NIPPLE:2-7/8" (1 10')

SNLANDEDAT 5529 l'KB

NO. OF JOINTS 1 jt (31 4')
TOTAL STRING LENGTH EOT @5562' i i i 2 5226-5233'

SUCKER RODS : i 1: 5353.536i

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 2- S' x ¾" pony rods, 1- 6' x ¼" pony rod, 1- 8' x ¾" pony
rod, 99- ¾" guided rods, 80- ¾" sucker rods, 35- ¾" guided rods, 6- I ½"
weight bars

PUMP SIZE: 2-1/2" x 1-l/2"x 16' x 20' RHAC pump - CDI pump w/sm
plunger

STROKE LENGTH 86
2 2 i Anchor @5495'

PUMP SPEED, SPM 5

i i i: 5547-5567, PERFORATION RECORD

3/15/08 3900-3915' 4 JSPF 60 holes
SN @5529' 3/15/08 3957-3970' 4 JSPF 52 holes

3/15/08 3988-3998' 4 JSPF 40 holes
EOT @5562' 3/15/08 4576-4591' 4 JSPF 60 holes

3/15/08 4837-4846' 4 JSPF 36 holes (No frac)
3/15/08 5226-5233' 4 JSPF 28 holes
3/15/08 5353-5361' 4 JSPF 32 holes

NEWFIELD esToosvo¡ 3/15/08 5547-5567' 4JSPF 80holes

TD@5750'
Federal 14-24-9-16

617' FSL & 2285' FWL
SE/SW Section 24-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33343; Lease UTU-l5855 ML



ATTACHMENTE
Federal 15-24-9-16

Spud Date: 1-29-08
Initial Production: BOPD,Put on Production: 4-4-08 Wellbore Diagrarn MCFD, BWPD

GL: 5692' KB: 5704'

SURFAÇE CASING FRAC JOB
CSG SIZE: 8-5/8" 3-25-08 5346-5388' Frac CP2, & CP3 sands as follows:
GRADE: J-55 14902#20/40 sand in 274 bbls Lightning 17

frac fluid. Treated @avg press of2088 psiWEIGHT: 24# Cement top@ 188' • •

w/avg rate of22.8 BPM. ISIP 1723 psi. Calc
LENGTH: 7 jts (310.60') flush: 5344 gal. Actual flush: 4872 gal.
DEPTH LANDED: 322.45' KB I 03-25-08 4824-4835' Frac Al sands as follows:Casing Shoe @322' | 80085#20/40 sand in 620 bb1sLightning 17HOLE SIZE:12-l/4"

- - frac fluid. Treated@ avg press of2028 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf w/avg rate of25.4 BPM. ISIP 2346 psi. Calc

flush: 4822 gal. Actual flush: 4368 gal.
03-25-08 4646-4697' Frae B2, & B.5 sands as follows:

50285# 20/40 sand in 439 bb1sLightning 17
frac fluid. Treated @avg press of 1938 psi
w/avg rate of25.3 BPM. ISIP 1902 psi. Calc
flush: 4644 gal. Actual flush; 4158 gal.

03-25-08 4196-4207' Frac PB11 sand as follows:PRODUCTION ÇASINQ
55398#20/40 sand in 471 bbls Lightning 17CSG SIZE: 5-1/2" frac fluid. Treated @avg press of2l01 w/

GRADE: J-55 avg rate of25.3 BPM. ISIP 2088 psi. Cale
flush: 4194 gal. Actual flush: 3696 gal.WEIGHT: 15.5#

03-25-08 3910-3920' Frac GB4 sand as follows:
LENGTH: 132jts. (5691.43') 44184#20/40 sand in 403 bbls Lightning 17
DEPTH LANDED: 5704.68' KB frac fluid. Treated @avg press of 1785 w/

avg rate of25.4 BPM. ISIP 1860 psi. CalcHOLE SIZE:7-7/8"
flush: 3908 gal. Actual flush: 3822 gal.

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ.
CEMENT TOP AT: 188' 03/16/10 Parted Rods. Tubing A Rods updated.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 170 jts (5352.84')
TUBING ANCHOR: 5352.80' KB

NO. OF JOINTS: 1jts (31.30')

SEATING NIPPLE: 2-7/8" (l.10')
SN LANDED AT: 5386.90' KB

NO. OF JOINTS: 2 jts (62.56')

TOTAL STRING LENGTH: EOT @5451' KB

SUCKER RODS : i | i = 3910-3920, PERFORATION RECORD
03-20-08 5382-5388' 4 JSPF 24 holes

POLISHED ROD: 1-1/2" x 26' SM 4196-4207, 03-20-08 5346-5354' 4 JSPF 32 holes
03-25-08 4824-4835' 4 JSPF 44 holesSUCKER RODS: 2', 4' x ¾" pony rods, 93- ¾" guided rods, 77- ¾" sucker

rods, 37- ¾" guided rods, 6- 1 ½" weight rods 03-25-08 4691-4697' 4 JSPF 24 holes
03-25-08 4646-4654' 4 JSPF 32 holesPUMP SIZE: 2-1/2" x 1-1/2" x 16 x20' RHAC w/SM plunger

4646-4654' 03-25-08 4196-4207' 4 JSPF 44 holesSTROKE LENGTH: 102"
4691-4697, 03-25-08 3910-3920' 4 JSPF 40 holesPUMP SPEED, SPM: 5 SPM

4824-4835'

Anchor @5353' 5346-5354'

SN 5387' : 1 5382-5388'

EOT @5451'

PBTD @5661'

- SHOE @5704'
Federal 15-24-9-16

\ TD @5750'
660' FSL & 1980' FEL

SW/SE Section 24-T9S-RI6E

Duchesne Co, Utah

API # 43-013-33344; Lease # UTU-15855

TW



Multi·ChemAnalyUcalLaboratory ATTACHMENTF multi-chem
1553EastHighway40

A HALLIBURTONSERVICEVernal, UT84078
Water Analysis Report

Production Company: NEWFIELDPRODUCTION Sales Rep: Darren Betts
Well Name: BELUGAINJECTION Lab Tech: John Keel
Sample Point: Comingled
Sample Date: 1/16/2012 scalingpotential predicted using ScaleSoftPitzer from
Sample ID: WA-205556 Brine ChemistryConsortium(Rice University)

Hyg in Anunon online (H2S in Water (mg/L): 55.00 Manganese (Mn): 0.20 Silica (8102):Noles•
P=2.8

(PTB = Pounds per Thousand Barreis)
Caletum Barium Sulfate Iron Iron Gypsum Celestite Helite ZincCarbonate Sulfide Carbonate CaSO4 2H2O SrŠO4 NeCI Sudde

------------------
70 14 0.79 15.32 1.73 1.29 3.48 0.28 0.81 0.31 0.00 0.00 0.00 0.00 0.00 0.00 11.70 0.21
95 157 0.82 15.56 1.50 1.27 3.26 0.28 0.94 0.32 0.00 0.00 0.00 0.00 0.00 0.00 11.18 0.21

121 300 0.89 16.81 1.32 1.25 3.14 0.28 1.09 0.33 0.00 0.00 0.00 0.00 0.00 0.00 10.77 0.21
146 443 0.99 18.22 1.19 1.22 3.08 0.28 1.24 0.34 0.00 0.00 0.00 0.00 0.00 0.00 10.44 0.21
172 585 1.10 19.64 1.09 1.21 3.08 0.28 1.39 0.35 0.00 0.00 0.00 0.00 0.00 0.00 10.16 0.21
197 728 1.23 20.92 1.03 1.19 3.11 0.28 1.53 0.35 0.00 0.00 0.00 0.00 0.00 0.00 9.94 0.21
223 871 1.36 21.98 1.00 1.18 3.17 0.28 1.65 0.35 0.00 0.00 0.00 0.00 0.00 0.00 9.76 0.21
248 1014 1.50 22.79 0.99 1.18 3.26 0.28 1.77 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.60 0.21
274 1157 1.65 23.37 1.00 1.18 3.36 0.28 1.87 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.47 0.21
300 1300 1.79 23.76 1.02 1.18 3.47 0.28 1.96 0.36 0.00 0.00 0.00 0.00 0.00 0.00 9.36 0.21

Hernihydrate Anhydrate Calciurn 2inc Lead Mg Ca Mg
CaSO4' 0 5H2 CaSO4 Fluotide Carbonate Sulfide Si\\cate Suicate

------------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 13.98 0.12 0.00 0.00 0.00 0.00 0.00 0.00
95 157 0.00 0.00 0.00 0.00 0.00 0.00 0.33 0.14 13.13 0.12 0.00 0.00 0.00 0.00 0.00 0.00

121 300 0.00 0.00 0.00 0.00 0.00 0.00 0.67 0.21 12.45 0.12 0.00 0.00 0.00 0.00 0.00 0.00
146 443 0.00 0.00 0.00 0.00 0.00 0.00 0.98 0.24 11.87 0.12 0.00 0.00 0.00 0.00 0.00 0.00
172 585 0.00 0.00 0.00 0.00 0.00 0.00 1.25 0.25 11.38 0.12 0.00 0.00 0.00 0.00 0.00 0.00
197 728 0.00 0.00 0.00 0.00 0.00 0.00 1.49 0.26 10.96 0.12 0.00 0.00 0.00 0.00 0.00 0.00
223 871 0.00 0.00 0.00 0.00 0.00 0.00 1.70 0.26 10.61 0.12 0.00 0.00 0.00 0.00 0.00 0.00
248 1014 0.00 0.00 0.00 0.00 0.00 0.00 1.87 0.27 10.30 0.12 0.00 0.00 0.00 0.00 0.00 0.00
274 1157 0.00 0.00 0.00 0.00 0.00 0.00 2.00 0.27 10.04 0.12 0.00 0.00 0.00 0.00 0.00 0.00
300 1300 0.00 0.00 0.00 0.00 0.00 0.00 2.11 0.27 9.80 0.12 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positive scaling potential under initial temperatureand pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate Zinc
Sulfide Lead Sulfide

Multi-Chem- A HalliburtonService Friday,January 20, 2012
Ethics Commiknent Page 1 of 3 Excellence



MulWhemAnalylicalLaboratory ATTACHMENTF multi-chenT
1553 East Highway 40
Vernal,UT84078 A HALLIBURTONSERVICE
These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Barium Sulfate Iron Sulfide Iron Carbonate ZincSulfide Zinc Carbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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Multi-Chem- A HalliburtonService Friday, January 20, 2012
Edlics Commitrnent Page 2 of 3 Ercellence



MulWhemAnalyticalbay ATTACHMENTF multi-chem
1553 East Highway 40

-

Vemal,UT84078 A HALLIBURTONSERVICE

Multi-Chem - A HalliburtonService Friday, January 20, 2012
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Multi-ChemAnalyticalLa- ATTACHMENTF multi-cherrt1553 East Highway 40
Vernal, UT 84078

Production Company: NEWFIELD Sales Rep: Darren Betis
Well Name: 21-25Y-9-16 Lab Tech: Gary Pelerson
Sample Point: Treater
Sample Date: 3/20/2012 scalingpotential predicted using ScaleSoftPitzer from
Sample 1D: WA-210170 Brine Chemistry Consortium (Rice University)

YY??"'.ressure y (psip): 14.70 alcium(Ca) 54.60 Carbopete (COs): 0.00

."°ived 9.°2.(mg/L))
_ _ _

0.00 l.ead (Pb): 0. Fluorig (F) 0.00
.".99979...................

..

ArnatonigNH 000 groningg(gg·
H2S in Water (mg/L): 65.00 Manganese (Mn): 0.24 Silica(SiO2): 0.00Notes:

(PTB = Pounds per Thousand Barrels)
Calcium Barium Sulfate iron Iron Gypsum Celestite Halite ZincCarbonate Sulfide Carbonate CaSO4 2H2O SrSO4 NaCI Su]fide

MB-----------------
70 14 2.09 47.35 0.83 0.12 4.82 0.94 2.27 1.23 0.00 0.00 0.00 0.00 0.00 0.00 11.42 0.02
95 346 2.12 47.37 0.60 0.11 4.58 0.94 2.38 1.23 0.00 0.00 0.00 0.00 0.00 0.00 10.87 0.02

121 678 2.15 47.41 0.41 0.09 4.41 0.94 2.47 1.23 0.00 0.00 0.00 0.00 0.00 0.00 10.41 0.02
146 1009 2.18 47.44 0.26 0.06 4.28 0.94 2.55 1.23 0.00 0.00 0.00 0.00 0.00 0.00 10.01 0.02
172 1341 2.23 47.47 0.15 0.04 4.20 0.94 2.61 1.23 0.00 0.00 0.00 0.00 0.00 0.00 9.66 0.02
197 1673 2.28 47.51 0.06 0.02 4.15 0.94 2.66 1.23 0.00 0.00 0.00 0.00 0.00 0.00 9.36 0.02
223 2004 2.34 47.54 0.00 0.00 4.13 0.94 2.70 1.23 0.00 0.00 0.00 0.00 0.00 0.00 9.09 0.02
248 2336 2.40 47.57 0.00 0.00 4.13 0.94 2.71 1.23 0.00 0.00 0.00 0.00 0.00 0.00 8.84 0.02
274 2668 2.46 47.60 0.00 0.00 4.14 0.94 2.72 1.23 0.00 0.00 0.00 0.00 0.00 0.00 8.62 0.02
300 3000 2.52 47.63 0.00 0.00 4.16 0.94 2.70 1.23 0.00 0.00 0.00 0.00 0.00 0.00 8.42 0.02

Hernihydrale Anhydrate Calcium Zinc Lead Mg Ca Mg FeCaSO4~0.5H2 CaSO4 Fluoride Carbonate Sulfide Silicate SIlicate SIlicate

MI-----------------
70 14 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 14.22 0.04 0.00 0.00 0.00 0.00 0.00 0.00
95 346 0.00 0.00 0.00 0.00 0.00 0.00 0.15 0.01 13.35 0.04 0.00 0.00 0.00 0.00 0.00 0.00

121 678 0.00 0.00 0.00 0.00 0.00 0.00 0.44 0.02 12.61 0.04 0.00 0.00 0.00 0.00 0.00 0.00
146 1009 0.00 0.00 0.00 0.00 0.00 0.00 0.68 0.02 11.96 0.04 0.00 0.00 0.00 0.00 0.00 0.00
172 1341 0.00 0.00 0.00 0.00 0.00 0.00 0.87 0.02 11.40 0.04 0.00 0.00 0.00 0.00 0.00 0.00
197 1673 0.00 0.00 0.00 0.00 0.00 0.00 1.03 0.02 10.90 0.04 0.00 0.00 0.00 0.00 0.00 0.00
223 2004 0.00 0.00 0.00 0.00 0.00 0.00 1.15 0.02 10.46 0.04 0.00 0.00 0.00 0.00 0.00 0.00
248 2336 0.00 0.00 0.00 0.00 0.00 0.00 1.24 0.02 10.07 0.04 0.00 0.00 0.00 0.00 0.00 0.00
274 2668 0.00 0.00 0.00 0.00 0.00 0.00 1.29 0.02 9.71 0.04 0.00 0.00 0.00 0.00 0.00 0.00
300 3000 0.00 0.00 0.00 0.00 0.00 0.00 1.31 0.02 9.39 0.04 0.00 0.00 0.00 0.00 0.00 0.00

These scales have positivescaling potential under initial temperature and pressure: CalciumCarbonate Barium Sulfate Iron Sulfide Iron Carbonate ZincSulfide Lead Sultide

Multi-Chem- A HalliburtonService Monday,Aprii02, 2012
Page 1 of 2 Excaßsoce



Multi-ChemAnalyticalLaborato. ATTACHMENTF multi-chem'1553 East Highway40
Vemal, UT84078
These scales have positive scaling potential under final temperature and pressure: Calcium Carbonate Iron Sulfide Iron Carbonate Zinc Sulfide ZincCarbonate Lead Sulfide

Calcium Carbonate Barium Sulfate
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Attachment "G"

Balcron Federal #21-25Y-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4632 4790 4711 2400 0.95 2370
4367 4371 4369 2500 1.01 2472
3690 3929 3810 2200 1.03 2176

Minimum 2176

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion



ATTACHMENTG-!
3

DAILY OPERATING REPORT

BALCRON FEDERAL #21-25Y ---TIGHT HOLE---
Location: NE NW Section 25, T98, R16E
Duchesne County, Utah

10-2-93 TD: 5,650' (0') Day 10
MW 8.3 VIS 28 pH 9.4
Present operation: RU RIH 5-1/2" csg.
Circ for logs, TOH to log. Strap pipe, RU HLS loggers. TIH
w|drill collars & WP, WOO. Finish tIH to LD string. Circ & cond
to run 5-1/2" csg. LD string, RU to run 5-1/2" csg.
DC: $18,028.86 CC: $123,307.61

10-3-93 TD: 5,650' (0') Day 11
Present Operation: RDMO
Run 5-1/2" csg. 130 jts new 15.5#, K-55, LT&C, R-3, 8RD APO csg
(5621.94'. Set @ 5636.94' KB. PBTD: 5592.24' KB.
130 jts 5621.94'
Guide shoe 1.00' þ¿ i

Float 1.00'
Rig KB 13.00'
Shoe joint 44.70' Ë>
PBTD: 5392.24 KB
Circ 5-1/2" csg, cmt w|lead 215 sxs Highlight "G", 12% D-20, 1%
D=79, 1/4#|sx D-112, 5% D-44, 2% D-46, 1/4#|sx D-29. Tail omt'd w/
294 sxs Class "G", 6% D-60, 2% D-136. Displaced w/133 bb1s fresh
water, bump plug w/1400#. Plug down @ 11:30 a.m., release float
hpld. ND, set slip & clean mud tanks. Rig released 6 3:30 p.m.
10-2-912
DC: $46,015.24 CC: $169,322.85

10-4-93 Completion
Location clean up. RU Schlumberger & run Bond Log from PBTD to
3500' and from 2120' to 1680'. Cement Top @ 1800' KB.
DC: $4,654

10-7-93 Completion
MIRU Basin Well service Rig #2. TIH w/2-7/8" tbg, EUE, J-55, 8RD,
6.5#, 180 jts. Tag PBTD @ 5532' KB. Circ hole clean w/122 bbl of
KCL wtr. TOOH w|tbg scraper & bit. RU Schlumberger to perf 4632'-
40 6 holes; 4654'-58' 4 holes, 4790'-94' 4 holes. RD
Schlumberger, TIH w/BP retrieving head, packer, SN, & 2-7/8" tbg.
Set BP @ 4814' KB, set packer @ 4757' KB.
DC:



ATTACHMENTG-I

4

DAILY OPERATING REPORT

BALCRON FEDERAL #21-25Y ---TIGHT HOLE---
Location: NE NW Section 25, T98, R16E
Duchesne County, Utah

10-8-93 Completion
RU Western, Zone 1 (4790-94'). Press up 4000#, would not
break down, Release packer, retreive BP, move to Zone II
(4654-68'), would not break down, 4000#. Release packer,
retreive BP, move to Zone III (4632-40'), Broke down
3800# - 2400#, Rate 4.0 BPM, started balls, 4000# balled
off, ISIP 1400#, Injection test 3000#, 28 bbl. Rate 4.4
BPM, ISIP 1450#, Moved packer & BP down to Zone I to spot
acid. Spoted acid, press 4000#. Won't go. Reverse acid
out. Mover packer & BP to Zone II, broke down but
communicated w/Zone III. Moved packer above Zone III,
treated both zones (See treatment report). TOH w/BP,
packer, tbg, RU Cutter Wireline to reperforate Zone I
(4790-94') 2 SPF. Perforate well, RD Wire Line, TIH
w/packer & tbg. SWIFN. Fluid to recover 182.8 bbls.
DC: $7,270

10-9-93 Completion
Finish TIH w/packer & tbg. Set packer @ 4751', RU
Western, Test line 5000#.Break down 4200# - 2500#, 4bbl,
rate 4.0 BPM, start ball sealers, 2400#, 12 bbl, rate @
4.0 BPM. Balls on 2900 #, 32 bbls, rate @ 4.4 BPM, ISIP
2100#. Surge balls, start injection test, 2700#, 4.6
BPM. 5 min 1800# SIP, 10 min 1650# SIP, 15 min 1500#
SIP. RD Western. TOH w/packer & tbg. Fluid to recover
54.5 bbls. (This zone did not ball out).
DC: $2,014

10-11-93 Completion
RU Western to frac. Refer to Treatment Report attached. Pressure
test surface equipment to 4000 psi - OK. RD Western. SWIFN. Load
to recover 580 BW.
DC: $21,723

10-12-93 Completion
CP - 1225 psi. Flow back 20 BW. TIH w/1 jt 2-7|8" tbg, 5-1/2"
packer, SN, & 2-7/8" tbg. Tag sand fill @ 5316' KB, set packer @
4600'. Made 34 swab runs, recovered 130 BW, trace of oil, & sand.
SWIFN.
DC:



ATTACHMENTG-I

5

DAILY OPERATING REPORT

BALCRON FEDERAL #21-25Y ---TIGHT HOLE---
Location: NE NW Section 25, T98, R16E
Duchesne County, Utah

10-13-93 Completion
CP - 0, TP - 50#. Fluid level @ 3200'. Made 15 swab runs,
recovered 22 BW, 9 oil. Swabbed down to SN 1st 9 runs. Made 1 run
every 1/2 hr from 9 a.m. to 12 noon, 200' of entry @ run. Unset
packer, circ hole clean to 5565'. TOOH w/tbg & packer. Load to
recover 428 BW.
DC: $6,686

10-14-93 Completion
CP - 0. RU Schlumberger to perf 4367'-71' KB. RD Schlumberger.
TIH w/5-1/2" RBP, 1 jt 2-7/8" tbg, one 5-1/2" packer, SN, & 2-7/8"
tbg. Set BP @ 4425' KB, set packer @ 4300' KB. RU Western to
breakdown perfs 4367'-71'. Refer to treatment report attached.
Flowed back 22 BW. RD Western. TOOH w|tbg & packer. SWIFN. Load
to recover 445 BW.
DC: $7,559

10-15-93 Completion
RU Western to frac refer to treatment report attached. Pressure
test surface equipment to 4800 psi - OK. Frac well w/11,340# 16/30
sand in 166 bbls fluid. Load to recover 611 BW. SWIFN.
DC: $15,440

10-16-93 Completion
CP - 500 psi. Bleed well down, flow back 1 BW. TIH w/BP retrieving
head, 1 jt 2-7/8" tbg, 5-1/2" packer, SN & 2-7/8" tbg, tag sand @
3971' KB. Circ well clean to 4410' KB, set packer § 4300' KB.
Made 13 swab runs, recovered 57 BF, 52 wtr, 5 oil. Last 2 runs,
wait 30 min, 200' of fluid entry 1/2 hr. Last 2 runs 10% oil.
Release packer, tag sand @ 4405' KB, circ clean to BP (4425'KB)
release BP & TOOH w|tbg, SN, packer, 1 jt tbg, retrieving head &
BP. SWIFN. Load to recover 559 BW.
DC:



ATTACHMENTG-I

DAILY OPERATING REPORT

BALCRON FEDERAL #21-25Y ---TIGHT HOLE---
Location: NE NW Section 25, T98, R16E
Duchesne County, Utah

10-18-93 Completion
CP - 50 psi. TIH w/production string as follows:
1 jt 2-7/8" tbg EUE J-55, 8rd 6.5 set @ 4868.74'KB
1 perf sub 2-7/8" x 4' 4.10 4838.19'KB
1 seat nipple 1.15 4834.09'KB
15 jts 2-7/8" tbg EUE J-55, Srd 6.5# 471.83 4832.94'KB
1 tbg anchor 2-1/2" x 5-1/2" 2.75 4361.11'KB
141 jts 2-7|8" tbg EUE J-55 8rd 6.5# 4346.36 4358.36'KB
ND BOP,s et tbg anchor w/11" on tension. NU wellhead. TIH w|the
following:
1 BHP 2-1/2" x 1-1/2" X 16' RHAC w/CB & PA plunger
192 rods 3/4" x 25' plain
one 3/4" x 8' pony
one 3/4" x 6' pony
one 1-1/4" x 16' polish rod SM
Pressure tbg to 1000 psi - OK. Clamp rods off. RDMO - load to
recover 559 BW.
DC: $8,750

10-28-93 Surface Equipment Hookup. Start pumping 4:30 P.M.
DC:









ATTCHMENT (

0913
BALCRONOIL DIVISION

DAILY 00MPLETION/WORKOVERREPORT DATE - -

BLL FIELD CNTY STATE
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4640'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 170' balance plug using 20 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Perforate 4 JSPF @1330'

5. Plug #3 120' plug covering Uinta/Green River formation using 25sx Class "G" cement
pumped under CICR and out perforations. Follow using 7 sx Class "G" cement
pumped on top of CICR

6. Perforate 4 JSPF @332'

7. Plug #4 Circulate 100 sx Class "G" cement down 5 ½" casing and up the 5-1/2" x 8-5/8"
annulus

The approximate cost to plug and abandon this well is $42,000.

Balcron Federal



ATTACHMENT/
SpudDate:9/7/1993 BRÌCTOn Federal #21-25Y-9-16
Put on Production: 10/28/1993 Initial Production: 20 BOPD
GL: 5692' KB: 5705 Proposed Injection 300 MCFD, 45 BWPD

Wellbore Diagrarn
SURFACE CASING
CSG SIZE: 8-5/8"

Circulate 100 sx Class "G" Cement down5 ¥2"casing and upGRADE: K-55 the 5 ½" x 8 5/8" annulus
WEIGHT: 24# .Casing shoe @282'
DEPTH LANDED: 282'

Perforate 4 JSPF @332'
LENGTH: 6 jts. (271')

HOLE SIZE:12-1/4

CEMENT DATA: 150 sxs Class "G" cmt, est 5 bb1scmt to surf
7 sx CClaassG Cemen plug on top of CI R

Perforate 4 JSPF @1330' (1210'-1330')

PRODUCTION CASING
CSG SIZE: 5-1/2" Cement Top@ 1800'

GRADE: K-55

WEIGHT: 15.5#

LENGTH: 130 jts. (5622.94')

DEPTH LANDED: 5636 94'

HOLE SIZE: 7-7/8"

CEMENT DATA: 215 sxs Thrifty Lite & 294 sxs 50/50 POZ

CEMENT TOP AT: 1800' per CBL :

170' balance plug using 20 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2540' - 2710')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4640'

3690'-3704'

3884'-3895'
3897'-3903'

3919'-3929'

4367'-4371'

4632 4640'
4654'-4650'

4790'-4794'

PBTD @5592'
TD @5650'

NEWFIELD

Balcron Federal #21-25Y-9-16
500' FNL & 1980' FWL
NENW Section 25-T9S-R16E
Duchesne Co, Utah
API #43-013-31394; Lease #U-64380





UlaW W Invoice Number Invoice Date
Send Payments to: 30968 5/30/2012Uintah Basin Standard www.ubstandard.com268 S200 E Advertiser No. Invoice Amount Due DateRoosevelt, Utah 84066

2080 $191.45 6/29/2012ne 4-375 24250131
www.vemal.c

DIVISIONOF OIL GAS &MINING
Rose Nolton
1594 W. N.TEMPLE STE 121
PO BOX 145801
SALT LAKE CITY, UT 84114-5801

1 1/2% fee willbe charged toall Amount Enclosedpast due balances.

Please de(ach lop porbon and rettarnwith your paymerit INVOICE
Uintah Basin Standard DIVISIONOF OIL GAS & MINING invoice No.30968 5130/2012

Date Order Description Ad Size SubTotal Sales Tax Amount
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-392

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 12, 13, 15, 17,
19, 20, 21, 22, 23, 24, AND 25, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY,
UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company, 100117* Street, Suite 2000, Denver, Colorado 80202, telephone 303-893-0102, for administrative approval
of the following wells located in Duchesne County, Utah, for conversion to Class II injection wells:

Greater Monument Butte Unit:

Monument Federal 22-12J well located in SE/4 NW/4, Section 12, Township 9 South, Range 16 East
API 43-013-15796

Federal 5-13-9-16 well located in SW/4 NW/4, Section 13, Township 9 South, Range 16 East
API 43-013-32658

Federal 13-15-9-16 well located in SW/4 SW/4, Section 15, Township 9 South, Range 16 East
API 43-013-33136

Federal 7-17-9-16 well located in SW/4 NE/4, Section 17, Township 9 South, Range 16 East
API 43-013-33030

Federal 1-19-9-16 well located in NE/4 NE/4, Section 19, Township 9 South, Range 16 East
API 43-013-33062

Federal 5-19-9-16 well located in SW/4 NW/4, Section 19, Township 9 South, Range 16East
API 43-013-33174

Federal 1-20-9-16 well located in NE/4 NE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33066

Federal 3-20-9-16 well located in NE/4 NW/4, Section 20, Township 9 South, Range 16 East
API 43-013-33067

Federal 5-20-9-16 well located in SW/4 NW/4, Section 20, Township 9 South, Range 16 East
API 43-013-33104

Federal 9-20-9-16 well located in NE/4 SE/4, Section 20, Township 9 South, Range 16 East
API 43-013-33068

Federal 9-21-9-16 well located in NE/4 SE/4, Section 21, Township 9 South, Range 16 East
API 43-013-33145

Monument Federal 31-21-9-16Y well located in NW/4 NE/4, Section 21, Township 9 South, Range 16 East
API 43-0 13-3 1726

Federal 1-22-9-16 well located in NE/4 NE/4, Section 22, Township 9 South, Range 16 East
API 43-013-32612

Federa17-22-9-16 well located in SW/4 NE/4, Section 22, Township 9 South, Range 16 East
API 43-013-33027

Federal 3-23-9-16 well located in NE/4 NW/4, Section 23, Township 9 South, Range 16 East
API



Federal 11-23-9-16well located in NE/4 SW/4, Section 23, Township 9 South, Range 16 East
API 43-013-33178

Federal 15-23-9-16 well located in SW/4 SE/4, Section 23, Township 9 South, Range 16 EastAPI 43-013-33182
Federal 3-24-9-16 well located in NE/4 NW/4, Section 24, Township 9 South, Range 16EastAPI 43-013-33084
Federal 15-24-9-16 well located in SW/4 SE/4, Section 24, Township 9 South, Range 16 East

API 43-013-33344
Federal 21-25Y well located in NE/4 NW/4, Section 25, Township 9 South, Range 16 East

API 43-0 13-31394

The proceeding will be conducted in accordance with Utah Admin. R649-10, AdministrativeProcedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requestedinjection pressures and rates will be determined based on fracture gradient information submitted byNewfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file awritten protest or notice of intervention with the Division within fifteen days following publication ofthis notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, atP.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest ornotice of intervention is received, a hearing will be scheduled in accordance with the aforementionedadministrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at thehearing how this matter affects their interests.

Dated this 22nd day of May, 2012.

STATE OF UTAH
DIVISIO OF , GAS & MINING

Brad Hill '

Permitting



Newfield Production Company

MONUMENT FEDERAL 22-12J, FEDERAL 5-13-9-16, FEDERAL 13-15-9-16, FEDERAL7-17-9-16, FEDERAL 1-19-9-16, FEDERAL 5-19-9-16, FEDERAL 1-20-9-16,
FEDERAL 3-20-9-16, FEDERAL 5-20-9-16, FEDERAL 9-20-9-16, FEDERAL 9-21-9-16,

MONUMENT FEDERAL 31-21-9-16Y, FEDERAL 1-22-9-16, FEDERAL 7-22-9-16,
FEDERAL 3-23-9-16, FEDERAL 11-23-9-16, FEDERAL 15-23-9-16,

FEDERAL 3-24-9-16, FEDERAL 15-24-9-16, FEDERAL 21-25Y

Cause No. UIC-392

Publication Notices were sent to the following:

Newfield Production Company SITLA
1001 17th Street, Suite 2000 675 E 500 S Ste 500
Denver, CO 80202 Salt Lake City, UT 84102-2818

Uintah Basin Standard Duchesne County Planning
268 S 200 E PO Box 317
Roosevelt, UT 84066 Duchesne, UT 84021-0317
via e-mail ubs@ubstandard.com

Bruce Suchomel
Salt Lake Tribune US EPA Region 8
PO Box 45838 MS 8P-W-GW
Salt Lake City, UT 84145 1595 Wynkoop Street
via e-mail naclegal@mediaoneutah.com Denver, CO 80202-1129

Vernal Office Newfield Production Company
Bureau of Land Management Rt 3 Box 3630
170 S 500 E Myton, UT 84052
Vernal, UT



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

May 22, 2012

Via e-mail legals@ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah.gov oIL, GAS &



Page 1 of 1

Jean Sweet - Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

From: Cindy Kleinfelter <classifieds@ubstandard.com>
To: Jean Sweet <jsweet@utah.gov>
Date: 5/23/2012 3:07 PM
Subject: Re: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

On 5/22/2012 2:09 PM, Jean Sweet wrote:

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible. Please notify me via e-mail of the date it will be published.
My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas &Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
isweet@,utah.gov

It will be in the May 29 edition.
Thank you.
Cindy

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4FBCFD3...



' State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

May 22, 2012

Via e-mail naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-392

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801
telephone (80 I) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



From: "Fultz, Mark" <naclegal@mediaoneutah.com>
To: <jsweet@utah.gov>

Date: 5/22/2012 2:32 PM
Subject: Proof for Notice of Agency Action
Attachments: OrderConf.pdf

AD# 794885
Run SL Trib 5/25/12
Cost $331.25
Please advise of any changes
Thank You



Remit to: P.O. Box 704005Whe¾attrakegritmne MEDLV Deseret News West Valley City, UT 84170

Order Confirmation for Ad #0000794885-01

Client DIVOF OIL-GAS & MINING Payor Customer DIVOF OIL-GAS & MINING
Client Phone 801-538-5340 Payor Phone 801-538-5340

Account# M Payor Account

Address 1594 W NORTH TEMP #1210,P.O.BOX 145801 Payor Address 1594 W NORTH TEMP #1210,P.O. BO)
SALT LAKECITY, UT 84114 USA SALT LAKECITY, UT 84114

Fax 801-359-3940 Ordered By Acct. Exec
EMail earlenerussell@utah.gov Jean kstowe

Total Amount $331.25
Payment Amt $0.00

Tear Sheets Proofs Affidavits
Amount Due $331.25 0 0 1
Payment Method PO Number Newfield Prod UIC-39:
Confirmation Notes:
Text: Jean

Ad Type Ad Size Color
Legal Liner 3.0 X 87 Li <NONE>

Product Placement Position
Salt Lake Tribune:: Legal Liner Notice -0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 05/25/2012
Product Placement Position
sitrib.com:: Legal Liner Notice - 0998 Public Meeting/Hear-ing Notices
Scheduled Date(s): 05/25/2012
Product Placement Position
utahlegals.com:: utahlegals.com utahlegals.com
Scheduled Date(s): 05/25/2012

Order Confirmation
for Ad #0000794885-01

Ad Content Proof Actual Size

05/22/2012 2:32:33PM





'
State of Utah'
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R.HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 22, 2012

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 21-25Y, Section 25, Township 9 South-Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-31394

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II injectionwell. Accordingly, the following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reportingfor Underground Injection Control ("UIC") Class II injection wells pursuant to UtahAdmin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete applicationsubmittedby Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on aregular basis. Any observed pressure changes shall be reported to the Divisionimmediately.

5. Because the cement top is problematic in the Federal 21-25Y well, it will be required torun a Radioactive Tracer Survey (RATS) through and above the proposed water injectioninterval. This will be used to determine if there is suitable cement bond to prevent upwardmigration of injected fluids around the well casing.

6. The top of the injection interval shall be limited to a depth no higher than 3,672 feet inthe Federal 21-25Y well, contingent upon results of the RATS described above.

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 • facsimile(801) 359-3940• TTY (801) 538-7458 •



Page 2
August 22, 2012
Conversion Approval Federal 21-25Y well

A final approval to commence injection will be issued upon satisfactory completion of thelisted stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

J hu Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County
Newfield Production Company, Myton
Well File

N:\O&G Reviewed



Page 1 of 1

Mark Reinbold - Federal 21-25Y-9-16 (43-013-31394)

From: Mark Reinbold
To: esundberg@newfield.com
Date: 8/21/2012 11:01 AM
Subject: Federal 21-25Y-9-16 (43-013-31394)

Eric,

Because of the dubious CBLfor this well, we are requiring, as a condition of conversion approval at the
requested interval, that a Radioactive Tracer Survey (RATS) be run throughand above the proposed water
injection interval. I am giving you a heads up because thiswell also affects some nearby wells. It would be good
if the RATScan be run sooner rather than later. If you have any questions, please let us know.

Mark Reinbold
Utah DNR/DOGM
801-538-5333

file://C:\Documents and Settings\DPRUSER\Local Settings\Temp\XPgrpwise\50336AA3...
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Federal 21-25Y-9-16

Location: 25/9S/16E API: 43-013-31394

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 282 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,637 feet. The cement bond log (10/8/1993) is
somewhat problematic but indicates a top of good cement at about 4,115 feet. However, there
appear to be several hundred feet of "lite" cement above that depth (up to 1800 feet according to
the wellbore diagram). Newfield proposes to set a 2 7/8 inch tubing with a packer at 3,640 feet,
with the possibility of opening higher perforations at a later date. A mechanical integrity test will
be run on the well prior to injection. At the time of this writing (8/10/2012), there are 4
producing wells, 1 new injection well (first injection 8/2/2012), 1 P/A well, and 2 shut-in wells
(one of which is the proposed injection well) in the AOR. All of the wells have evidence of
adequate casing and cement for the proposed injection interval, except perhaps the proposed
injection well itself. In order to confirm the integrity of "lite" cement in this well, a Radioactive
Tracer Survey (RATS) will be required as a condition of conversion for the Federal 21-25Y well,
using the proposed injection interval.

Update (3/20/2013): An amended conversion permit was issued 12/12/2012, allowing a 90 day
temporary injection approval and stipulating that a Radioactive Tracer Survey (RATS) be
completed within that time period. The RATS was completed on 2/20/2013. The results indicate
integrity of the "lite" cement through the proposed injection interval.

Ground Water Protection: As interpreted from the Utah Geological Survey's DOE Project-
Uinta Basin Water Draft Map (Paul B. Anderson, December 2, 2011), the base of moderately
saline water (3000-10,000 mg/1 TDS) is at a depth of approximately 1800 feet. The requested
injection interval is between 3,672 feet and 5,592 feet in the Green River Formation. However, as
described in the previous paragraph, Newfield will be required to perform a RAT Survey in order
to verify the quality of cement bond through the entire requested injection interval. Information
submitted by Newfield indicates that the fracture gradient for the 21-25Y-9-16 well is



Federal 21-25Y-9-16
page 2

psilft., which was the lowest reported fracture gradient for the injection zone. The resulting
minimum fracture pressure for the proposed injection interval is 2,176 psig. The requested
maximum pressure is 2,176 psig. We intend to permit this well at a maximum pressure of 2,000
psig. The anticipated average injection pressure is l100 psig. Injection at this pressure should
not initiate any new fractures or propagate existing fractures in the adjacent confining intervals.
Any ground water present should be adequately protected.

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date: 8/10/2012 (updated



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 22, 2012
Amended December 12, 2012

Temporary 90 day Injection Approval

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Federal 21-25Y, Section 25, Township 9 South,Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-31394

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class IIinjection well. Accordingly, the following stipulations shall apply for full compliance with thisapproval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing
on a regular basis. Any observed pressure changes shall be reported to the
Division immediately.

5. Because the cement top is problematic in the Federal 21-25Y well, Newfield willbe required to run, within the 90 day period, a Radioactive Tracer Survey (RATS)through and above the proposed water injection interval. This will be used to
determine if there is suitable cement bond to prevent upward migration of injected
fluids around the well casing.

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
OIL, GAS & MININGtelephone(801)538-5340 •facsimile (801)359-3940 . TTY(801)538-7458 .



December 12, 2012
Newfield - Federal 21-25Y
Page 2

6. The top of the injection interval shall be limited to a depth no higher than3,672 feet in the Federal 21-25Y well, contingent upon results of the
RATS described above.

7. Final injection approval is contingent upon successful completion of the
RATS.

A final approval to commence injection will be issued upon satisfactory
completion of the listed stipulations. If you have any questions regarding this approval orthe necessary requirements, please contact Mark Reinbold at 801-538-5333 or Brad Hillat 801-538-5315.

Sincerely,

ohn Rogers
Associate Director

JWMLWjs
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management,Vernal
Duchesne County
Newfield Production Company, Myton
Well File

N:\O&G Reviewed



State of Utah Mail - Well Approval; Federal 21-25Y-9-T6 API 43-0 T3-31394 Page 1 of T

Mark Reinbold <markreinbold@utah.gov>

Well Approval; Federal 21-25Y-9-16 API 43-013-31394
3 messages

Alfredo Rios <arios@newfield.com> Tue, Dec 11, 2012 at 7:08 AM
To: "bradhill@utah.gov" <bradhill@utah.gov>

Cc: Lucy Chavez-Naupoto <Ichavez-naupoto@newfield.com>, "markreinbold@utah.gov"
<markreinbold@utah.gov>

Brad,

We have received an approval to inject letter dated 11/13/2012, for the Federal 15-24-9-16 API#
43-013-33344. Number 6 stipulation is requiring us to run a Radioactive Tracer Survey on the Federal
21-25Y-9-16 API#43-013-31394. We will not be able to run a Radioactive Tracer Survey until we receive
approval to inject on the Federal 21-25Y-9-16 which was sent to the state last week for approval. Once the21-25y-9-16 has reached near MAIP we can then run the RTS. My question is, how far out are we on the
approval for the Federal 21-25y-9-16?

Alfredo Rios
Foreman.Water Services
Office: 435-646-4923
Mobile: 435-823-0173

NEWPIELD

Brad Hill <bradhill@utah.gov> Tue, Dec 11, 2012 at 8:03 AM
To: Alfredo Rios <arios@newfield.com>

Cc: Mark Reinbold <markreinbold@utah.gov>

I see your problem. How long do you thinkyou would have to inject into the Federal 21-25y-9-16 in order
to pressure it up enough to run the RTS?
[Quoted text hidden]

Brad HillP.G.
O & G Permitting Manager/Petroleum Geologist
State of Utah
Division of Oil, Gas, & Mining
Phone: (801)538-5315
Fax: (801)359-3940
email: bradhill@utah.gov

Alfredo Rios <arios@newfield.com> Tue, Dec 11, 2012 at 8:16 AM
To: Brad Hill<bradhill@utah.gov>

Cc: Mark Reinbold <markreinbold@utah.gov>, Lucy Chavez-Naupoto <lchavez-naupoto@newfield.com>

https://mail.google.com/mail/?ui=2&ik=dfcc6c4f9a&view -pt&search=inbox&th=13b8a4...



taleofUtah Mail - Well Approval; Federal 21-25Y-9-T6 APT43-013-31394 Page 2 of 2

Brad,

Once we kick the well on, the well could take anywhere from a month to two months.

Alfredo Rios
Foreman.Water Services
Office: 435-646-4923
Mobile: 435-823-0173

NEWFIELD

From: Brad Hill [mailto:bradhill@utah.gov]
Sent: Tuesday, December 11, 2012 8:04 AM
To: Alfredo Rios
Cc: Mark Reinbold
Subject: Re: Well Approval; Federal 21-25Y-9-16 API 43-013-31394

[Quoted text hidden]

https://mail.google.com/mail/?ui=2&ik=dfcc6c4f9a&view--pt&search=inbox&th=13b8a4...



State of Utah Mail - approval: Federal 15-24-9-16 and Federal 21-25y-9-16 Page 1 of 2

Mark Reinbold <markreinbold@utah.gov>

approval: Federal 15-24-9-16 and Federal 21-25y-9-16
2 messages

Alfredo Rios <arios@newfield.com> Thu, Nov 29, 2012 at 2:52 PM
To: "markreinbold@utah.gov"<markreinbold@utah.gov>

Cc: Lucy Chavez-Naupoto <Ichavez-naupoto@newfield.com>, "J.D. Horrocks" <jhorrocks@newfield.com>,

James Bird <jbird@newfield.com>

Mark,

We have received an approval to inject letter dated 11/13/2012, for the Federal
15-24-9-16 API# 43-013-33344. Number 6 stipulation is requiring us to run a
Radioactive Tracer Survey on the Federal 21-25Y-9-16 API#43-013-31394. We will
not be able to run a Radioactive Tracer Survey until we receive approval to inject on the
Federal 21-25Y-9-16 which was sent to the state last week for approval. Once the 21-25y

-9-16 has reached near MAIP we can then run the RTS. My question is, how far out are
we on the approval for the Federal 21-25y-9-16?

Alfredo Rios
Foreman.Water Services
Office:435-646-4923
Mobile: 435-823-0173

NEWFIELD

Mark Reinbold <markreinbold@utah.gov> Thu, Nov 29, 2012 at 4:49 PM
To: Alfredo Rios <arios@newfield.com>

Alfredo,

This will be on my list of thingsto discuss with Brad Hillnext week. I will have to get back with you then.

Mark

[Quoted text hidden]

Mark L. Reinbold, Environmental Scientist
Utah Department of Natural Resources
Division of Oil, Gas & Mining
1594 W North Temple

https://mail.google.com/mail/?ui=2&ik=dfcc6c4f9a&view--pt&search=inbox&th=13b4e28...
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PO Box 145801
Salt Lake City, UT 84114-5801
Phone 801-538-5333
Fax 801-539-3940

https://mail.google.com/mail/?ui=2&ik=dfcc6c4f9a&view-pt&search=inbox&th=13b4e28...



RECEIVED: Nov. 16, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-64380 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 FEDERAL 21-25Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0500 FNL 1980 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/15 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  New Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an
injection well on 11/09/2012. New intervals perforated, CP5 sands -
5483-5489' & 5494-5504' 3 JSPF. On 11/14/2012 Chris Jensen with

the State of Utah DOGM was contacted concerning the initial MIT on the
above listed well. On 11/15/2012 the casing was pressured up to 1440
psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubing pressure was 120 psig during the
test. There was not an State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/16/2012

November 21, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well FEDERAL 21-25Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0500 FNL 1980 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

/ SUBSEQUENTREPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

11/15/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: New Perforations

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an Accepted by the
injection well on 11/09/2012. New intervals perforated, CP5 sands - utah Division of
5483-5489' & 5494-5504' 3 JSPF. On 11/14/2012 Chris Jensen with Oil, Gas and Mining

the State of Utah DOGM was contacted concerning the initial MIT on the Date: November 21, 2012
above listed well. On 11/15/2012 the casing was pressured up to 1440
psig and charted for 30 minutes with no pressure loss. The well was not sy: e
injecting during the test. The tubing pressure was 120 psig during the
test. There was not an State representative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 11/16/2012

RECEIVED: Nov. 16,



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date )¡ i jyi2oit Time Ûoa m

Test Conducted by: y go,.x
Others Present:

Well: 02 FAC / av-4W Field: A---+ ßde

Well Location: g- U ses 2>Tes *V API No: </3 - on - 9391

Tirne_ Casinq Pressure

0 min psig

5 / Wa psig

10 / N psig

15 / Vyo psig

20 / ¥ ¥o psig

25 /qqu psig

30 min /V¥o psig

35 psig

40 psig

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: /2> psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: (a



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000
10



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundrv

FEDERAL 21-25Y-9-16
9/1/2012 To 1/30/2013

11/6/2012 Day: 1 Conversion

WWS #7 on 11/6/2012 - MIRU. Press test Tbg. POOH W/ Rods - Wait For Hot Oiler to Return.
- Flush Rods W/ 20 bbls POOH & LD 38 3/4" 4per, flush rods w/ 30 bbls LD 24 3/4" 4per. PU
Polish Rods CWI - Road Rig MIRU Perp to pull Rods. - RU Hot Oiler pump 60 bbls down Csg.
800psi. - Bleed down Tbg unseat pump flush rods W/ 60 bbls @ 900 psi to 500 psi. Sfot Seat
Pump Press test Tbg To 3000 psi. Good Test. - Crew travel Safety Meeting. JSA. - LD 1-1/4 X
16" Polish rod 3/4 X $' Pony Rod, 5 slick 3/4 rods, 38 3/4" 4per
Daily Cost: $0
Cumulative Cost: $8,465

11/7/2012 Day: 2 Conversion

WWS #7 on 11/7/2012 - Finish POOH W/ Rods. ND WH NU BOPs.Release TAC TIH W/ 20 Jts
Tag Fill @ 5448' Clean Out W/ NC to 5540' TOOH W/ Tbg Breaking & Doping collars. - TOOH
Breaking & Green doping Connections. W/ 54 jts 2-7/8 J-55 tbg. Flush Tbg 1 time W/ 30 BBls
CWI - Flush Tbg W/ 30 bbls. ND WH NU BOPs. Release TAC. PU & TIH W/ 20 jts 2-7/8 tbg Tag
fill @ 5448' RU Pump Rev Circulate Wash Down To cement Top @ 5540' circulate Well Clean. -

Finish POOH & LD Rods & Pump 60 3/4 slick, 21 3/4" 4per, 6 1" 4per. - Crew Travel. Safety
meeting. JSA - Flush Rods w/ 130 bbls
Daily Cost: $0
Cumulative Cost: $15,935

11/8/2012 Day: 3 Conversion

WWS #7 on 11/8/2012 - Finish TOOH W/ Tbg. Perforate. TIH W/ Pkr & N-80 Tbg. NU Frac
Valve. - RU Extreme RIH W/ 4-3/4 Gauge Ring To 5584' PU RIH W/ 3-1/2 csg guns 3 SPF &
Perforate the CP5 sands @ 5494-04, 5483-89' 48 Total Shots. POOH RD WL - Flush Tbg W/ 60
bbls. Cont To TOOH W/ Tbg Breaking & Green Doping Conections W/ 64 Jts 2-7/8 J-55 Tbg LD
37 Jts, TAC, 1 jt, PSN, 1 jt, NC. - Flush Tbg W/ 60 bbls. Cont To TOOH W/ Tbg Breaking &
Green Doping Conections W/ 64 Jts 2-7/8 J-55 Tbg LD 37 Jts, TAC, 1 jt, PSN, 1 jt, NC. - Crew
Travel. Safety meeting. JSA. - Crew Travel. Safety meeting. JSA. - RU Extreme RIH W/ 4-3/4
Gauge Ring To 5584' PU RIH W/ 3-1/2 csg guns 3 SPF & Perforate the CP5 sands @ 5494-04,
5483-89' 48 Total Shots. POOH RD WL - PU & TIH W/ HD PKR, 172 jts 2-7/8" N-80 tbg. NU
Frac Valve. PKR @ 5446'. Ready to Frac in AM - Crew travel Safety Meeting . JSA. - Crew
travel Safety Meeting . JSA. - RU Baker Hughes. Safety meeting JSA. Press test Lines to
8500psi Break down CP-5 Sands @ 4299psi W/ 3.5 bbis @ 1.5 BPM. Pump 6bbls 15% HCL
Pump 92 bbls Fresh water To get Rate Pump 29 bbls to get Xlink pump 79 bb\s 1# to 2#
(Ramped) 20/40 white sand Pump 125 bbis 2# To 3# 20/40 white sand (Ramped) pump 32.7
bbls fresh water flush. ISIP 1841 psi. FG .77, Max press 5492 psi, Avg press 4901 psi, Max
rate 20.2 BPM, Avg Rate 19.2 BPM. 20,553 3 20/40 White Sand In Formation. 365 total bbls
pumped. - RU Baker Hughes. Safety meeting JSA. Press test Lines to 8500psi Break down CP-
5 Sands @ 4299psi W/ 3.5 bbis @ 1.5 BPM. Pump 6bbls 15% HCL Pump 92 bbls Fresh water
To get Rate Pump 29 bbis to get Xlink pump 79 bbls 1# to 2# (Ramped) 20/40 white sand
Pump 125 bbls 2# To 3# 20/40 white sand (Ramped) pump 32.7 bbls fresh water flush. ISIP
1841 psi. FG .77, Max press 5492 psi, Avg press 4901 psi, Max rate 20.2 BPM, Avg Rate 19.2
BPM. 20,553 3 20/40 White Sand In Formation. 365 total bbls pumped. - Flow Back Well 300
bbis total. Release PKR RIH To PBTD @ 5584' Circulate hole Clean 1 Hr. - Flow Back Well 300

http://www.inewfld.com/denver/SumActRpt.asp?RC=152009&API=4301331394&MinD...



RECEIVED: Nov. 16, 2012

Sundry Number: 32125 API Well Number: 43013313940000Sundry Number: 32125 API Well Number: 43013313940000
Summary Rig Activity Page 2 of 2

bbis total. Release PKR RIH To PBTD @ 5584' Circulate hole Clean 1 Hr. - POOH & LD 172 jts
2-7/8 N-80 tbg & HD PKR - POOH & LD 172 jts 2-7/8 N-80 tbg & HD PKR - PU & RIH W/ 2-7/8
re-entry guide, 2-3/8 X/N nipple w/ 1.875 profile, 4' tbg sub, 2-3/8 X 2-7/8 X/over, 5-1/2 AS-

1X. On-off tool,2-7/8 SN, 60 jts Tbg CWI - PU & RIH W/ 2-7/8 re-entry guide, 2-3/8 X/N
nipple w/ 1.875 profile, 4' tbg sub, 2-3/8 X 2-7/8 X/over, 5-1/2 AS-1X. On-off tool,2-7/8 SN,
60 jts Tbg CWI - PU & TIH W/ HD PKR, 172 jts 2-7/8" N-80 tbg. NU Frac Valve. PKR @ 5446'.
Ready to Frac in AM
Daily Cost: $0
Cumulative Cost: $27,830

11/12/2012 Day: 5 Conversion

WWS #7 on 11/12/2012 - Finish RIH W/ Tbg. Press test Tbg. Set PKR Press test CSG.NU
Injection Tree - Cont TIH W/ 58 Jts Tbg (118 total) Pump 15 BBls Drop SV press test Tbg To
3000psi W/ 15 BBls. Test 2 hrs Good Test. RU - RU Swab RIH Retrive SV Mix PKR Fuild. W/ 60
BBIs Fresh water Circulate 50 BBis Down Csg. ND BOPs. Set PKR @ 3645', SN @ 3639, XN @
3654', EOT @ 3655'. NU Injection tree & Land tbg W/ 16000# tension. - Presss test Csg
1500psi 1 hrs (good test). Ready For MIT. - To Windy to Rig Down. - Crew travel. Safety
meeting. JSA.
Daily Cost: $0
Cumulative Cost: $91,956

11/15/2012 Day: 6 Conversion

Rigless on 11/15/2012 - Conduct initial MIT - On 11/14/2012 Chris Jensen with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 11/15/2012
the casing was pressured up to 1440 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was 120 psig during the test.
There was not a State representative available to witness the test. Finalized
Daily Cost: $0
Cumulative Cost: $180,790

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152009&API=4301331394&MinD...



RECEIVED: Dec. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 U-64380 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 21-25Y 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0500 FNL 1980 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

12/14 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:30 PM on
12/14/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 12/19/2012

January 16, 2013

Sundry Number: 33211 API Well Number: 43013313940000Sundry Number: 33211 API Well Number: 43013313940000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING U-64380

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 21-25Y

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013313940000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

0500 FNL 1980 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 25 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

12/14/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
12/14/20 12. utah Division of

Oil, Gas and Mining

Date: January 16, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 12/19/2012

RECEIVED: Dec. 19,



SpudDate:9/7/1993 BRICTOn Federal 21-25Y-9-16
Put on Production: 10/28/1993 Initial Production: 20 BOPD,
GL: 5692' KB: 5705, Injection Wellbore 300 MCFD, 45 BWPD

Diagram

SURFACE CASING FRAC.IOR
CSG SIZE: 8-5/8"

10/11/93 4632'-4790' Frac zone as follows:
GRADE: K-55

35,000# 16/30 sand in 398 bblsgelled
WEIGHT: 24# KCL frac fluid. Treated @avg press of

Casing shoe@282' 2800 psi w/avg rate of2.5 BPM. ISIPDEPTH LANDED: 282' 2400 psi.
LENGTH: 6 jts. (271') 10/15/01 4367'-4371' Frac zone as follows:
HOLE SIZE:12-l/4,, 11,340# 16/30 sand in 166 bb1sgelled

KCL frac fluid. Treated @avg press ofCEMENTDATA: 150 sxs Class "G" cmt, est 5 bb1s cmt to surf 2600 psi w/avg rate of 15.4 BPM. ISIP
2500 psi.

8/18/95 3690'-3929' Frac zone as follows:
Cement Top@ 1800' 117,300# 16/30 sand in 708 bbIs gelled

KCL frac fluid.
5/31/98 Shut in. Bole in tubing.
5/25/04 Tubing leak.Update rod and tubingPRODUCTIONCASING

details.
CSG SIZE: 5-1/2"

11/08/12 5483-5504' Frac CPS zone as follows: 20553#
GRADE: K-55 20/40 sand in 204 bbls Lightning 17 frac

fluid.WEIGHT: 15.5#
11/09/12 Convert to Injection wellLENGTH: 130 jts. (5622.94')
11/15/12 ConversionMIT Finalized-update tbgDEPTH LANDED: 5636.94>

detail
HOLE SIZE: 7-7/8"

CEMENT DATA: 215 sxs Thrifty Lite & 294 sxs 50/50 POZ.

CEMENT TOP AT: 1800' per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 118 jts (3626.7')

SEATING NIPPLE: 2-7/8" (l.10')
SN @3640'

SN LANDED AT: 3639.7' KB On Off Tool @3641'

ON/OFF TOOL AT: 3640.8= Packer @364T

ARROW #1 PACKER CE AT: 3647' X/N Nipple @3655'
XO 2-3/8 x 2-7/8 J-55 AT: 3649.6' EOT @3656'

TBG PUP 2-3/8 J-55 AT: 3650.1= 3690'-3704'

X/N NIPPLE AT: 3655.4'

TOTAL STRING LENGTH: EOT @3655.8'

3884'-3895'
3897'-3903'

3919'-3929'

4367'-4371'

4632'-4640'
4654'-4658, PERFORATION RECORD

10/08/93 4790'-4794' l JSPF 8 holes
4790'-4794'

10/08/93 4654'-4658' I JSPF 4 holes
10/08/93 4632'-4640' I JSPF 6 holes
10/08/93 4367'-4371' l JSPF 9 holes

5483-5489. 08/18/95 3919'-3929' l JSPF 3 holes
5494-5504, 08/18/95 3897'-3903' 1 JSPF 2 holes

08/18/95 3884'-3895' 1 JSPF 2 holes
08/18/95 3690'-3704' I JSPF 7 holes

NEWFIELD 11/07/12 5494-5504' 3JSPF 30holes

PBTD @5592'
I1/07/12 5483-5489' 3 JSPF 18 holes

Balcron Federal 21-25Y-9-16 TD @5650'

500' FNL & 1980' FWL
NENW Section 25-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31394;Lease #U-64380

LCN



State of Utah Mail - Fed 21-25Y #43-013-31394 Page 1 of 1

Mark Reinbold <markreinbold@utah.gov>

Fed 21-25Y #43-013-31394
2 messages

Lucy Chavez-Naupoto <lchavez-naupoto@newfield.com> Fri, Dec 14, 2012 at 10:07 AMTo: Mark Reinbold <markreinbold@utah.gov>
Cc: Alfredo Rios <arios@newfield.com>, James Bird <jbird@newfield.com>

Mark, I've attached the approval for the 21-25Y, we are looking for the MAIP for thiswell.
Thank you so much!

Lucy Chavez-Naupoto
Technician.Water Services
Office: 435-646-4874

NEWPIELD

20121212 Federal 21-25Y Amended Temp Injection aprvl.pdf
90K

Mark Reinbold <markreinbold@utah.gov> Fri, Dec 14, 2012 at 10:32 AMTo: LucyChavez-Naupoto <\chavez-naupoto@newfield.com>

Lucy,
Your originalapplication requests 2176 psig, but as you know, we truncatethose to 2000 psig, at least inthe first round. You can go ahead with the 2000 psig.
Mark

[Quoted text hidden]

Mark L. Reinbold, Environmental Scientist
Utah Department of Natural Resources
Division of Oil, Gas & Mining
1594 W North Temple
PO Box 145801
Salt Lake City, UT 84114-5801
Phone 801-538-5333
Fax 801-539-3940

https://mail.google.com/mail/?ui=2&ik=dfcc6c4f9a&view--pt&search=sent&th=13b9a62...



! \ State of Utah
4 - DEPARTMENT OF NATURAL RESOURCES

ses
MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector
Governor Division of Oil, Gas and Mining

GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT
Cause No. UIC-392

Operator: Newfield Production Company

Well: Federal 21-25Y

Location: Section 25, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31394

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval
1. Approval for conversion to Injection Well issued on August 22, 2012, and

amended December 12, 2012, allowing a 90 day temporary injection approval for
the purpose of completing a Radioactive Tracer Survey (RATS).

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (3,672' - 5,592'), allowed by successful
completion of RATS on February 20, 2013.

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: * NO
gers Date

ate Director

JR/MLIUjs
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County UTAH
Well File DNRN:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340•facsimile (801) 359-3940 • TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &
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